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Evalite  
natural gypsum multi-purpose plaster 
 

Description & Uses: 

Evalite is a versatile, lightweight, retarded calcium 

sulphate hemihydrate gypsum plaster that is specially 

formulated to work as a dual plaster. Evalite works 

brilliantly as both a finishing and basecoat plaster and is 

suitable for interior applications onto concrete block, 

brickwork, sand and cement base-coats, and concrete 

& plaster board surfaces. Evalite is perfectly suited for 

use on walls, ceilings, copings and mouldings. 

Evalite provides an exceptionally hard-wearing and 

high quality superior smooth finish to internal ceilings 

and walls.  Evalite dries to a pure white finish and 

provides a durable base for the application of 

decorative finishes.  

Quickly & easily permanently fills small cracks, 

blemishes, holes & other defects. Has excellent 

adhesion capabilities & provides a chalk free, non- 

cracking, non-flaking & peel resistant flexible finish. 

Evalite contains hemihydrates gypsum; aggregates; 

retarders; binders & accelerators. 

This product is suitable for providing: 

 a brush finish,  

 a polished smooth surface, 

 a textured finish. 

Evalite should be used neat, with only the addition of 

clean water. The plaster has a setting time of 

approximately 60minutes. Evalite should not be used in 

areas where walls are washed with hosepipes, in 

showers or in industrial type kitchens. 

 

Surface Preparation:  

Ensure that the area/surface to be plastered is 

completely cured/dry and free of any contaminants 

e.g. dust, powder, grease, oil etc.  

 

Finishing plaster onto: 

Sand & Cement basecoats - Ensure that the sand and 

cement used in the basecoat is in accordance with 

SABS Specification No. 1090/1976. A suitable basecoat 

can be made up of 4 parts plaster sand, two parts river 

sand, and one part cement. Be certain that the 

basecoat is completely dry before EVALITE is applied. 

Brush down the entire surface to remove all loose 

particles. Slightly wet the sand cement basecoat.  

Painted surfaces - Ensure that the painted surface is 

sound and free of bubbles, loose particles and/or 

oiliness. Apply a quality plaster bonding liquid like 

Evagrip as per instructions. Whilst it is still wet and tacky, 

follow with the required application of Evalite plaster. 

Basecoat and finishing plaster onto brickwork concrete 

and concrete blocks - Before applying Evalite plaster 

onto brickwork, concrete and concrete blocks, brush 

off loose cement with a wire brush. 

 

 

 

 

 

 

 

 

 
 

Check that all dust is removed. Slightly damping down 

the area will help settle dust. Fix plaster corner beads, 

plumb & square all external corners & reveals using 

Evalite. Apply corner beads before plastering. N.B - 

plaster beads are strongly recommended but Evalite 

corners can be finished with a corner tool.  

Basecoat and finishing plaster onto gypsum board -  

Tack wire scrim or apply fiber tape over all joints. Apply 

Evalite plaster to joints in all directions ensuring that the 

Evalite is applied thoroughly into the fiber tape or wire 

scrim. Allow Evalite to firm up (not dry) then plaster with 

3-6mm of Evalite. Always ensure that the unprinted side 

of the partition board is plastered with Evalite E plaster.  

 

Mixing: 

1. Pour approx. 22lts of clean water into a mixing 

container and slowly pour in 40kg Evalite. (as a 

guide add 1lts of water for every 1.80kg of Evalite - 

Water ratio is approximate - the workability can be 

altered by altering the water volume.) 

2. Allow the mixture to soak for 5 minutes. 

3. Mechanical mixing is preferable for aeration and 

workability - mix thoroughly until smooth and 

creamy texture ensuring that the mixture is free of 

any lumps.  

4. Important! Never re-stir the mixture or add more 

Evalite powder after mixing is complete. 

5. Only mix enough Evalite that can be used in 

60minutes. No more than 2 x 40kg bags per mixing 

container. 

6. Clean all mixing utensils between mixes taking care 

to remove all remnants of previous mix. 
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7. Before decoration check surface has set hard and 

is dust-free.  

N.B –  

Evalite is supplied pre-mixed. ONLY the addition of 

clean water is required. 

Do not add any other substance (e.g. cement/lime) 

into Evalite.  

 

Application Instructions: 

1. Apply an initial thin tight coat of Evalite. 

2. Next, follow with another coat - filling to the 

required thickness.  

3. Skim the surface level using a straight edge.  

- To achieve a “brushed effect finish” – brush the 

surface with a dampened block brush taking care 

to apply even up-down strokes. 

- To achieve a superior “smooth finish” –  allow the 

plaster to stand till plaster stiffens then:  

a.) On areas plastered with same mix, float surface 

with sponge rubber float to level area and 

bring ‘fat’ to surface. Hold steel trowel acute to  

wall and remove ‘fat’ whilst polishing the 

surface.  

b.) On areas plastered with different mixes, apply 

a tight skim coat from one mix, cover surface 

and finish with a rubber float and steel trowel. 

4. Allow the surface to slightly dry until the area as 

stiffened. Next, float the entire area level using a 

rubber float. This would bring out the excess liquid 

“fat” to the surface. Using the edge of a steel 

float/trowel, remove this “fat” whilst polishing the 

surface to a superior smooth finish.     

 

Decoration: 

NB. The dried Evalite surface must never be 

sandpapered.  

Before applying household paints, the area plastered 

with Evalite must be sealed and primed using an alkali-

resistant plaster primer or bonding liquid thinned down 

with mineral turpentine.  

Allow to dry for 24hrs before top-coating with 

household enamel or PVA paint. Evalite must never be 

over-coated with epoxy paints! 

 

Setting Time: 

Evalite has a setting time of approximately: 

Initial setting    95 - 105 minutes  

Final setting   145 - 155 minutes 

 

 

 

 

 

 

 

 

 

 

 

 

Coverage:  

Evalite when applied at an average of:   

2 - 3mm per m²   = 25m² / 40kg bag 

5 - 6mm per m²   = 11.50m² / 40kg bag 

12 - 15mm per m² =  4.50m² / 40kg bag 

15 - 20mm per m² = 3m² / 40kg bag 

This product should never be applied less than a 

thickness of 2 - 3mm per m². Evalite can be applied up 

to a thickness of 75mm – 2 applications may be 

required.   

 

Shelf life:   6 months  

 

Pack Sizes:   40kg/10kg bags 

 

Clean up:   Water 

 

Storage: 

Store in a cool dry space. 

Always store off the ground, concrete & steel floors.  

 

Open time:   85 minutes 

 

pH:    4.8 – 5.8 

 

Water up Take:    4.5 – 55ml/100gr 

 

Total Moisture Content:  5,5 – 6,5% wt/wt 

 

Packing Density:  0,6 – 0,8 g/cm³ 

 

Compressive Strength:  4,0 – 7,0 N/mm² 

 

Safety: 

Safety should always be a priority when working with 

materials and tools. 

Avoid contact with eyes. 

Do not put materials in drains or waterways. 

Clean-up with clean water and detergent only. 

 

Environment: 

Always recycle when able to. 

Do not put materials in drains or waterways. 

 
Technical Information: 

We provide free comprehensive technical back-up service on all of our 

products and we guarantee that our products will comply with the 

technical properties detailed in their specific Technical Data Sheets 

issued by ourselves. 

To the best of our knowledge and belief, this information is true and 

accurate. As the conditions of use and any labour involved are beyond 

our control, the end-user must satisfy himself by prior testing that the 

product is suitable for his specific application.  

Products are sold subject to our Standard Conditions of Sale. 
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