
#2008 REPLACEMENT CLUTCH
for #2000 Saxophone Work Fixture

1) Loosen and remove tension adjustment screw 
and washer(s) from Saxophone Work Fixture 
riser post. Note that tension screw on older 
model fixtures may not have a tri-knob as 
shown in picture but rather just a bolt head.

 Remove 'C' clip retainer from end of cradle's 
pivot pin (note that some older model fixtures 
will have a washer with 'C' clip). Slide cradle 
with spacer washer out of old clutch and riser 
post.

2) Loosen and remove two socket head screws A 
and B from riser post and slide old clutch out of 
riser post.

3) Remove tension adjustment screw and 
washer(s) from new clutch. Note that screw 
secures tension lug inside clutch - when 
removing screw hold finger over back side of 
clutch to prevent tension lug from falling out. 
Also note that each side of the clutch holds a 
sealed bearing that rests in recessed cavity. 
 
Insert new clutch into riser post so that the two 
socket head screw holes line up. Install both 
socket head screws A and B and firmly tighten. 
Install tension adjustment screw with washer(s) 
into clutch but do not tighten.

4) Wipe clean pivot pin on cradle assembly. 
Inspect pin for any nicks or abrasions and if 
necessary remove with fine grit sandpaper. 
Note that pin will generally be smooth and not 
require any sanding. If sanding is required 
be sure to thoroughly clean and remove all 
abrasive particles from pin. If major nicks or 
scalding on pin are evident damage to the 
new clutch may occur - recommend contacting 
Votaw Tool Co. before proceeding.

5) With pivot pin clean and dry attach cradle to 
riser post by inserting pivot pin (with spacer 
washer) into new clutch - note that recessed 
area of tension lug will need to be aligned 
properly so as to allow pin to fully insert 
into clutch. Secure cradle to riser post by 
reattaching 'C' clip retainer (with washer if 
used).

6) Hand tighten tension screw. Installation is 
complete. Adjust tension screw to achieve 
desired amount of friction. Tension should be 
just tight enough to hold cradle in any position 
yet loose enough to allow easy rotation.
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