Material Safety Data Sheet

May be used to comply with

OSHA'’s Hazard Communication Standard,
29 CFR 1910.1200. Standard must be
consulted for specific requirements.

U.S. Department of Labor
Occupational Safety and Hea!th Administration -
{Non-Mandatory Form)

Form Approved

OMB No. 1218-0072
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IDENTITY (As

l/J."

Usedon Labeland List)
411 Purpose Cemen

Note: Blank spaces are not permitted. if any item is not applicable, or no
information is available, the space must be marked to indica'e that.

Section |

Manutacturer’s Name

Emergency Telephone Number

R~ Products Co. Inc. 1-800-535-5053
Address {Number, Street, City, State, and ZIP Code) Telephone Number for Information
308 01d High Street 1=-978-397~3000
< 2301 Date Prepared
Sox 23 Jzreh 11, 2003
Signature of Preparer (optonal)
Acton, I Uda 01720

_ Section I — Hazardous Ingredients/identity Information

Ngg%g Zﬂue*

Other Limits
Hazardous Components (Spefiﬁc Chemical identity; Common Name(s)) OSHA PEL ACGIH TLV Recommended % (optional)
Toluene 0ASt 103-88-3 160 »pm 100 pom 50 ppnm skin 38 %
Heptane Cas# 142-82-5 400 ppm 400 ppm 32,3 %
Zthyl acetate CAS# 141-78-6 400 pom 400 »pn 729 %
Lcetone CaS#  67-64-1 750 ppom 750 ppm 3.5 %
(Toluene is subject to the reporting requirements of section 313 of SARL Title III)
OSEA Hegsrd: I
DOT Information: PG II IRG 5 127
Y\rOOCC"" J‘O ‘le- /.7 lbu‘, al
FPA Retings: Health~2, Flammability-3,
IL:; Ratings: Hezltk-1, Flammability-3,
Yey: Zxtreme-4, High-3, lbderzte-2,
Abbreviations used: /D Not Determined
Section Il — Physical/Chemical Characteristics
Boiling Point . Specific Gravity (H20 =
Acetone 132¢ B «37
Vapor Pressure (mm Hg.) Melting Point )
Z 68°p 180 mm /D
Vapor Density (AIR = Evaporation Rate
Heavier (Buty! Acetate = 1) Slower
Solubifty in Water Insoluble in water
Appearance and Odor .
Clear to imber color Cherecteristic Solvent odor
Section IV — Fire and Explosion Hazard Data
Flash Point (Method Used) Flammable Limits LEL UEL
14,5° 7 4iSTH D-56 1% 129
Extinguishing Media
CCy Dry Chemical  Foanm

Special Fire Fighting Procedures

Fire Pizhters should be eguipved with self

~conteined bresthing spparatus when

1is

1l

hting fires involving t meterial

Unusua! Fire and Explosion Hazards
“xtremely Flormable,

Overh

cted, closed contain

©

could explode due

to pressure buildup,

(Reproduce locally)

OSHA 174, Sept. 1985



Section V — Reactivity Data
Stability Unstable Conditions to Avoid

Stable

X N/A

Incompatibility (Materials to Avoid) A
Oxidizing Agents, Acids, Alkslies and Nitrates

H —
azardous Decomposiion or B uC'"SCOQ, HCl, CO when subjected to flames or excessive heat

Hazardous May Occur Conditions to Avoid
Potymerization

Will Not Occur X H/A

Section VI — Health Hazard Data

Route(s) of Entry: | Inhalation? Skin? Ingestion?
qi?r Yes Yes Yes

Heanh Hazi;g%fg‘g%e b S e auid iy mlt&t%ngéigierm%i r248 cwie&’é’?ﬁ%&“éﬁ%é
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ana Xxidney damage. Ingestion- iay cause gastrointestinal irritation.

Carcinogenicity: None NTP? N / A IARC Monographs? N / A OSHA Regulated? N, / A

Cracking: Breathing. Beiresdness: 1eaTingo R SN I0ER SIARR. DHES 38,050 10, peluding

headedness. Swallowing- Nausea, vomiting and d1a:rhe_a.

Medical Condition in~ Pro 3 T8 thing-
Generally Aggravated by Exposurs BEERemS. 0¥ SRBepoSaRe o} Tibdrsiptrs i, gnd cauae deTmatitis, Brea
nerv us gysteg ggma§% o?% mg%-m%y cause nansa miting and diarrhea, Aspiration into

Eﬁ’a%"%fé‘%”v'aéﬂ S8 o Cwa R kacly %ﬁiﬁg“’ﬁs égcﬁéhpw%gsﬁ'tgai}e&zpﬂrl §t%Bac @ contact-
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Section VIl — Precautions for Safe Handling and Use RIEES 10 prevent aspiravion IO lungs.

Steps to Be Taken in Case Material Is Released or Spilled

and place in a closed container for disposal or salvage,

Waste Disposal Method  pigpose in accordance with local and current U.S. =.P.A. regulations,

U.S. E.P.A. Hazardous Waste Number: D 001 (Ignitable)

Precautions to Be Taken in Handling and Storin .
Kee}? away trom heat, open flames and sparks. Use and store with adequate

veniilation to prevent vapor buildup. Vapors relaesed by product can easily ignite.

Other Precautions Avoid contact with skin and eyes. Avoid prolonged breathing of vapors.

Keep container closed when not in use. XEEP OUT OF REACE OP CHILDREN.

Section VIil — Control Measures

R P T, i i

:;%’ifgzeé“?:%:’éiﬁ?o#’" If SRR eure . 8288, 8X 8 drR8 YRk g Ty 1 S RITUT Bkt o8y B F 28 ommended.
Vensiation | Local Exhaust Should bg yggd to maintain %Dgga'i?xalesig nRE89T Eenktiakion 2oy, be

PSR Gl R pg)ToeY o mamntaln W/
Protective Gloves Eye Protection
Impervious Glove Chemical goggles or safety glasses

Other Protective Clothing or Equ“pm?: apron to avoid contact with personal clothing and skin.
Work/Hygienic Practices Keep area clean. Wash hands thoroughly after working with product.
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