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DOOR FURNITURE & SIGNAGE

All products usually available ex-stock except those marked with *. Call for lead time.
Additional manufacturers carriage charges may apply for * items.
No charge for split boxes, but please try to order boxed quantity multiples where possible.

FIRE RATED DOOR VIEWERS
FIRE RATED DOOR VIEWER FOR CASH ROOMS

ZWS9 metal door viewer with three-part extending telescopic sleeved collar to suit various door thicknesses from 40-95mm. Traditionally used on thicker cash room doors 
requiring very high quality of vision to identify personnel before admission. Requires 28mm diameter hole in door (timber or metal) and has 30mm outside lens diameter. 
Integral hinged security flap fitted internally. With 160° vision for high security doors. Chrome finish as standard.

Successfully fire tested to BS EN 1634-1:2014 on steel doors up to 240 minutes integrity. Copy of WF Test Report No 354708 dated 22.03.2016 available upon request.

Also successfully tested to Grade 4 (240 hours neutral salt spray exposure) in accordance with BS EN 1670:2007 Building Hardware - Corrosion Resistance. Report No WIL 
392103 dated 30.01.2018 refers.

30mm

40-95mm

Diameter:  28mm bore hole, 30mm outside lens.
Viewing angle: 160° vision.
Door thickness: 40-95mm.
Finish:   Chrome.
ZWS9   (Box Qty 20)

FIRE RATED DOOR VIEWER FOR STEEL DOORS (UL LISTED)

ZDV-UL is a two-part extending telescopic metal door viewer with a glass lens and is adjustable to suit various door thicknesses from 35-60mm. Requires 15mm bore hole 
in steel door. With 200° vision for high security doors. Swing cover available separately if required. Look through door viewer to safely identify visitor before opening door. 

ZDV-UL is suitable for use on previously tested (or assessed by warringtonfire) uninsulated steel doorsets, to provide up to 60 minutes integrity performance if tested in 
accordance with BS 476-22:1987 or BS EN 1634-1:2000. WF Assessment Report No 303317 Issue 2 dated 11.01.2011 and WF Report No 361830 dated 12.02.2016 refer. 
Copy available upon request. UL Listed in USA.

26mm

35-60mm

Diameter:  15mm bore hole, 26mm outside lens.
Viewing angle: 200° vision.
Door thickness: 35-60mm.
Finish:   US26D satin chrome plated.
ZDV-UL (viewer)  (Box Qty 10)
ZCOV200 (cover)  (Box Qty 10)

FIRE RATED DOOR VIEWER FOR TIMBER DOORS

ZWS13 metal door viewer in two telescopic parts adjustable to suit various door thicknesses from 36-62mm. Requires 12mm diameter hole in timber door. Integral hinged 
security flap fitted internally. Look through door viewer to safely identify visitor before opening door. With 160° vision. Chrome finish as standard.

ZWS13 door viewers may be fitted to previously tested (or assessed by warringtonfire) fully insulated timber doorsets, to provide up to 60 minutes integrity performance 
if tested in accordance with BS 476-22:1987 or BS EN 1634-1:2000. WF Assessment Report No 303317 Issue 2 dated 11.01.2011 and WF Report No 361830 dated 
12.02.2016 refer. Copy available upon request. No intumescent is required on 30 minute doors but a 1mm thick 54 x 50mm intumescent wrap is required on 60 minute 
doors to provide additional protection, ref ZWS13/WRAP. When using a wrap it will be necessary to increase the bore size to 15mm.

16mm

36-62mm

54mm

50mm

Diameter:  12mm bore hole, 16mm outside lens.
Viewing angle: 160° vision.
Door thickness: 36-62mm.
Finish:   Chrome.
ZWS13   (Box Qty 10)
ZWS13/WRAP (Box Qty 10)

BUDGET CP DOOR VIEWER 180°

ZWL1 is a two-part extending telescopic bright chrome plated brass door viewer with 180° vision. It has a plastic lens and is adjustable to suit various door thicknesses 
from 35-60mm. Swing cover available separately if required. Allows identification of caller before admission. Requires 15mm diameter bore hole in door. Bright chrome 
finish as standard.

26mm

35-60mm

BUDGET DOOR VIEWERS

Diameter:  15mm bore hole, 26mm outside lens.
Viewing angle: 180° vision.
Door thickness: 35-60mm.
Finish:   Bright chrome.
ZWL1 (viewer)  (Box Qty 20)
ZWLC (cover)  (Box Qty 20)

BUDGET SCP DOOR VIEWER 160°

ZDV90 is a two-part extending telescopic satin chrome plated brass door viewer with 160° vision. It has a plastic lens and is adjustable to suit various door thicknesses from 
35-51mm. Swing cover available separately if required. Allows identification of caller before admission. Requires 13mm diameter bore hole in door.
Conforms to ANSI/BHMA A156, 16 L23172.

15mm

35-51mm

Diameter:  13mm bore hole, 15mm outside lens.
Viewing angle: 160° vision.
Door thickness: 35-51mm.
Finish:   US26D satin chrome plated.
ZDV90 (viewer)  (Box Qty 24)
ZCOV160 (cover)  (Box Qty 10)


