
Sebelum memasang regulator pada 

tabung gas, pastikan posisi knob 

seperti pada gambar.

3.

Masukkan klem pada selang gas, lalu 

pasang selang dengan ujung regulator 

dan kompor gas, kemudian kunci klem 

hingga ketat.

2.

4. Pasang regulator dengan katup tabung gas, tekan 

perlahan regulator, lalu putar knob searah jarum jam 

seperti gambar.

1. Gunakanlah  regulator tekanan rendah (2.8 kPa) seperti 

gambar di bawah. Sebaiknya gunakan regulator dan 

selang yang sudah ber-SNI.

Tips pemasangan regulator dan selang gas



Before ataching the regulator on 

the gas cylinder, make sure the 

knob is in the position shown in 

the picture.

3.

Attach the hose with clamps to 

the external thread of the regula-

tor and the opposite end of the 

hose to the stove intake. Then, 

tighten the clamps.

2.

4. Attach the regulator to the gas cylinder valve, 

gently press the regulator, and then turn the knob 

clockwise as shown below.

Gently adjust and rotate

burner until it fits properly

Thank you for choosing HOCK product. Please 

read the user manual thoroughly. This manual 

should be kept in a safe place for handy 

reference.

Keep flammable materials away from the gas 

stove.

ATTENTION

Do not use cookware that covers the burner 

flame, as it will extinguish the flame.

Safety precautions if you smell gas (leakage):

Do not try to light any appliance.

Do not touch any electrical switch.

Make sure knob is at “OFF” position.

Open all doors and windows to ventilate the 

area.

Detach gas regulator from gas cylinder.

Move gas cylinder outdoors if leakage does not 

stop.

Make sure room is clear of gas before operating 

any electrical switches or appliances.

Note: As propane’s density is twice as heavy as 

air, gas will flow along the floors.

Stove must be installed with a minimum space 

of 15 cm spacing from every side and 200 cm 

from the ceiling (shown below). Use stove in a 

well ventilated room.

Numbering Section :

1. Burner             4. Knob

2. Pan Support           5. Rubber Base

3. Body

1. For household usage, please use a low pressure 

regulator (2.8 kPa) as shown below. It is recom-

mended to use SNI certified gas regulator and 

hose.

Gas Regulator and Hose Installation Tips
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FLAME ADJUSTMENT

TROUBLESHOOTING

Some products come with mini pan support to 

assist cooking with smaller pans. Use small flame 

when using mini pan support.

The fire does not light up
Check the regulator. Turn knob to the “OFF” 

position, then remove and reinstall the regulator 

to the gas cylinder. Turn regulator knob back to 

“ON” position.

CLEANING AND HANDLING TIPS

BURNER CAP INSTALLATION (DELUXE TYPE)

USING MINI PAN SUPPORT

Be careful as small flames can be blown out by 

wind. It is advised to use small flames for small 

cookware.
Turn knob to “OFF” position to switch the stove 

off. If flame is accidentally extinguished by 

wind or water, switch the stove off immediately.

The flame can be set to MAX, MED, MIN 

position. Arrange according to needs.

Check the starter. If it’s dirty, clean with a dry 

cloth.
When using a new hose or gas cylinder. Repeat 

the ignition process until the air in the pipe runs 

out.
Smell of gas
Check the hose. If it’s cracked or perforated, 

replace it with a new one. If it’s not installed 

properly or connection is leaking, attach it 

properly.

Uneven flame
Check the burner position. If there is a gap, 

reposition the burner properly. Check the holes 

in the burner. If it is blocked, clean the holes.

Check the regulator. If it is leaking, replace it 

with a new one.

Press and turn knob counter clockwise until a 

sound is heard and the knob is pushed back out.

Note: To start gas stove equipped with safety 

sensor, turn knob counter clockwise and hold 

for about 3 seconds to disengage safety 

sensor. The safety sensor will stop gas flow 

when flame is extinguished and knob is still at 

ON position.
Lighting the stove for the first time may be 

difficult, as residual air can be trapped inside 

hose. Repeat the first step at least three 

times. If it is still not operating, turn the knob 

back to the off position and wait until the 

smell of gas dissipate before retrying the first 

step.

If the problem still persist or you still have any 

question, please call Hock Customer Care at 

(+62) 816964625.

This appliance generally use with liquefied 

petroleum gas, if you need to use the appliance 

with liquefied natural gas, please call Hock 

Customer Care at (+62) 816964625.

Manufactured by :

PT. Hokinda Citralestari

Jl. Orde Baru No.6A  Medan - Binjai KM. 12.5

Made in Indonesia

To clean stainless steel parts, use metal polish 

cleaner and rub with soft cloth.

To clean powder coated surface, use household 

soaps. Avoid rubbing with rough surfaces.

To clean enamelled pan support from crusts, use 

steel wool. Avoid bumping to prevent crack.


