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STROBEXORGBW

1320 x 0.5W RGBW Section Control IP65 Strobe
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MODEL  STROBEXORGBW
Description  Outdoor RGBW Section
Control Strobe
Series  Architecture
POWER
Power Consumption  1,150W
Line Voltage ~ 100-240V AC
Frequency  50Hz to 60Hz

Power Connection

PHOTOMETRICS
Light Source

Beam Angle
Output {@3M)
PWM

LED Lifespan

EFFECTS
Dimming

Strobe

L}

Seetronic® powerCON In

1,320 x 0.5W SMD5050
RGBW LEDs

120°

2,200 lux

2,000 Hz

50,000 hours

0-100%
THz-25Hz

CONTROL
Operational Modes

Display

DMX Protocol

DMX Channel Mode
DMX Interface

HOUSING
Housing Materials
Housing Finish

IP Rating

Cooling
Dimension {mm)

Net Weight
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EVENT

LIGHTING

Manual, Auto Program, Master
/ Slave & DMX Modes
4-Button LCD Control Panel
DMX512

4/6/10/18

3-Pin XLR Seetronic® Qutdoor

Die-cast Aluminium
Matte Black

IP65

Fanless Cooling
490 X 205 X 265
10.1 kg

LUX @ 120°

R

G

B
W
Full
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LIGHTING

Distance
1.0 2.0 3.0 4.0 5.0
120°
2 3.46 2693 21039 | @138 @17.32
2,100 585 250 160 120
4,050 1,000 500 320 230
5,300 1,400 700 430 310
4,000 1,500 750 470 340
14,500 4,400 2,200 1,400 1,000
beam LEDs

W . 1200 1,320X0.5W/
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