
 

 

Oyster3 Harness Removal Instructions V2 

 

To change the harness of the Oyster3, please follow the following steps: 

1. Using a thin implement like a butter knife or wallpaper scraper, carefully pop-off the plastic 
backing (back-panel) off the back of the seat. Insert the implement into the gap between the 
back-panel and the seat back around the centre of the vertical side and use as a lever to lift 
off the back panel. Be careful not to scratch the plastic.  

2. From the back, thread the two-harness shoulder strap buckles through to the front. 
3. Unbuckle the waist belt and unthread the waist strap from the D rings at the front of the 

seat. 
4. On the underside of the seat base, thread the crotch strap buckle through the slot in the 

seat base and the seat base textile cover to remove.   
5. The D rings attached to the short straps should be removed. 
6. To access the D rings, lift up the stroller seat fabric first releasing the press stud and strap 

underneath the leg support, underneath the seat unit release the two elastic loops (left and 
right), detach the two key hole type seat cover retainers situated on the underside of the 
seat base and release the Velcro strap on the seat surface (strap used for removing the seat 
unit). 

7. Fold the seat base fabric back to reveal the connection of the D rings 
8. Unthread the straps to release the D ring straps and pull the D rings out of the seat fabric 

buttonholes. 
9. Thread the new harness waist belt ends through the front of the seat unit and then thread 

through the fabric flap and then the plastic housing reversing the process of removing the D 
rings. 

10. Check the waist belt straps are secure by pulling hard, they must be firmly attached. 
11. Fold down the seat base cover.  Attach the key-hole fittings using a screwdriver to push 

them into the locking position and the elastic loops. 
12. Replace the strap under the leg support and fasten the press stud. 
13. Remove shoulder and crotch pads from the old harness and fit on new harness.  
14. Feed the new harness shoulder strap buckles through the front of the seat head cushion and 

the seat back and turn the buckles to fit flush.  
15. Thread the crotch strap end through the seat fabric and the seat base and secure by turning 

the buckle to fit flush on the underside of the seat base.  
16. Replace the seat unit back-panel by aligning and clipping into place one side at a time.  
17. Adjust the harness waist belt and shoulder straps using the buckles so the harness fit suits 

the child. 


