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SECTION 1 IDENTIFICATION

Product Identifier

Product name FL-129 Snickerdoodle Flavor Concentrate

Synonyms Not Available

Other means of
identification Not Available

Recommended use of the chemical and restrictions on use

Relevant identified uses Use according to manufacturer's directions.

Name, address, and telephone number of the chemical manufacturer, importer, or other responsible party

Registered company name Liquid Barn LLC

Address 2265 Ward Ave. Simi Valley, CA 93065

Telephone (818) 584-7201

Fax Not Available

Website www.liquidbarn.com

Email Not Available

Emergency phone number

Association / Organisation ChemTel Inc. (24 HR EMERGENCY)

Emergency telephone
numbers

Toll-Free within the U.S., Canada, Puerto Rico and the U.S. Virgin Islands: 1-800-255-3924
For calls originating outside the U.S., Canada, Puerto Rico and the U.S. Virgin Islands: +1-813-248-0585

Other emergency telephone
numbers

Shipments of hazardous materials within the listed countries should reference ChemTel’s in-county phone numbers:
Australia: 1-300-954-583, Brazil: 0-800-591-6042, China: 400-120-0751, India: 000-800-100-4086 and Mexico: 800-099-0731

SECTION 2 HAZARD(S) IDENTIFICATION

Classification of the substance or mixture

Classification Skin Corrosion/Irritation Category 2, Skin Sensitizer Category 1, Eye Irritation Category 2A, Carcinogenicity Category 1B, Acute Aquatic Hazard Category 3

Label elements

GHS label elements

SIGNAL WORD DANGER

Hazard statement(s)

H315 Causes skin irritation.

H317 May cause an allergic skin reaction.

H319 Causes serious eye irritation.

H350 May cause cancer.

H402 Harmful to aquatic life

Continued...
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Hazard(s) not otherwise specified

Not Applicable

Precautionary statement(s) Prevention

P201 Obtain special instructions before use.

P280 Wear protective gloves/protective clothing/eye protection/face protection.

P281 Use personal protective equipment as required.

P261 Avoid breathing mist/vapours/spray.

P273 Avoid release to the environment.

P272 Contaminated work clothing should not be allowed out of the workplace.

Precautionary statement(s) Response

P308+P313 IF exposed or concerned: Get medical advice/attention.

P362 Take off contaminated clothing and wash before reuse.

P363 Wash contaminated clothing before reuse.

P302+P352 IF ON SKIN: Wash with plenty of soap and water.

P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing.

P333+P313 If skin irritation or rash occurs: Get medical advice/attention.

P337+P313 If eye irritation persists: Get medical advice/attention.

Precautionary statement(s) Storage

P405 Store locked up.

Precautionary statement(s) Disposal

P501 Dispose of contents/container in accordance with local regulations.

SECTION 3 COMPOSITION / INFORMATION ON INGREDIENTS

The specific chemical identity  and/or exact percentage (concentration) of composition has been withheld as a trade secret.

SECTION 4 FIRST-AID MEASURES

Description of first aid measures

Eye Contact

If this product comes in contact with the eyes: 
Wash out immediately with fresh running water. 
Ensure complete irrigation of the eye by keeping eyelids apart and away from eye and moving the eyelids by occasionally lifting the upper and lower lids. 
Seek medical attention without delay; if pain persists or recurs seek medical attention. 
Removal of contact lenses after an eye injury should only be undertaken by skilled personnel. 

Skin Contact

If skin contact occurs:
Immediately remove all contaminated clothing, including footwear. 
Flush skin and hair with running water (and soap if available). 
Seek medical attention in event of irritation. 

Inhalation

If fumes or combustion products are inhaled remove from contaminated area. 
Lay patient down. Keep warm and rested. 
Prostheses such as false teeth, which may block airway, should be removed, where possible, prior to initiating first aid procedures. 
Apply artificial respiration if not breathing, preferably with a demand valve resuscitator, bag-valve mask device, or pocket mask as trained. Perform CPR if
necessary. 
Transport to hospital, or doctor, without delay. 
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Substances

See section below for composition of Mixtures

Mixtures

CAS No %[weight] Name

Not Available 74.4-84.4 Propylene glycol

Not Available 10.8-16.2 Glycerin

Not Available 1.1-3.4 Vanillin

Not Available 1.1-3.4 Benzenemethanol

Not Available 1-3.2 2-Ethyl-3-hydroxy-4-pyrone

Not Available <0.97 Cinnamaldehyde

Not Available 0.9-2.7 Benzaldehyde, 3-ethoxy-4-hydroxy-

Not Available 0.18 Cinnamomum loureirii, ext.

Not Available 0.18 Furfuryl alcohol



Ingestion

If swallowed do NOT induce vomiting. 
If vomiting occurs, lean patient forward or place on left side (head-down position, if possible) to maintain open airway and prevent aspiration. 
Observe the patient carefully. 
Never give liquid to a person showing signs of being sleepy or with reduced awareness; i.e. becoming unconscious. 
Give water to rinse out mouth, then provide liquid slowly and as much as casualty can comfortably drink. 
Seek medical advice. 

Most important symptoms and effects, both acute and delayed

See Section 11

Indication of any immediate medical attention and special treatment needed

Propylene glycol is primarily a CNS depressant in large doses and may cause hypoglycaemia, lactic acidosis and seizures.
 The usual measures are supportive care and decontamination (Ipecac/ lavage/ activated charcoal/ cathartics), within 2 hours of exposure should suffice. 
Check the anion gap, arterial pH, renal function and glucose levels. 

Ellenhorn and Barceloux: Medical Toxicology

SECTION 5 FIRE-FIGHTING MEASURES

Extinguishing media

Alcohol stable foam. 
Dry chemical powder. 
BCF (where regulations permit). 
Carbon dioxide. 
Water spray or fog - Large fires only. 

Special hazards arising from the substrate or mixture

Fire Incompatibility Avoid contamination with oxidising agents i.e. nitrates, oxidising acids, chlorine bleaches, pool chlorine etc. as ignition may result 

Special protective equipment and precautions for fire-fighters

Fire Fighting

Alert Fire Brigade and tell them location and nature of hazard. 
Wear full body protective clothing with breathing apparatus. 
Prevent, by any means available, spillage from entering drains or water course. 
Use water delivered as a fine spray to control fire and cool adjacent area. 
Avoid spraying water onto liquid pools. 
DO NOT approach containers suspected to be hot. 
Cool fire exposed containers with water spray from a protected location. 
If safe to do so, remove containers from path of fire. 

Fire/Explosion Hazard

Combustible. 
Slight fire hazard when exposed to heat or flame. 
Heating may cause expansion or decomposition leading to violent rupture of containers. 
On combustion, may emit toxic fumes of carbon monoxide (CO). 
May emit acrid smoke. 
Mists containing combustible materials may be explosive. 

Combustion products include:, carbon dioxide (CO2), acrolein , other pyrolysis products typical of burning organic material May emit poisonous fumes. May emit
corrosive fumes.

SECTION 6 ACCIDENTAL RELEASE MEASURES

Personal precautions, protective equipment and emergency procedures

See section 8

Environmental precautions

See section 12

Methods and material for containment and cleaning up

Minor Spills

Remove all ignition sources. 
Clean up all spills immediately. 
Avoid breathing vapours and contact with skin and eyes. 
Control personal contact with the substance, by using protective equipment. 
Contain and absorb spill with sand, earth, inert material or vermiculite. 
Wipe up. 
Place in a suitable, labelled container for waste disposal. 

Major Spills

Clear area of personnel and move upwind. 
Alert Fire Brigade and tell them location and nature of hazard. 
Wear full body protective clothing with breathing apparatus. 
Prevent, by all means available, spillage from entering drains or water courses. 
Consider evacuation (or protect in place). 
No smoking, naked lights or ignition sources. 
Increase ventilation. 
Stop leak if safe to do so. 
Water spray or fog may be used to disperse / absorb vapour. 
Contain or absorb spill with sand, earth or vermiculite. 
Collect recoverable product into labelled containers for recycling. 
Collect solid residues and seal in labelled drums for disposal. 
Wash area and prevent runoff into drains. 
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Ingredient Material name TEEL-1 TEEL-2 TEEL-3

Ingredient Original IDLH Revised IDLH

After clean up operations, decontaminate and launder all protective clothing and equipment before storing and re-using. 
If contamination of drains or waterways occurs, advise emergency services. 

Personal Protective Equipment advice is contained in Section 8 of the SDS.

SECTION 7 HANDLING AND STORAGE

Precautions for safe handling

Safe handling

Avoid all personal contact, including inhalation. 
Wear protective clothing when risk of exposure occurs. 
Use in a well-ventilated area. 
Prevent concentration in hollows and sumps. 
DO NOT enter confined spaces until atmosphere has been checked. 
Avoid smoking, naked lights or ignition sources. 
Avoid contact with incompatible materials. 
When handling, DO NOT eat, drink or smoke. 
Keep containers securely sealed when not in use. 
Avoid physical damage to containers. 
Always wash hands with soap and water after handling. 
Work clothes should be laundered separately. 
Use good occupational work practice. 
Observe manufacturer's storage and handling recommendations contained within this SDS.
Atmosphere should be regularly checked against established exposure standards to ensure safe working conditions. 
DO NOT allow clothing wet with material to stay in contact with skin

Other information

Storage of furfural (syn: 2-furaldehyde) in air for extended periods is not recommended because polymer formation, darkening of colour and increases in acidity
can occur. Storage under an inert gas such as nitrogen is recommended.
Violent polymerisation can occur upon contact with strong mineral acids, alkalis or at elevated temperatures.

Material is hygroscopic, i.e. absorbs moisture from the air. Keep containers well sealed in storage. 
Store in original containers. 
Keep containers securely sealed. 
No smoking, naked lights or ignition sources. 
Store in a cool, dry, well-ventilated area. 
Store away from incompatible materials and foodstuff containers. 
Protect containers against physical damage and check regularly for leaks. 
Observe manufacturer's storage and handling recommendations contained within this SDS. 

Conditions for safe storage, including any incompatibilities

Suitable container
Metal can or drum 
Packaging as recommended by manufacturer. 
Check all containers are clearly labelled and free from leaks. 

Storage incompatibility

For furfural:
Strong acids or bases may cause polymerisation. 
Reacts violently with strong acids, alkalis, sodium bicarbonate. 
Incompatible with ammonia, aliphatic amines, alkanolamines. aromatic amines. 
Attacks many plastics, coatings. 

Glycerol:
reacts violently with strong oxidisers, acetic anhydride, alkali metal hydrides, calcium hypochlorite, calcium oxychloride, chlorine, chromic anhydride,
chromium oxides, ethylene oxide, hydrogen peroxide, phosphorous triiodide, potassium chlorate, potassium permanganate, potassium peroxide, silver
perchlorate, sodium hydride, sodium peroxide, sodium triiodide, sodium tetrahydroborate,is incompatible with strong acids, caustics, aliphatic amines,
isocyanates, uranium fluoride 
is able to polymerise above 145 C 
Glycols and their ethers undergo violent decomposition in contact with 70% perchloric acid. This seems likely to involve formation of the glycol perchlorate
esters (after scission of ethers) which are explosive, those of ethylene glycol and 3-chloro-1,2-propanediol being more powerful than glyceryl nitrate, and the
former so sensitive that it explodes on addition of water.

Alcohols
are incompatible with strong acids, acid chlorides, acid anhydrides, oxidising and reducing agents. 
reacts, possibly violently,  with alkaline metals and alkaline earth metals to produce hydrogen 
react with strong acids, strong caustics, aliphatic amines, isocyanates, acetaldehyde, benzoyl peroxide, chromic acid, chromium oxide, dialkylzincs,
dichlorine oxide, ethylene oxide, hypochlorous acid, isopropyl chlorocarbonate, lithium tetrahydroaluminate, nitrogen dioxide, pentafluoroguanidine,
phosphorus halides, phosphorus pentasulfide, tangerine oil, triethylaluminium, triisobutylaluminium 
should not be heated above 49 deg. C. when in contact with aluminium equipment

SECTION 8 EXPOSURE CONTROLS / PERSONAL PROTECTION

Control parameters

OCCUPATIONAL EXPOSURE LIMITS (OEL)

INGREDIENT DATA
Not Available

EMERGENCY LIMITS

FL-129 Snickerdoodle Fl   Not Available Not Available Not Available

Propylene glycol Not Available Not Available

Glycerin Not Available Not Available

Vanillin Not Available Not Available
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Benzenemethanol Not Available Not Available

2-Ethyl-3-hydroxy-4-pyrone Not Available Not Available

Cinnamaldehyde Not Available Not Available

Benzaldehyde, 3-ethoxy-
4-hydroxy- Not Available Not Available

Cinnamomum loureirii, ext. Not Available Not Available

Furfuryl alcohol Not Available Not Available

MATERIAL DATA

For furfuryl alcohol:
Odour Threshold Value: 8 ppm (detection)
Human data indicates that furfuryl alcohol concentrations up to 10 ppm can be tolerated without significant eye irritation. Exposure at or below the recommended TLV-TWA, STEL should also
minimise the risk of irritation to the respiratory passages.
Based on mortality in animals resulting from skin absorption a skin notation has also been appended.
Odour Safety Factor(OSF)
OSF=0.63 (FURFURYL ALCOHOL)

Exposure limits with "skin" notation indicate that vapour and liquid may be absorbed through intact skin. Absorption by skin may readily exceed vapour inhalation exposure. Symptoms for skin
absorption are the same as for inhalation. Contact with eyes and mucous membranes may also contribute to overall exposure and may also invalidate the exposure standard.
For furfural (syn: 2-furaldehyde)
Odour Threshold Value: 0.002-0.25 ppm
Exposure at or below the recommended TLV-TWA is thought to minimise the potential for irritation of the eyes, mucous membranes (significant at 5 ppm) and skin and the risk of systemic injury.
There is some doubt that the recommended value will fully protect workers from irritant and systemic effects. Indications of carcinogenic potential further add to this doubt.
Odour Safety Factor(OSF)
OSF=26 (FURFURAL)

for propylene glycol:
Saturated vapour concentration @ 20 deg C.= 65.8 ppm, 204.6 mg/m3; i.e higher concentrations can only occur as aerosols or at higher temperatures.
Odour Threshold: Practically odourless.
A small number of individuals show skin irritation or sensitisation from repeated or prolonged exposure to propylene glycol. A workplace environmental exposure limit (WEEL) has been established
by AIHA and is thought to be protective against systemic effects. 

Exposure controls

Appropriate engineering
controls

Engineering controls are used to remove a hazard or place a barrier between the worker and the hazard. Well-designed engineering controls can be highly
effective in protecting workers and will typically be independent of worker interactions to provide this high level of protection.
The basic types of engineering controls are:
Process controls which involve changing the way a job activity or process is done to reduce the risk.
Enclosure and/or isolation of emission source which keeps a selected hazard "physically" away from the worker and ventilation that strategically "adds" and
"removes" air in the work environment. Ventilation can remove or dilute an air contaminant if designed properly. The design of a ventilation system must match
the particular process and chemical or contaminant in use.
Employers may need to use multiple types of controls to prevent employee overexposure. 

Employees exposed to confirmed human carcinogens should be authorized to do so by the employer, and work in a regulated area. 
Work should be undertaken in an isolated system such as a "glove-box" . Employees should wash their hands and arms upon completion of the assigned task
and before engaging in other activities not associated with the isolated system. 
Within regulated areas, the carcinogen should be stored in sealed containers, or enclosed in a closed system, including piping systems, with any sample
ports or openings closed while the carcinogens are contained within. 
Open-vessel systems are prohibited. 
Each operation should be provided with continuous local exhaust ventilation so that air movement is always from ordinary work areas to the operation. 
Exhaust air should not be discharged to regulated areas, non-regulated areas or the external environment unless decontaminated. Clean make-up air should
be introduced in sufficient volume to maintain correct operation of the local exhaust system. 
For maintenance and decontamination activities, authorized employees entering the area should be provided with and required to wear clean, impervious
garments, including gloves, boots and continuous-air supplied hood. Prior to removing protective garments the employee should undergo decontamination
and be required to shower upon removal of the garments and hood. 
Except for outdoor systems, regulated areas should be maintained under negative pressure (with respect to non-regulated areas). 
Local exhaust ventilation requires make-up air be supplied in equal volumes to replaced air. 
Laboratory hoods must be designed and maintained so as to draw air inward at an average linear face velocity of 0.76 m/sec with a minimum of 0.64 m/sec.
Design and construction of the fume hood requires that insertion of any portion of the employees body, other than hands and arms, be disallowed. 

Personal protection

Eye and face protection

Safety glasses with side shields.
Chemical goggles.
Contact lenses may pose a special hazard; soft contact lenses may absorb and concentrate irritants. A written policy document, describing the wearing of
lenses or restrictions on use, should be created for each workplace or task. This should include a review of lens absorption and adsorption for the class of
chemicals in use and an account of injury experience. Medical and first-aid personnel should be trained in their removal and suitable equipment should be
readily available. In the event of chemical exposure, begin eye irrigation immediately and remove contact lens as soon as practicable. Lens should be removed
at the first signs of eye redness or irritation - lens should be removed in a clean environment only after workers have washed hands thoroughly. [CDC NIOSH
Current Intelligence Bulletin 59], [AS/NZS 1336 or national equivalent]

Skin protection See Hand protection below

Hands/feet protection

Wear chemical protective gloves, e.g. PVC. 
Wear safety footwear or safety gumboots, e.g. Rubber 

NOTE:
The material may produce skin sensitisation in predisposed individuals. Care must be taken, when removing gloves and other protective equipment, to avoid
all possible skin contact. 
Contaminated leather items, such as shoes, belts and watch-bands should be removed and destroyed. 

The selection of suitable gloves does not only depend on the material, but also on further marks of quality which vary from manufacturer to manufacturer. Where
the chemical is a preparation of several substances, the resistance of the glove material can not be calculated in advance and has therefore to be checked prior
to the application.
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The exact break through time for substances has to be obtained from the manufacturer of the protective gloves and.has to be observed when making a final
choice.
Personal hygiene is a key element of effective hand care. Gloves must only be worn on clean hands. After using gloves, hands should be washed and dried
thoroughly. Application of a non-perfumed moisturizer is recommended.
Suitability and durability of glove type is dependent on usage. Important factors in the selection of gloves include:

·    frequency and duration of contact,
·    chemical resistance of glove material,
·    glove thickness and
·    dexterity

Select gloves tested to a relevant standard (e.g. Europe EN 374, US F739, AS/NZS 2161.1 or national equivalent).
·     When prolonged or frequently repeated contact may occur, a glove with a protection class of 5 or higher (breakthrough time greater than 240 minutes

according to EN 374, AS/NZS 2161.10.1 or national equivalent) is recommended.
·     When only brief contact is expected, a glove with a protection class of 3 or higher (breakthrough time greater than 60 minutes according to EN 374, AS/NZS

2161.10.1 or national equivalent) is recommended.
·    Some glove polymer types are less affected by movement and this should be taken into account when considering gloves for long-term use.
·     Contaminated gloves should be replaced.

For general applications, gloves with a thickness typically greater than 0.35 mm, are recommended.
It should be emphasised that glove thickness is not necessarily a good predictor of glove resistance to a specific chemical, as the permeation efficiency of the
glove will be dependent on the exact composition of the glove material. Therefore, glove selection should also be based on consideration of the task
requirements and knowledge of breakthrough times.
Glove thickness may also vary depending on the glove manufacturer, the glove type and the glove model. Therefore, the manufacturers’ technical data should
always be taken into account to ensure selection of the most appropriate glove for the task.
Note: Depending on the activity being conducted, gloves of varying thickness may be required for specific tasks. For example:

·    Thinner gloves (down to 0.1 mm or less) may be required where a high degree of manual dexterity is needed. However, these gloves are only likely to give
short duration protection and would normally be just for single use applications, then disposed of.

·     Thicker gloves (up to 3 mm or more) may be required where there is a mechanical (as well as a chemical) risk i.e. where there is abrasion or puncture
potential
Gloves must only be worn on clean hands. After using gloves, hands should be washed and dried thoroughly. Application of a non-perfumed moisturiser is
recommended.

Body protection See Other protection below

Other protection

Employees working with confirmed human carcinogens should be provided with, and be required to wear, clean, full body protective clothing (smocks,
coveralls, or long-sleeved shirt and pants), shoe covers and gloves prior to entering the regulated area. [AS/NZS ISO 6529:2006 or national equivalent] 
Employees engaged in handling operations involving carcinogens should be provided with, and required to wear and use half-face filter-type respirators with
filters for dusts, mists and fumes, or air purifying canisters or cartridges. A respirator affording higher levels of protection may be substituted. [AS/NZS 1715
or national equivalent] 
Emergency deluge showers and eyewash fountains, supplied with potable water, should be located near, within sight of, and on the same level with locations
where direct exposure is likely. 
Prior to each exit from an area containing confirmed human carcinogens, employees should be required to remove and leave protective clothing and
equipment at the point of exit and at the last exit of the day, to place used clothing and equipment in impervious containers at the point of exit for purposes of
decontamination or disposal. The contents of such impervious containers must be identified with suitable labels.  For maintenance and decontamination
activities, authorized employees entering the area should be provided with and required to wear clean, impervious garments, including gloves, boots and
continuous-air supplied hood. 
Prior to removing protective garments the employee should undergo decontamination and be required to shower upon removal of the garments and hood. 
Overalls. 
P.V.C. apron. 
Barrier cream. 
Skin cleansing cream. 
Eye wash unit. 

Thermal hazards Not Available

Recommended material(s)
GLOVE SELECTION INDEX
Glove selection is based on a modified presentation of the:
 "Forsberg Clothing Performance Index".
 The effect(s) of the following substance(s) are taken into account in the  
computer-generated selection:       
FL-129 Snickerdoodle Flavor Concentrate

Material CPI

BUTYL C

NATURAL RUBBER C

NATURAL+NEOPRENE C

NITRILE C

PE/EVAL/PE C

VITON C

* CPI - Chemwatch Performance Index
A: Best Selection
B: Satisfactory; may degrade after 4 hours continuous immersion
C: Poor to Dangerous Choice for other than short term immersion
NOTE: As a series of factors will influence the actual performance of the glove, a final
selection must be based on detailed observation. -
* Where the glove is to be used on a short term, casual or infrequent basis, factors such as
"feel" or convenience (e.g. disposability), may dictate a choice of gloves which might otherwise
be unsuitable following long-term or frequent use. A qualified practitioner should be consulted.

Respiratory protection
Cartridge respirators should never be used for emergency ingress or in areas of unknown
vapour concentrations or oxygen content. The wearer must be warned to leave the contaminated
area immediately on detecting any odours through the respirator. The odour may indicate that
the mask is not functioning properly, that the vapour concentration is too high, or that the mask
is not properly fitted. Because of these limitations, only restricted use of cartridge respirators is
considered appropriate.
Selection of the Class and Type of respirator will depend upon the level of breathing zone
contaminant and the chemical nature of the contaminant. Protection Factors (defined as the
ratio of contaminant outside and inside the mask) may also be important.

Required
minimum
protection factor

Maximum gas/vapour
concentration present in air
p.p.m. (by volume)

Half-face
Respirator

Full-Face
Respirator

up to 10 1000 A-AUS /
Class 1

-

up to 50 1000 - A-AUS /
Class 1

up to 50 5000 Airline * -

up to 100 5000 - A-2

up to 100 10000 - A-3

100+ - Airline**

* - Continuous Flow
** - Continuous-flow or positive pressure demand.
A(All classes) = Organic vapours, B AUS or B1 = Acid gases, B2 = Acid gas or hydrogen
cyanide(HCN), B3 = Acid gas or hydrogen cyanide(HCN), E = Sulfur dioxide(SO2), G =
Agricultural chemicals, K = Ammonia(NH3), Hg = Mercury, NO = Oxides of nitrogen, MB =
Methyl bromide, AX = Low boiling point organic compounds(below 65 deg C)

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES
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Information on basic physical and chemical properties

Appearance Clear light orange to light brown liquid 

Physical state Liquid Relative density (Water = 1) 1.11

Odour Not Available Partition coefficient
n-octanol / water Not Available

Odour threshold Not Available Auto-ignition temperature
(°C) Not Available

pH (as supplied) Not Available Decomposition
temperature Not Available

Melting point / freezing
point (°C) Not Available Viscosity (cSt) Not Available

Initial boiling point and
boiling range (°C) Not Available Molecular weight (g/mol) Not Available

Flash point (°C) Not Available Taste Not Available

Evaporation rate Not Available Explosive properties Not Available

Flammability Not Available Oxidising properties Not Available

Upper Explosive Limit (%) Not Available Surface Tension (dyn/cm or
mN/m) Not Available

Lower Explosive Limit (%) Not Available Volatile Component (%vol) Not Available

Vapour pressure (kPa) Not Available Gas group Not Available

Solubility in water (g/L) Not Available pH as a solution (1%) Not Available

Vapour density (Air = 1) Not Available VOC g/L Not Available

SECTION 10 STABILITY AND REACTIVITY

Reactivity See section 7

Chemical stability
Unstable in the presence of incompatible materials.
Product is considered stable.
Hazardous polymerisation will not occur.

Possibility of hazardous
reactions See section 7

Conditions to avoid See section 7

Incompatible materials See section 7

Hazardous decomposition
products See section 5

SECTION 11 TOXICOLOGICAL INFORMATION

Information on toxicological effects

Inhaled

Evidence shows, or practical experience predicts, that the material produces irritation of the respiratory system, in a substantial number of individuals, following
inhalation. In contrast to most organs, the lung is able to respond to a chemical insult by first removing or neutralising the irritant and then repairing the
damage. The repair process, which initially evolved to protect mammalian lungs from foreign matter and antigens, may however, produce further lung damage
resulting in the impairment of gas exchange, the primary function of the lungs. Respiratory tract irritation often results in an inflammatory response involving
the recruitment and activation of many cell types, mainly derived from the vascular system.
Inhalation of vapours may cause drowsiness and dizziness. This may be accompanied by narcosis, reduced alertness, loss of reflexes, lack of coordination and
vertigo.
Inhalation of vapours or aerosols (mists, fumes), generated by the material during the course of normal handling, may be damaging to the health of the
individual.
Furfural vapours and mists irritate the nose and throat.  Low levels of vapour (1.9-14 ppm) cause headache and itching of the throat and eye irritation. High
concentrations may cause nausea, vomiting, coma, unconsciousness and death.  Other effects are as for Swallowed.
Furfural is extensively absorbed and rapidly eliminated in humans after inhalation and in rats after oral administration. In humans, about 78% was retained by the
lungs during 8 hours inhalation of the vapour. The pattern of metabolites appears to be qualitatively similar in humans and in rats, involving oxidation of furfural
to furanoic acid with subsequent conjugation, primarily with glycine. The conjugate is excreted in the urine. The biological half-life in humans has been
estimated to about 2 hours

Ingestion

Accidental ingestion of the material may be damaging to the health of the individual.
Ingestion of furfural (syn: 2-furaldehyde) may cause numbness of the tongue and mucous membranes of the mouth, absence of taste sense, difficulty in
breathing, nausea, vomiting and severe headache. As little as 0.06 gm if ingested or otherwise absorbed will cause severe headache.
Ingestion of propylene glycol produced reversible central nervous system depression in humans following ingestion of 60 ml. Symptoms included increased
heart-rate (tachycardia), excessive sweating (diaphoresis) and grand mal seizures in a 15 month child who ingested large doses (7.5 ml/day for 8 days) as an
ingredient of vitamin preparation.
Excessive repeated ingestions may cause hypoglycaemia (low levels of glucose in the blood stream) among susceptible individuals; this may result in muscular
weakness, incoordination and mental confusion. 
Very high doses given during feeding studies to rats and dogs produce central nervous system depression (although one-third of that produced by ethanol),
haemolysis and insignificant kidney changes.
In humans propylene glycol is partly excreted unchanged in the urine and partly metabolised as lactic and pyruvic acid. Lactic acidosis may result.

Skin Contact

Evidence exists, or practical experience predicts, that the material either produces inflammation of the skin in a substantial number of individuals following
direct contact, and/or produces significant inflammation when applied to the healthy intact skin of animals, for up to four hours, such inflammation being present
twenty-four hours or more after the end of the exposure period. Skin irritation may also be present after prolonged or repeated exposure; this may result in a
form of contact dermatitis (nonallergic). The dermatitis is often characterised by skin redness (erythema) and swelling (oedema) which may progress to
blistering (vesiculation), scaling and thickening of the epidermis. At the microscopic level there may be intercellular oedema of the spongy layer of the skin
(spongiosis) and intracellular oedema of the epidermis.
The material may accentuate any pre-existing dermatitis condition
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Skin contact is not thought to have harmful health effects (as classified under EC Directives); the material may still produce health damage following entry
through wounds, lesions or abrasions.
Toxic effects may result from skin absorption
Open cuts, abraded or irritated skin should not be exposed to this material
Entry into the blood-stream through, for example, cuts, abrasions, puncture wounds or lesions, may produce systemic injury with harmful effects. Examine the
skin prior to the use of the material and ensure that any external damage is suitably protected.

Eye

Evidence exists, or practical experience predicts, that the material may cause eye irritation in a substantial number of individuals and/or may produce significant
ocular lesions which are present twenty-four hours or more after instillation into the eye(s) of experimental animals.
Repeated or prolonged eye contact may cause inflammation characterised by temporary redness (similar to windburn) of the conjunctiva (conjunctivitis);
temporary impairment of vision and/or other transient eye damage/ulceration may occur.

Chronic

Long-term exposure to respiratory irritants may result in disease of the airways involving difficult breathing and related systemic problems.
Practical experience shows that skin contact with the material is capable either of inducing a sensitisation reaction in a substantial number of individuals, and/or
of producing a positive response in experimental animals.
On the basis, primarily, of animal experiments, the material may be regarded as carcinogenic to humans. There is sufficient evidence to provide a strong
presumption that human exposure to the material may result in cancer on the basis of:
- appropriate long-term animal studies
- other relevant information
Limited evidence suggests that repeated or long-term occupational exposure may produce cumulative health effects involving organs or biochemical systems.
Chronic effects of furfural include eczema, allergic sensitisation and photosensitisation in certain individuals.
Repeated or prolonged skin contact may stain the skin yellow brown. Chronic respiratory or skin diseases are aggravated by long term exposure. [Genium /
CCINFO]
Certain substances, commonly found in perfumes or perfumed products, produce hypersensitivity. Sensitising constituents have been classified as Class A
(common sensitisers) or Class B (rare sensitisers) in a Japanese study (Nakayama 1998).  Contact allergy to perfumes occurs with a relatively high
incidence, such incidence only surpassed by nickel allergy in the community. In a Danish study, it was found that about 1.1% of the population was allergic to
Peru balsam or "fragrance mix".
There is no cure for perfume allergy. Once sensitised, exposure to even minute amounts of the perfume, gives rise to eruptions and eczema. These symptoms
may be treated with steroid creams, although frequent recourse to this treatment produces unwanted side-effects.

Cinnamaldehyde is quite sensitive to small amounts of oxygen The autoxidation of cinnamic aldehyde prouces an acid  even when samples are stored in tightly
capped bottles with the head space flushed with nitrogen. Since cinnamic acid is white, its formation, which occurs within a short time after exposure, is not
responsible for the yellowing of cinnamaldehyde. The intensity of the yellow color increases with time of oxygen exposure, rather than with the quantity of oxygen,
indicating that more complex oxidation occurs during aging. Specifically, the formation of conjugated dienals are the intensive yellow components responsible
for the discoloration and yellowing of the cinnamic aldehyde. This mechanism also seems to be applicable to other conjugateds unsaturated aldehydes such
citral.
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TOXICITY IRRITATION

Not Available Not Available

Legend: 1. Value obtained from Europe ECHA Registered Substances - Acute toxicity 2.* Value obtained from manufacturer's SDS.  Unless otherwise specified data
extracted from RTECS - Register of Toxic Effect of chemical Substances
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Asthma-like symptoms may continue for months or even years after exposure to the material ceases. This may be due to a non-allergenic condition known as
reactive airways dysfunction syndrome (RADS) which can occur following exposure to high levels of highly irritating compound. Key criteria for the diagnosis
of RADS include the absence of preceding respiratory disease, in a non-atopic individual, with abrupt onset of persistent asthma-like symptoms within minutes
to hours of a documented exposure to the irritant. A reversible airflow pattern, on spirometry, with the presence of moderate to severe bronchial hyperreactivity
on methacholine challenge testing and the lack of minimal lymphocytic inflammation, without eosinophilia, have also been included in the criteria for diagnosis
of RADS. RADS (or asthma) following an irritating inhalation is an infrequent disorder with rates related to the concentration of and duration of exposure to the
irritating substance. Industrial bronchitis, on the other hand, is a disorder that occurs as result of exposure due to high concentrations of irritating substance
(often particulate in nature) and is completely reversible after exposure ceases. The disorder is characterised by dyspnea, cough and mucus production.
The following information refers to contact allergens as a group and may not be specific to this product. 
Contact allergies quickly manifest themselves as contact eczema, more rarely as urticaria or Quincke's oedema. The pathogenesis of contact eczema involves
a cell-mediated (T lymphocytes) immune reaction of the delayed type. Other allergic skin reactions, e.g. contact urticaria, involve antibody-mediated immune
reactions. The significance of the contact allergen is not simply determined by its sensitisation potential: the distribution of the substance and the opportunities
for contact with it are equally important. A weakly sensitising substance which is widely distributed can be a more important allergen than one with stronger
sensitising potential with which few individuals come into contact. From a clinical point of view, substances are noteworthy if they produce an allergic test
reaction in more than 1% of the persons tested.
The acute oral toxicity of propylene glycol is very low, and large quantities are required to cause perceptible health damage in humans. Serious toxicity
generally occurs only at plasma concentrations over 1 g/L, which requires extremely high intake over a relatively short period of time. It would be nearly
impossible to reach toxic levels by consuming foods or supplements, which contain at most 1 g/kg of PG. Cases of propylene glycol poisoning are usually
related to either inappropriate intravenous administration or accidental ingestion of large quantities by children.The potential for long-term oral toxicity is also
low. Because of its low chronic oral toxicity, propylene glycol was classified by the U. S. Food and Drug Administration as "generally recognized as safe"
(GRAS) for use as a direct food additive.
Prolonged contact with propylene glycol is essentially non-irritating to the skin. Undiluted propylene glycol is minimally irritating to the eye, and can produce
slight transient conjunctivitis (the eye recovers after the exposure is removed). Exposure to mists may cause eye irritation, as well as upper respiratory tract
irritation. Inhalation of the propylene glycol vapours appears to present no significant hazard in ordinary applications. However, limited human experience
indicates that inhalation of propylene glycol mists could be irritating to some individuals It is therefore recommended that propylene glycol not be used in
applications where inhalation exposure or human eye contact with the spray mists of these materials is likely, such as fogs for theatrical productions or
antifreeze solutions for emergency eye wash stations.
Propylene glycol is metabolised in the human body into pyruvic acid (a normal part of the glucose-metabolism process, readily converted to energy), acetic acid
(handled by ethanol-metabolism), lactic acid (a normal acid generally abundant during digestion),  and propionaldehyde (a potentially hazardous substance).
Propylene glycol shows no evidence of being a carcinogen or of being genotoxic.
Research has suggested that individuals who cannot tolerate propylene glycol probably experience a special form of irritation, but that they only rarely develop
allergic contact dermatitis. Other investigators believe that the incidence of allergic contact dermatitis to propylene glycol may be greater than 2% in patients
with eczema.
One study strongly suggests a connection between airborne concentrations of propylene glycol in houses and development of asthma and allergic reactions,
such as rhinitis or hives in children
Another study suggested that the concentrations of PGEs (counted as the sum of propylene glycol and glycol ethers) in indoor air, particularly bedroom air, is
linked to increased risk of developing numerous respiratory and immune disorders in children, including asthma, hay fever, eczema, and allergies, with
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increased risk ranging from 50% to 180%. This concentration has been linked to use of water-based paints and water-based system cleansers.
Patients with vulvodynia and interstitial cystitis may be especially sensitive to propylene glycol. Women suffering with yeast infections may also notice that some
over the counter creams can cause intense burning. Post menopausal women who require the use of an eostrogen cream may notice that brand name creams
made with propylene glycol often create extreme, uncomfortable burning along the vulva and perianal area. Additionally, some electronic cigarette users who
inhale propylene glycol vapor may experience dryness of the throat or shortness of breath . As an alternative, some suppliers will put Vegetable Glycerin in the
"e-liquid" for those who are allergic (or have bad reactions) to propylene glycol.
Adverse responses to intravenous administration of drugs which use PG as an excipient have been seen in a number of people, particularly with large dosages
thereof. Responses may include "hypotension, bradycardia... QRS and T abnormalities on the ECG, arrhythmia, cardiac arrest, serum hyperosmolality, lactic
acidosis, and haemolysis". A high percentage (12% to 42%) of directly-injected propylene glycol is eliminated/secreted in urine unaltered depending on
dosage, with the remainder appearing in its glucuronide-form. The speed of renal filtration decreases as dosage increases, which may be due to propylene
glycol's mild anesthetic / CNS-depressant -properties as an alcohol. In one case, intravenous administration of propylene glycol-suspended nitroglycerin to an
elderly man may have induced coma and acidosis.
Propylene glycol is an approved food additive for dog food under the category of animal feed and is generally recognized as safe for dogs with an LD50 of 9
mL/kg. The LD50 is higher for most laboratory animals (20 mL/kg)
Similarly, propylene glycol is an approved food additive for human food as well. The exception is that it is prohibited for use in food for cats due to links to Heinz
body anemia.

Acute Toxicity Carcinogenicity

Skin Irritation/Corrosion Reproductivity

Serious Eye
Damage/Irritation STOT - Single Exposure

Respiratory or Skin
sensitisation STOT - Repeated Exposure

Mutagenicity Aspiration Hazard

Legend:  – Data available but does not fill the criteria for classification
 – Data required to make classification available

 – Data Not Available to make classification

SECTION 12 ECOLOGICAL INFORMATION

Toxicity

Ingredient Endpoint Test Duration (hr) Species Value Source

Not Available Not Applicable Not Applicable Not Applicable Not Applicable Not Applicable

Legend:
Extracted from 1. IUCLID Toxicity Data 2. Europe ECHA Registered Substances - Ecotoxicological Information - Aquatic Toxicity 3. EPIWIN Suite V3.12 -
Aquatic Toxicity Data (Estimated) 4. US EPA, Ecotox database - Aquatic Toxicity Data 5. ECETOC Aquatic Hazard Assessment Data 6. NITE (Japan) -
Bioconcentration Data 7. METI (Japan) - Bioconcentration Data 8. Vendor Data

Harmful to aquatic organisms. 
For furfural: (syn: 2-furaldehyde)
Koc  : 1-40
Half-life (hr) air  : 10.56
Half-life (hr) H2O surface water  : 237.6
Henry's atm m3 /mol: 3.70E-06
BOD 5 : 0.28-0.77
ThOD  : 1.66
BCF  : 0.08-1.2
Environmental fate:
Furfural appeared to be stable in buffered solutions of pHs 5, 7 and 9.
Furfural appears to degrade rapidly in four sandy loams with observed half-lives of <1 day. Studies performed with archived samples (stored for a period of 15 months at 20 C) indicate that the
major transformation product is 2-furoic acid.
Furfural residues are highly mobile in three sandy loam soils (K range 52.2-56.9) and has low mobility in a Bog sand with a very low organic carbon content (K = 607.3:OC = 0.06%).
Ecotoxicity:
Avian acute oral toxicity. Mallard ducks and Japanese quail acute oral toxicity studies indicate that furfural is considered moderately toxic to mallard, with an LD50 of 360.5 mg/kg and is considered
moderately toxic to the Japanese quail with an LD50 of 278.5 mg/kg .
Acute fish toxicity. Bluegill sunfish and rainbow trout studies indicate that furfural is considered moderately toxic to the rainbow trout with an LC50 of 3.06 ppm. Furfural is considered moderately
toxic to the bluegill sunfish with an LC50 of 5.8 ppm 
Acute aquatic invertebrate toxicity . A Daphnia magna study indicates that furfural is considered slightly toxic to D. magna with an LC/EC50 of 20.4 ppm .

Propylene glycol is known to exert high levels of biochemical oxygen demand (BOD) during degradation in surface waters. This process can adversely affect aquatic life by consuming oxygen
needed by aquatic organisms for survival. Large quantities of dissolved oxygen (DO) in the water column are consumed when microbial populations decompose propylene glycol.
Sufficient dissolved oxygen levels in surface waters are critical for the survival of fish, macro-invertebrates, and other aquatic organisms. If oxygen concentrations drop below a minimum level,
organisms emigrate, if able and possible, to areas with higher oxygen levels or eventually die. This effect can drastically reduce the amount of usable aquatic habitat. Reductions in DO levels can
reduce or eliminate bottom-feeder populations, create conditions that favour a change in a community's species profile, or alter critical food-web interactions.

log Kow  : -1.41- -0.3
Half-life (hr) air  : 32
Henry's atm m3 /mol: 1.20E-08
BOD 5: 0.995,2.2%
ThOD  : 1.685
BCF  : <1
Bioaccumulation  : not sig
processes Abiotic: photoxid
For glycerol
 log Kow : -2.66- -2.47
 BOD 5: 0.617-0.87,31-51%
 COD : 1.16,82-95%
 ThOD : 1.217-1.56
 Completely biodegradable.
 Environmental fate:
 Based on the relevant physical-chemical properties and the fact that glycerol is readily biodegradable, glycerol will partition primarily to water.
 Biodegradability: Glycerol is considered to be readily biodegradable in the aquatic environment. Pre-adapted microorganisms can degrade glycerol rapidly under both aerobic and anaerobic conditions.
 Bioaccumulation: Based on Log Kow -1.76, glycerol will have a low bioaccumulation potential and is not expected to bioaccumulate.
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Ingredient Persistence: Water/Soil Persistence: Air

Ingredient Bioaccumulation

Ingredient Mobility

 Photodegradation: The calculated half-life for the photo-oxidation (reaction with hydroxyl radicals) of glycerol in air is 6.8 hours (EPIWIN vs 3.04).
 Stability in Water:  Glycerol does not contain functional groups that are expected to react with water.
 Transport between Environmental Compartments:  From the EQC model (Mackay level III), it can be deduced that 100% of glycerol will end up in the water phase. Negligible amounts will be distributed towards soil, air and sediment
 Ecotoxicity:
 Fish LC50: >5000 mg/l
 Algae IC50: >2900 mg/l
 Bacteria EC50: .10000 mg/l (Pseudomonas putida)
 The weight of evidence indicates that glycerol is of low toxicity to aquatic organisms and this conclusion is supported by QSAR predictions. The lowest LC50 for fish is a 24-h LC50 of >5000 mg/l for Carassius auratus (Goldfish) and for aquatic invertebrates, a 24 h EC50 of >10000 mg/l for Daphnia magna is the lowest EC50. Several tests on algae are available, which suggest very low toxicity to a range of species, however their validity is uncertain. A QSAR prediction for the 96h EC50 to algae was 78000 mg/l. No toxicity towards the microorganism Pseudomonas putida was observed at 10000 mg/l after exposure for 16 hours. No long-term aquatic toxicity data is available. Screening studies are available on frog and carp embryos which indicate some effects on growth and hatching rates respectively at very high concentrations of glycerol, >7000 mg/l. However, their ecological relevance is not clear.

Substances containing unsaturated carbons are ubiquitous in indoor environments. They result from many sources (see below). Most are reactive with environmental ozone and many produce
stable products which are thought to adversely affect human health.The potential for surfaces in an enclosed space to facilitate reactions should be considered.
Source of unsaturated substances Unsaturated substances (Reactive Emissions) Major Stable Products produced following reaction with ozone.

Occupants (exhaled breath, ski oils,
personal care products)

Isoprene, nitric oxide, squalene, unsaturated sterols, oleic
acid and other unsaturated fatty acids, unsaturated oxidation
products

Methacrolein, methyl vinyl ketone, nitrogen dioxide, acetone, 6MHQ, geranyl acetone, 4OPA,
formaldehyde, nonanol, decanal, 9-oxo-nonanoic acid, azelaic acid, nonanoic acid.

Soft woods, wood flooring, including
cypress, cedar and silver fir boards,
houseplants

Isoprene, limonene, alpha-pinene, other terpenes and
sesquiterpenes

Formaldehyde, 4-AMC, pinoaldehyde, pinic acid, pinonic acid, formic acid, methacrolein, methyl
vinyl ketone, SOAs including ultrafine particles

Carpets and carpet backing 4-Phenylcyclohexene, 4-vinylcyclohexene, styrene,
2-ethylhexyl acrylate, unsaturated fatty acids and esters Formaldehyde, acetaldehyde, benzaldehyde, hexanal, nonanal, 2-nonenal

Linoleum and paints/polishes
containing linseed oil Linoleic acid, linolenic acid Propanal, hexanal, nonanal, 2-heptenal, 2-nonenal, 2-decenal, 1-pentene-3-one, propionic acid,

n-butyric acid
Latex paint  Residual monomers Formaldehyde 

Certain cleaning products, polishes,
waxes, air fresheners

 Limonene, alpha-pinene, terpinolene, alpha-terpineol,
linalool, linalyl acetate and other terpenoids, longifolene and
other sesquiterpenes

 Formaldehyde, acetaldehyde, glycoaldehyde, formic acid, acetic acid, hydrogen and organic
peroxides, acetone, benzaldehyde, 4-hydroxy-4-methyl-5-hexen-1-al, 5-ethenyl-dihydro-5-methyl-
2(3H)-furanone, 4-AMC, SOAs including ultrafine particles

Natural rubber adhesive  Isoprene, terpenes  Formaldehyde, methacrolein, methyl vinyl ketone
Photocopier toner, printed paper,
styrene polymers  Styrene  Formaldehyde, benzaldehyde

Environmental tobacco smoke  Styrene, acrolein, nicotine  Formaldehyde, benzaldehyde, hexanal, glyoxal, N-methylformamide, nicotinaldehyde, cotinine

Soiled clothing, fabrics, bedding  Squalene, unsaturated sterols, oleic acid and other
saturated fatty acids

 Acetone, geranyl acetone, 6MHO, 40PA, formaldehyde, nonanal, decanal, 9-oxo-nonanoic acid,
azelaic acid, nonanoic acid

Soiled particle filters  Unsaturated fatty acids from plant waxes, leaf litter, and
other vegetative debris; soot; diesel particles

 Formaldehyde, nonanal, and other aldehydes; azelaic acid; nonanoic acid; 9-oxo-nonanoic acid
and other oxo-acids; compounds with mixed functional groups (=O, -OH, and -COOH)

Ventilation ducts and duct liners  Unsaturated fatty acids and esters, unsaturated oils,
neoprene  C5 to C10 aldehydes

 "Urban grime"  Polycyclic aromatic hydrocarbons  Oxidized polycyclic aromatic hydrocarbons
Perfumes, colognes, essential oils
(e.g. lavender, eucalyptus, tea tree)

Limonene, alpha-pinene, linalool, linalyl acetate,
terpinene-4-ol, gamma-terpinene

 Formaldehyde, 4-AMC, acetone, 4-hydroxy-4-methyl-5-hexen-1-al, 5-ethenyl-dihydro-
5-methyl-2(3H) furanone, SOAs including ultrafine particles

Overall home emissions  Limonene, alpha-pinene, styrene  Formaldehyde, 4-AMC, pinonaldehyde, acetone, pinic acid, pinonic acid, formic acid,
benzaldehyde, SOAs including ultrafine particles

 Abbreviations: 4-AMC, 4-acetyl-1-methylcyclohexene; 6MHQ, 6-methyl-5-heptene-2-one, 4OPA, 4-oxopentanal, SOA, Secondary Organic Aerosols
Reference: Charles J Weschler; Environmental Helath Perspectives, Vol 114, October 2006
DO NOT discharge into sewer or waterways.

Persistence and degradability

Propylene glycol LOW LOW

Glycerin LOW LOW

Vanillin LOW LOW

Benzenemethanol LOW LOW

2-Ethyl-3-hydroxy-4-pyrone HIGH HIGH

Cinnamaldehyde LOW LOW

Benzaldehyde, 3-ethoxy-
4-hydroxy- LOW LOW

Furfuryl alcohol LOW LOW

Bioaccumulative potential

Propylene glycol LOW (BCF = 1)

Glycerin LOW (LogKOW = -1.76)

Vanillin LOW (LogKOW = 1.21)

Benzenemethanol LOW (LogKOW = 1.1)

2-Ethyl-3-hydroxy-4-pyrone LOW (LogKOW = 1.787)

Cinnamaldehyde LOW (BCF = 10)

Benzaldehyde, 3-ethoxy-
4-hydroxy- LOW (LogKOW = 1.58)

Furfuryl alcohol LOW (LogKOW = 0.28)

Mobility in soil

Propylene glycol HIGH (KOC = 1)

Glycerin HIGH (KOC = 1)

Vanillin LOW (KOC = 38.45)
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Benzenemethanol LOW (KOC = 15.66)

2-Ethyl-3-hydroxy-4-pyrone LOW (KOC = 10)

Cinnamaldehyde LOW (KOC = 111.1)

Benzaldehyde, 3-ethoxy-
4-hydroxy- LOW (KOC = 70.92)

Furfuryl alcohol LOW (KOC = 8.492)

SECTION 13 DISPOSAL CONSIDERATIONS

Waste treatment methods

Product / Packaging
disposal

Containers may still present a chemical hazard/ danger when empty. 
Return to supplier for reuse/ recycling if possible. 

Otherwise:
If container can not be cleaned sufficiently well to ensure that residuals do not remain or if the container cannot be used to store the same product, then
puncture containers, to prevent re-use, and bury at an authorised landfill. 
Where possible retain label warnings and SDS and observe all notices pertaining to the product. 

Legislation addressing waste disposal requirements may differ by country,  state and/ or territory. Each user must refer to laws operating in their area. In some
areas, certain wastes must be tracked.
A Hierarchy of Controls seems to be common - the user should investigate:

Reduction 
Reuse 
Recycling 
Disposal (if all else fails) 

This material may be recycled if unused, or if it has not been contaminated so as to make it unsuitable for its intended use. If it has been contaminated, it may be
possible to reclaim the product by filtration, distillation or some other means. Shelf life considerations should also be applied in making decisions of this type.
Note that properties of a material may change in use, and recycling or reuse may not always be appropriate.

DO NOT allow wash water from cleaning or process equipment to enter drains. 
It may be necessary to collect all wash water for treatment before disposal. 
In all cases disposal to sewer may be subject to local laws and regulations and these should be considered first. 
Where in doubt contact the responsible authority. 
Recycle wherever possible or consult manufacturer for recycling options. 
Consult State Land Waste Authority for disposal. 
Bury or incinerate residue at an approved site. 
Recycle containers if possible, or dispose of in an authorised landfill. 

SECTION 14 TRANSPORT INFORMATION

Labels Required

Marine Pollutant NO

Land transport (DOT): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Air transport (ICAO-IATA / DGR): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Sea transport (IMDG-Code / GGVSee): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Transport in bulk according to Annex II of MARPOL and the IBC code
Not Applicable

SECTION 15 REGULATORY INFORMATION

Safety, health and environmental regulations / legislation specific for the substance or mixture

Federal Regulations

Superfund Amendments and Reauthorization Act of 1986 (SARA)

SECTION 311/312 HAZARD CATEGORIES

Immediate (acute) health hazard Yes

Delayed (chronic) health hazard Yes

Fire hazard No

Pressure hazard No

Reactivity hazard No

US. EPA CERCLA HAZARDOUS SUBSTANCES AND REPORTABLE QUANTITIES (40 CFR 302.4)
None Reported

State Regulations

US. CALIFORNIA PROPOSITION 65
None Reported

National Inventory Status

Australia - AICS Y
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Canada -  DSL Y

Canada - NDSL Y

China - IECSC Y

Europe - EINEC / ELINCS /
NLP Y

Japan - ENCS Y

Korea - KECI Y

New Zealand - NZIoC Y

Philippines - PICCS Y

USA - TSCA Y

Legend:
Y = All ingredients are on the inventory
N = Not determined or one or more ingredients are not on the inventory and are not exempt from listing(see specific ingredients in brackets)

SECTION 16 OTHER INFORMATION

Other information
Classification of the preparation and its individual components has drawn on official and authoritative sources as well as independent review by the Chemwatch Classification committee using
available literature references.
A list of reference resources used to assist the committee may be found at:
 www.chemwatch.net

The SDS is a Hazard Communication tool and should be used to assist in the Risk Assessment. Many factors determine whether the reported Hazards are Risks in the workplace or other
settings. Risks may be determined by reference to Exposures Scenarios. Scale of use, frequency of use and current or available engineering controls must be considered.

Definitions and abbreviations
PC－TWA: Permissible Concentration-Time Weighted Average
PC－STEL: Permissible Concentration-Short Term Exposure Limit
IARC: International Agency for Research on Cancer
ACGIH: American Conference of Governmental Industrial Hygienists
STEL: Short Term Exposure Limit
TEEL: Temporary Emergency Exposure Limit。
IDLH: Immediately Dangerous to Life or Health Concentrations
OSF: Odour Safety Factor
NOAEL :No Observed Adverse Effect Level
LOAEL: Lowest Observed Adverse Effect Level
TLV: Threshold Limit Value
LOD: Limit Of Detection
OTV: Odour Threshold Value
BCF: BioConcentration Factors
BEI: Biological Exposure Index

This document is copyright.
Apart from any fair dealing for the purposes of private study, research, review or criticism, as permitted under the Copyright Act, no part may be reproduced by any process without written
permission from CHEMWATCH.
TEL (+61 3) 9572 4700.
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