
Typical Splitter Kit Configuration (Model SRAS-2 Two-way amplified splitter shown)

Standard SkyFi Antenna with 
20 ft cable (Sold separately 
with Home Kit)

3 ft adapter cable 
(F to SMB)

SkyFi or 
Roady Radio

S-Band Line amp (see 
table 1 for the required 
number of amps that must 
be cascaded here)

3 ft  adapter cable  
(F to SMB)

SkyFi or 
Roady Radio

Power-passing splitter 
on all ports with diode 
protection

RG-6 with F-connectors 

RG-6 with F-connectors

F to F Coupler 
or RG-6 cable 
not to exceed 
25 ft *

Included in the Kit:
SMB to F input adapter (1)

Matching Transformer (2)

3 ft F- plug to SMB plug cable (2)

Splitter

SMB to F adapter

(Not to exceed 25 feet *)

(Not to exceed 25 feet *)

1. For cable lengths on output of splitter exceeding 25 feet, use additional line amps as shown in Table 2.  
Amplifiers should be located at output of splitter.  

2. For cable lengths on input of splitter exceeding 25 feet use additional line amps per Table 2. Amplifiers 
should be located at the output of the antenna’s 20 ft cable.

Table 2.  Amps / Cable length

* Important Notes:

0-25 ft              No amp req

26 -125 ft         1 line amp 

126 - 250 ft      2 line amps 

251 - 375 ft      3 line amps 

Impedance 
Matching 

Transformers 
with F outputs


