
2 22

- Converts factory Wired CarPlay OR Android Auto to Wireless
- Converts CarPlay to Android Auto
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3 - Main Menu

• u t - u t to t ctor r ro uto put u -s z s z co cts to
.  o e  or  are e i na e  or Char e  a e re yo  connec  he ni  o he

 or  hich or  i h ire  CarPlay nor ally i  n re  chec  in  an iPhone or n roi  ire

• ctor r o r co z t u t s iPhone t CarPlay icon o t
scr . ct t CarPlay opt o t - t r cr sp o t scr
even if you're using this for Android Auto .

• t p o r u toot r to . rom u toot co ct o s co ct to t
- - . or o ou must s ct t rou prompts or r pp r

p r co o co t cts . ou o ot t t rou prompts r ot
o . ou o t rou prompts t st o t co ct o to s tt s o t p o
c oos - .

• or ro uto co ct o t proc ss s t s m ut t r r o prompts to o o or ro - ust
m c rt ro uto s st s up to t  luetooth and  are ON. Connect via luetooth to
the O  the  connection will happen automatically in the background.
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Initial Startup Message

f you're having issues with EO  A O or you suspect the O unit needs an update  disconnect 
the phone and after loading the system on the screen  press this gear icon above .

Ready-To-Pair Screen
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  Advanced Settings

Advanced Settings Options:
- Change anguage

- Android Auto isplay mode: change from full-screen Android Auto to split-screen Android Auto here

- Auto Connect: The O unit will look for and connect to the last phone connected and attempt to begin
Car lay AA session upon boot

- Clear All istory: eletes all connection history

- Software ersion: Shows current Software ersion

- ideo Streaming Mode: Choose ' ideo mode ' if the
Car lay or Android Auto image display is garbled or
distorted.

- Audio Streaming Mode: Only adjust this if you're
having audio playback issues. NOTE: This setting isn't
to be confused with Bluetooth calling issues. Make
certain you are no longer connected to the factory radio
Bluetooth whatsoever.

ZZAIR DUO UPDATES: If you suspect the DUO unit 
may need an update, this is performed 100% through its built-in WIFI connection. Disconnect any paired 
phone and return to the gear icon from the initial pairing screen. Go to the second page of options and 
choose 'Firmware Update & Upload Logs'. This page will allow the DUO unit to connect to an in-range 
WIFI network. Connect to a known good network, input password and choose 'Firmware Update' once 
connected.
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- o p o c co ct to t - t t m . ot r p o s co ct p rt
t u t ot o s co p o to p r .

- som c s p o s co ct to t u toot s st m curr t t ot o t -
to o . sco ct rom u toot to co t u .

- r r o s tt s to ust t - . o sco ct p o t proc ss must comp t
rom t p o s t r . o to u toot c oos t - or t t s c . ur
u toot mm t t mpor r . o r ct to o t s m - sco ct or t t s c

u r t - st co ct or st s opt o .

- t - oc s up ct str s o or touc stops r spo roz tc sco ct t u t
rom t WAIT 1 MINUTE or r co ct to us . If issues persist, for iPhone, perform a 

'Hard Reset' (see below) and attempt to reconnect. For Android, reboot phone, clear Android Auto cache, and 
Google Play Services Application cache. 

support@zz-2.com
      

                
                     

             
     




