
Impact Per Min. B.P.M. 4,600

Needle Diameter mm Ø3x180

Numbers of Needles pcs 19

Air Inlet inch 1/4

Air Pressure bar 6.2

Air Consumption cfm 8.8

Weight kgs 3.5

Overall Length mm 410

Piston mm 25.4x44

Sound Pressure Level dBA 92.26

Sound Power Level dBA 104.3

Vibration Level m/s
2 10.2

Index # Part # Description   Q'ty Index # Part # Description Q'ty

1 ZKJ379-01 Back head 1 32 ZKJ379-32 Front Valve Block 1

2* ZKJ379-02 O-ring(p4) 1 33 ZKJ379-33 Piston 1

3 ZKJ379-03 Throttle Valve 1 35 ZKJ379-35 Barrel Sleeve 1

3-1* ZKJ379-03-1 O-Ring 1 36 ZKJ379-36 Nose 1

4 ZKJ379-04 Spring 1 37 ZKJ379-37 Key 1

5* ZKJ379-05 O-ring(7.8X2.4) 1 38 ZKJ379-38 Driver Retainer 1

6 ZKJ379-06 Spring 1 39 ZKJ379-39 Retainer Buffer 1

7 ZKJ379-07 Lever 1 40 ZKJ379-40 Barrel 1

8 ZKJ379-08 Pin(5X22) 1 41 ZKJ379-41 Retainer Clip 1

9 ZKJ379-09 Hose Adapter 1 45 ZKJ379-45 Needle Driver 1

10 ZKJ379-10 Lock Ring 1 46* ZKJ379-46 Needle Set(19 Pcs/set) 1

28 ZKJ379-28 Alignment Shim 2 47 ZKJ379-47 Needle Holder 1

29 ZKJ379-29 Rear Valve Block 1 48 ZKJ379-48 Spring 1

30 ZKJ379-30 Pin(3X14) 2 49 ZKJ379-49 Needle Tube 1

31 ZKJ379-31 Valve 1
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ZKJ379        Air Needle Scaler


