Prosport Inc.
Digital Oil Pressure Gau

Digital Display
Wiring Instructions

ge

~Optional

¥ N Oil adapter plate sold Separate
/ \ Red- 12v Accessory power
[ o o O Fiter Black-Ground
| |
‘\ / Yellow- 12v Power
tﬂ i ‘ Green- Oil pressure sender
N L (connects to “G”)
L' .
%}T_impmm G Terminal- Connect
green wire from gauge to
this terminal
- WK Terminal- Run wire
z l« g Youmay use el tape bt from terminal to ground
o 8 8 $ be sure not to get any into
£ 8 = 5] the sender.
e b Ermgwme
There are 20 PCS of LED lights inside
0~15PSI 16~29 PSI 30— 145 P8l

Red LED X 2 PCS

Yellow LED X 2 PCS|Red LED X 16 PCS

~ OIl pressure Display: Digital type --=0~145 PSI
Analog LED --> 0—~145 P8I

) Do not over tighten bolts when
~—==— installing U bracket. Doing so will

‘ cause damage to movement inside.
Digital Qil/ Water Temperature Gauge

Digital Display
" : There are 20 PCS of ED fghts nsid
ere are O ignts Inside
\ Wiring Instructions
Yellow LED X 5 PCS| Red LED X 7 PCS

) Temp sender
//‘
/) WS~ Black

-

White- connects to the sensor wire Green
Black-connects to sensor wire Black

Red- 12v Accessory power
Black-Ground

Green LED X 8 PCS

WATER TEMP GAUGE

There are 20 PCS of LED lights inside

Yellow- 12v Power B0-%an F

Green LED X 6 PCS

141-190F
Yellow LED X 4 PCS

191~280 F
Red LED X 10 PC

Green- Temp Sensor

~ Qll Ternp Display: Digital type --> 70300 F
Anclog LED --> 100~300 F

~— Water Temp Display: Digital type --> 70300 F

Analog LED --> 80-280 F

Radiator

© | ————— Optional radiator

hose adapter

Upper radiator
hose.

Note:
You may use teflon tape but
be sure not to get any into
the sender.
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Temp Sensor

~Optional
Oil adapter plate sold Separate

il filter adapter plate
_— (optional)

* r\’\» Oil Temp sensor
i “'Q ey
Ol pressure sensor /=5 N

Note:

You may use teflon tape but
be sure not to get any into
the sender.
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Do not over tighten bolts when
installing U bracket. Doing so will

cause damage to mo

vement inside.




