
SPXRZRBAT2 

Installation Guide

SECOND  BATTERY INSTALLATION KIT 
for 2014+ Polaris  RZR® ®

 Flat Blade Screwdriver
 Torx T40
 8, 10, 13, 14mm socket or wrench 

Recommended Tools

Vehicle Fitment

Parts List

2014 - 2018 RZR XP/XP4 1000, 
2016 - 2018 RZR XP/XP4 Turbo
2015 - 2018 RZR XP/XP4 900

Secondary Battery Bracket Battery Isolator (2) Battery Terminals

(2) 24” 4 AWG Positive Cables  24” 4 AWG Negative Cable 20’ Ignition Wire  24” Ground Wire

Hardware
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2Remove the hood. 

Using the SPXRZRBAT2 when adding a second battery will keep the batteries from discharging each other and allow you 
to run accessories from the Secondary Battery without draining the Primary Battery. When installed as described below, 
the two batteries are automatically connected when the vehicle is started and running and disconnected when the 
vehicle is off. 

Remove 2/4 seats by lifting up on the seat latch 
located at the bottom rear side of the seat.  

Remove the center console. NOTE: On 4 seat models the console will be “extended” and have ad-
ditional fasteners. To remove the rubber boots on the shift lever and seat belts, push in on the sides to 
release.
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Overview

PRIMARY
BATTERY

SECONDARY
BATTERY

 Installation is similar for both 2 and 4 seat models.
 The primary battery is located under the drivers seat  
...on 2 Seater models.
 The primary battery is located under the left rear seat 
...on 4 Seater models.
 This kit is designed to add the Stinger SPX950 Power 
...Sports Battery
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Locate the ACC wire on the power distribu-
tion block on the firewall under the hood. Use 
a multimeter to determine which of the posts 
outputs +12V only when the key is in the ON 
position. 

After finding the ignition wire, turn off the key 
and remove the negative battery cable from 
the primary battery. 

Attach the Blue wire supplied to the ACC 
post. 

Route the Blue Wire down and under the fire-
wall following the factory cables.  

Countinue routing the Blue wire into the vehicle through the driveshaft tunnel. Attach securely to facto-
ry wire harness. Route under and around the shifter the same way the factory cables are routed. Route 
through battery compartment to the isolator location shown below. 

PRIMARY
BATTERY

A

ISOLATOR
TOP VIEW

Remove the 10mm bolt and attach the battery isolator 
as shown (A).    

Connect the Blue wire to either of the two small 8mm 
terminals.  

Connect the Brown wire to the other small 8mm terminal
on the battery isolator. Route the other end of the 
Brown wire towards the secondary battery location. 



LIMITED WARRANTY:
Stinger warrants this product to be free of defects in materials and workmanship for
a period of one (1) years from the original date of purchase. This warranty is not
transferable and applies only to the original purchaser from an authorized Stinger
dealer in the United States of America only. Should service be necessary under this
warranty for any reason due to manufacturing defect or malfunction, Stinger will (at
its discretion), repair or replace the defective product with new or remanufactured
product at no charge. Damage caused by the following is not covered under
warranty: accident, misuse, abuse, product modification or neglect, failure to follow
installation instructions, unauthorized repair attempts, misrepresentations by the
seller. This warranty does not cover incidental or consequential damages and does
not cover the cost of removing or reinstalling the unit(s). Cosmetic damage due to
accident or normal wear and tear is not covered under warranty.

INTERNATIONAL WARRANTIES:
Products purchased outside the United States of America are covered only by that
country’s Authorized Stinger reseller and not by Stinger. Consumers needing service
or warranty information for these products must contact that country’s reseller for
information.

Stinger is a Power Brand of AAMP Global
15500 Lightwave, Clearwater, Florida 33760

P: 888-228-5560
support@stingerelectronics.com

www.stingerelectronics.com
© 2019 AAMP Global

TECHNICAL SUPPORT:
727-592-5991

Mon-Fri 9AM-8PM EST
Sat 9AM-7PM EST

support@aampglobal.com
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1. Install the secondary battery. You can face the posts either towards the front or rear.

2. Install the secondary battery bracket by locking the tounge in the frame notch (A)

4. Connect the second Positive cable 
to the other large post on the baterry 
isolator and route and connect to the 
primary battery’s positive post.

5. Connect the supplied Negative 
cable AND the Brown Ground wire from 
the isolator to the secondary battery’s 
Negative post. Route and connect the 
Negative cable to the primary battery’s 
Negative terminal and re-connect the 
primary battery negative cable. 

6. To test, turn the key forward to the 
Accesory position and you should hear 
the isolator “click”.
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3. Connect one of the supplied Postive cables to the secondary battery’s Positive posts and route and 
    connect to either large post on the battery isolator.

and installing the supplied Torx T40 throught the bracket into the factory hole next to the fuse box (B).


