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 Do not submerge handle/motor, rotating shaft or battery cartridge under water, they are not 

waterproof. Clean the engine with a wet cloth only. 

 Do not place handle directly over fire or high heat. Overheating might cause batteries to leak and 

electrical components to fail.  

 Remove the batteries if handle will not be used for prolonged period of time. 

 

A- Handle with motor 

B- Rotating shaft 

C- Battery cartridge with ON/OFF switch (4x AA-size) 

D- Skewer rod support 

E- Skewer rod 

F- Rotisserie fork – big hole 

G- Rotisserie fork – small hole 

H- XL rotisserie fork 

 

 

 

PRODUCT DESCRIPTION 

 Rotating Skewer – Battery powered  

 Fabricated in 304 304 stainless steel, except the battery cartridge made of ABS plastic. 

 Cordless: Powered by 4x AA-size alkaline batteries. Rechargeable batteries can be used.  

 Operating time: Up to 60 hours with alkaline batteries. 20 hours with regular batteries.  

 Max load: 13.2 lb. of food (6 kg.) 

 Size: Adjustable size, 17.7” to 25.6” between support points.  

 On/off switch at the end of the handle. 

 

CARE  

Use only a wet cloth to clean the handle, motor and rotating shaft. To disassemble the unit loosen 

the screw that secures the skewer rod support. Remove the skewer rod support, skewer rod and 

rotisserie forks, all of them can be hand washed or safely placed in the dishwasher. 

  

WARNINGS 
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ASSEMBLY  

1. Holding handle (A), insert the skewer rod support (D) inside the rotating shaft (B) then secure it 

by tightening the screw; see Images 1 and 2.  

 

 

 

 

 

 

 

 

 

 

2. Insert the skewer rod (E) through the top end of the skewer rod support (D); see image 3.  

3. Insert the rotisserie fork – big hole (F), move skewer rod to the desired length and lock it by 

tighten the L screw of the rotisserie fork – big hole (F); see image 4  

4. Complete the assembly by inserting the rotisserie fork – small hole (G) and secure it by tighten 

its L screw; see image 5. . XL rotisserie fork (H) can be installed instead of the rotisserie fork – 

big hole (F).  

 

 

 

 

 

 

 

Remove grill grates where rotisserie will be installed. Make sure the end tip of the skewer rod is 

inserted in one of the holes in the grilling frame and handle is resting over the frame. 

BATTERY REPLACEMENT: 

1. Carefully pull back the battery cartridge from handle.  

2. With the batteries in place, slide the cartridge back into 

the handle making sure connectors are aligned and 

that cartridge is fully inserted.  

Remove batteries after use to avoid accidental spillage 

Image 1 Image 2 

Image 3 Image 4 Image 5 



P a g e  | 3 

 

 

USE 

 Remove grill grates where rotisserie will be installed. Make sure the end tip of the spit rod is 

inserted in one of the whole in the grilling frame; see image 6. 

 Make sure the spit rod is properly resting in the correct position; see image 7.  

 Make sure the rotisserie handle is not placed over or too close to the burning fire or hot embers. 

This might cause internal electric components to melt damaging the rotisserie.  

 Rotisserie holds up to 13.2 lb. (6 kg.) of food. Exceeding the maximum weight limit can cause 

irreparable damage on the unit.  

 

Image 6 Image 7


