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Congratulations on purchasing this ground-breaking air pollution 
mask designed and produced after a year of painstaking research and 
development.
Our objective is to help citizens break free from the shackles of air pollution 
by providing an easy-to-use and effective mask. The philosophy behind our 
work is that the mask must allow free circulation of fresh filtered air.
Note:

 1. Depending on which Moksha Mask pack you have purchased, some  
  of the details in this manual may not apply to you.
 2.  Keep away from infants.
 3.  This device filters air only when the battery power source is  
  operational.
 4.  Not recommended for use during rain or snow.

After-Sales Service:
1. Visit www.mokshamask.com for product troubleshooting tips.
2. If the website does not have the information you need, please post a 
message in the Contact Us section of www.mokshamask.com.
3. In case you experience any deficiency in the functioning of the product 
within 90 days of its receipt which you are unable to resolve using Steps 
1-2 above kindly have it shipped at your cost to the manufacturing facility 
written on the original packing; you may use the original packing to ship the 
product. In your communication please quote the Product No. and Serial 
No., mention the issue faced and indicate your contact details and your 
delivery address. We will address the issue to the best of our abilities and 
have the working product delivered to you at the earliest at our cost at the 
delivery address specified by you.

www.mokshamask.com PQR Technologies Pvt. Ltd.

Moksha Cloth Wearable Air Purifier
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Replacing the filter is also a simple process.

i. Hold the fan assembly that has the filter which needs replacement (Fig. 9).
ii. Remove the cap that houses the filter.
iii. Remove / shake out the filter from the cap (Fig. 10).
iv. Take a fresh filter (Fig. 11).
v. Place the filter on the fan assembly (Fig. 12).
vi. Tighten the cap with filter in it on the fan assembly.

Caution: Dispose of the old filter. Do not wash or reuse the dirty filter.

Visit www.mokshamask.com to place orders for refill filter packs.

Fig. 9

Fig. 11

Fig. 10

Fig. 12
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E. Filter Replacement  (Please refer to Figs. 9-12)

Mask assembly is also a breeze.
i. Position both the fans to ensure that the cable connecting them is  
 horizontal.
ii. Hold the outer casing with one hand.
iii. Insert the outer casing into the hole in the mask.
iv. Press the sides of the cloth mask and ensure that the thread of the  
 outer casing is clearly visible from the inside.
v. Screw the fan assembly from the inside by rotating the inner ring  
 clockwise.
vi. Do the same for the second fan.  Position the thread of the outer  
 casing of the second fan into the second hole of the mask (Fig. 7).
vii. Similarly, screw the second fan assembly from inside by rotating the  
 inner ring clockwise (Fig. 8).
Your mask is now ready for use.

Fig. 7 Fig. 8
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D. Mask Assembly  (Please refer to Figs. 7-8)C. Mask Dis-assembly  (Please refer to Figs. 2-6)

Mask dis-assembly is a breeze.
i. Hold the outer casing with one hand.
ii. Unscrew the inner casing by rotating the ring anti-clockwise (Fig. 2).
iii. Remove the assembly of the first fan (Fig. 3).
iv. Similarly unscrew the second fan (Fig. 4).
v. Separate the fan assemblies from the rest of the mask (Fig. 5).
vi. Regularly clean and sanitize the carry bag and cloth mask#and use 
 a simple disinfectant (70% ethanol or 0.5% hydrogen peroxide  
 or 0.1% sodium hypochlorite) to cleanse the surface of the inlet and 
 exhaust fan housings, battery wire and battery.

 # a) Wash with soap / detergent (Fig. 6) and warm water and leave   
  to dry in hot sun for 5 hours OR 
     b) Add a pinch of salt, boil in hot water for 15 minutes and put to dry OR  
  c) Add a pinch of salt, boil in hot water in a pressure cooker for   
  10 minutes and put to dry.

Fig. 2 Fig. 3

Fig. 4 Fig. 5 Fig. 6
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A. Components
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Sl. 
No.

Component 
in Fig. 1 Specification Performance Usage Guidelines

1

1a

Washable 
Cloth Mask

Banana crepe- 
Taffeta- 
Poly-wool- 
Cotton voile 
Cloth mask

Nose clip

Head band

Stretchable 
ear strap, 
adjustable 
head strap, 
head band 
and nose clip 
to fit any face 
size and allow 
equitable 
distribution of 
pressure for 
user comfort 
and plugging 
of air ingress 
points

A beard, facial hair or anything else that 
prevents a close fit could impair the 
effectiveness of the mask.

To clean the mask, follow Mask Dis-
assembly steps, wash by hand or in a 
machine, and dry.  Then follow Mask 
Assembly steps and put on the mask.

After a few days of wear the pain felt on 
the nose bridge on account of the nose 
clip would go away.

It is advisable to wear the head band as 
it keeps the mask in place.

2 Silent 
Inlet Fan

Diameter: 
25-30 mm
Height: 6-10 
              mm
Speed: 8.5-10K 
             rpm
Air flow:2.3-3.2 
               cfm
Noise:<= 21-23 
                dba 
Voltage: 5 Volts
Weight: 6-6.7 
               gm

Sucks in fresh 
air through 
the  filter, 
thus enabling 
the user 
to breathe 
freely

For the fan to function, please ensure 
that the battery is charged and set to 
ON mode.

When required, use a brush with soft, 
fine bristles to clean the fan.

3 Silent 
Exhaust Fan

Expels stale 
air exhaled by 
the user

4 Replaceable 
Mask Filter

N95 Filters 95% 
of non-oily 
suspended 
particulate 
matter in 
the air, in-
cluding dust, 
pathogens, 
allergens,  
PM 2.5  and 
other harmful 
particles

When the filter becomes black or 
discoloured, follow the Filter Replacement 
steps. The frequency of filter replacement 
depends on usage patterns and 
environmental conditions.
It is mandatory to use a filter to purify inhaled 
air.  It is also recommended to use a filter to 
purify exhaled air for contact protection; the 
user may increase the fan speed to offset the 
impact on breathability in the latter case. 
Caution: To ensure effectiveness and to 
maintain hygiene, please ensure that you 
replace the filter promptly when it becomes 
black or discoloured.
Do not try to wash and reuse the filter: 
Washing will drastically reduce effectiveness.

Replacement 
Filter Pack

Refill Filter 
Pack
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Sl. 
No.

Component 
in Fig. 1 Specification Performance Usage Guidelines

5 Battery Lithium ion 
3,600 / 1,800  

mAh

Android
 charging 
adapter

Charging time 
to full charge 
is 3 hours.
You will get  
8 / 4 hours of 
usage after 
full charge at - 
Low speed.

The battery 
can be 
recharged 300 
times.

Caution:
Dispose with care when the battery 
life is over.

5a Battery Charge 
Button and 
Indicator

Press the Battery Charge button to 
see how much charge remains.

5b On – Off 
Switch

Change the setting to OFF mode 
before charging the battery.
When the battery is charging, the Red 
light will glow.
The Red light will turn to Green once 
the Battery is fully charged.
Change the setting to ON mode to 
use the mask.

5c Fan Speed 
Switch

Use Low speed for sedentary 
activities, Medium speed for more 
rigorous activities like walking, and 
High speed for strenuous activities 
like jogging or cycling.

6 Battery Cable 80 cm Use the velcro fastener to adjust the 
cable  length as per your needs.  You 
may need an extension cable to run 
from laptop or any USB port (e.g. in 
four-wheeler).

Android-to-
USB Charging 
Cable

30 cm Used to charge the battery from any 5 
Volts DC supply, for example from an 
adapter, power bank, or laptop.

7 Arm Band Elastic with 
Velcro 

8 Mask Carry 
Bag

Taffeta
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B. Wearing the Mask

i. Hold the mask at the ends with the nose clip up.
ii. Bring it close to your face.
iii. Tuck the lower end of the mask just below your chin. This will ensure  
 that it does not cover your eyes when you strap the mask.
iv. Use the velcro to fasten the strap behind your head, adjusting for  
 size as required.  Take care that the stretchable ear straps go around  
 the ears.  Fasten the head band for added stability.
v. Pinch the nose clip to ensure that there are no air gaps on the sides 
 of the nose.
vi. Check for a snug fit all around.
vii. Clamp the battery to the waist belt or arm band, or keep it in a  
 pocket or bag.
viii. Connect the mask to the battery if not already connected.
ix. Switch the battery ON.
x. Adjust speed to L-ow, M-edium or H-igh.

Breathe the cool, purified air!

Recommendations:
Use Low fan speed for sedentary activities, Medium speed for more 
rigorous activities such as walking, and High speed for strenuous 
activities such as jogging and cycling.
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