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I N T R O D U C T I O N  &  C O N T E N T S

The best - just got better

If you stand still, you go backwards in the fast-moving
world of display systems for the retail, corporate and
public sectors. That’s why this latest edition of the Albion
Display Systems Technical Guide includes innovative
additions to the finest choice of UK manufactured display
products available.

New to this edition is the best sellers list of our most
popular component display products. These are the red-
hot sellers that your customers will be asking for, so make
sure you are never without them! All of our display
ranges – cable and rod, sign fixings, acrylics, Freestanders,
Easi Fix and Frameless – are brought together in this
detailed guide to provide a complete ordering resource
for display professionals. Don’t forget that our Projects
department extends this capability to virtually any
signage or display concept that demands design and
manufacturing expertise in timber, metal and acrylic.

While manufacturing excellence, shaped by ISO 9001 -
2008 quality accreditation, is an obvious reason why we
are a market leader in Europe, it is also our consistent
focus on quality of service that helps to keep us there.
Browse this guide and then talk to our knowledgeable,
friendly team to discover what real service means.

A LWAY S  M O R E  I N  S T O R E
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Check out our display best sellers
This is Albion's Best Sellers List of top selling display
components. Check out what's hot – these are the
products your customers will be asking for!

Wall mounted side grip panel support
   Code:   6520
      Size:   19mm ø with 25mm standoff
Finishes:   SA/BA/STA

Wall/ceiling panel grip
   Code:   6521
      Size:   19mm ø
Finishes:   SA/BA/STA

Wall mounted side grip panel support
   Code:   6522
      Size:   19mm ø with 25mm standoff
Finishes:   SA/BA/STA

12mm Through hole panel support
   Code:   6523
      Size:   12mm ø, 20mm standoff
Finishes:   SA/BA/STA/PS/SS

Flush mount button fixing
   Code:   6533
      Size:   12mm ø
Finishes:   SA/BA/STA/PS/SS

19mm Through hole panel support
   Code:   6624
      Size:   19mm ø, 25mm standoff
Finishes:   SA/BA/STA/PS/SS

19mm Through hole panel support
   Code:   6627
      Size:   19mm ø, 50mm standoff
Finishes:   SA/BA/STA/PS/SS

30mm Through hole panel support
   Code:   6628
      Size:   30mm ø, 25mm standoff
Finishes:   SA/BA/STA/PS/SS

Easy access display pockets
               Portrait
  Codes:   To hold A4 – 6101
                   To hold A2 – 6106
                  To hold A1 – 6107
                  To hold A0 – 6110
               Landscape
  Codes:   To hold A3 – 6105
Finishes:   3mm clear acrylic

Kit for fixing between floor and ceiling
   Code:   4000
Finishes:   SA/BA/STA

Slimline side grip
   Code:   4011
      Size:   12mm ø
Finishes:   SA/STA

Side grip support
   Code:   4066
      Size:   19mm ø
Finishes:   SA/BA/STA
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Wall mount rod holder
   Code:   4522
      Size:   19mm ø
Finishes:   SA/BA/STA
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Buy online at www.albiondisplay.co.uk

Threaded stainless
steel rod
Rod length 1M.
   Code:   4500
      Size:   6mm ø
Finishes:   Stainless steel/BA

Ceiling, floor or wall mounted kit
   Code:   6005
Finishes:   SA/BA/STA

Slimline side grip
   Code:   6011
      Size:   12mm ø
Finishes:   SA/BA/STA

Side grip
   Code:   6066
      Size:   19mm ø
Finishes:   SA/BA/STA

Kit for fixing between floor and ceiling
   Code:   6300
Finishes:   SA/BA/STA

Ceiling, floor or wall mounted kit
   Code:   6305
Finishes:   SA/BA/STA

Side grip
   Code:   6366
      Size:   19mm ø
Finishes:   SA/BA/STA

Rod with threaded ends
Rod length 1M.
   Code:   3500
      Size:   10mm ø
Finishes:   Stainless steel

Wall mount rod holder
   Code:   3522
      Size:   25mm ø
Finishes:   SA/STA

Kit for fixing between floor and ceiling
   Code:   6000
Finishes:   SA/BA/STA

Hanging kit for 6mm panel
   Code:   6004
Finishes:   SA/BA/STA

6MM
ROD
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 ROD
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1.5MM
CABLE

1.5MM
CABLE

1.5MM
CABLE

1.5MM
CABLE

1.5MM
CABLE

Kit for fixing between floor and ceiling
   Code:   3000
Finishes:   SA/STA

Side grip
   Code:   3066
      Size:   19mm ø
Finishes:   SA/STA
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Quality can make the difference
Why some display and signage components cost more than others
Buyers sometimes ask us:
“Why should I pay a bit more for
your brand when I can buy
virtually the same product
elsewhere at a lower price”?

The reason is actually very simple.
All these products may look similar
at first glance, but when examined
with a critical eye, the differences
become very apparent. This
matters to you and, crucially, it will
also be something in which
retailers of premium products,
who may well be your customers,
will be keenly interested. They
know better than most that
anyone can achieve a 95% result –
it’s the extra 5% that takes a lot of
effort to attain, makes all the
difference and is therefore worth
paying extra for. Why potentially
compromise your display through
buying cheapest? 

Below we highlight some of the
differences to look out for. You’ve
heard the saying about
spoiling the ship for a
ha’porth of tar?
Quality – it matters!

Rounded corners

Made from aircraft grade aluminium

Full-length screw thread for secure fit

Lip to locate graphic securely

Rounded edges

Aluminium - light and
strong

Anodised, not powder
coated brass

Rounded and bevelled slot

Choice of hard wearing anodised finishes

Machined bevelled edges

‘Sure Grip’ grub screw

Cable grips Sign standoffs

PREMIUM PRODUCT

PREMIUM PRODUCT

CHEAPER
ALTERNATIVE

CHEAPER ALTERNATIVE



A HELPING HAND FOR OUR TRADE
PARTNERS

The new Display Systems sample case has been designed
to offer our trade partners a helping hand in developing
their businesses. This stylish travel case holds a
comprehensive selection of cable and rod display
components, including the colourful Starburst range of
panel grips, wall mounted side grips and floor to ceiling
fixing kits. Starburst components enable you to create a
finished display without using grub screws.

“

S A M P L E  C A S E

I was so impressed
with the sample case I
bought two! It shows 
my customers exactly 

what they are 
getting and is an 

ideal way of putting 
our ‘case’ across in 

order to get that sale”.
Andy Delpech
General Manager, The Oasis Graphic Co.



S I G N  C O N N E C T I O N S

Sign Connections is a versatile range of sign fixings,
carefully manufactured in the UK to very high standards.
An extensive choice of durable finishes enables eye
catching design details to be added quickly and easily to
many different signage styles. Specific corporate
requirements can be met with special powder coat or
anodised finishes.

You can opt to configure and install your system, or use
our design and installation service, if you prefer. In both
cases, you will benefit from unsurpassed quality, with a
one-year guarantee against defects.



Flush mount button fixing
For up to 10mm panel thickness.
Panels require 5mm ø holes.

Code: 6533
Size: 12mm ø

Finishes: SA/BA/STA/PS/SS

Flush mount button fixing
For up to 10mm panel thickness.
Panels require 5mm ø holes.

Code: 6534
Size: 19mm ø

Finishes: SA/BA/STA/PS/SS

19mm Button
M4 tapped hole to rear face.

Code: 6517
Size: 19mm ø

Finishes: SA/BA/STA

12mm Through hole panel support
For 2-12mm panel thickness.
Panels require 9mm ø holes.

Code: 6523
Size: 12mm ø, 20mm standoff

Finishes: SA/BA/STA/PS/SS

19mm Through hole panel support
For 2-12mm panel thickness.
Panels require 12mm ø holes.

Code: 6624
Size: 19mm ø, 25mm standoff

Finishes: SA/BA/STA/PS/SS

S I G N  C O N N E C T I O N S

30mm Through hole panel support
For 2-12mm panel thickness.
Panels require 15mm ø holes.

Code: 6628
Size: 30mm ø, 25mm standoff

Finishes: SA/BA/STA/PS/SS

30mm Through hole panel support
For 2-12mm panel thickness.
Panels require 15mm ø holes.

Code: 6531
Size: 30mm ø, 50mm standoff

Finishes: SA/STA/PS/SS

30mm Through hole panel support
For 2-12mm panel thickness.
Panels require 15mm ø holes.

Code: 6532
Size: 30mm ø, 100mm standoff

Finishes: SA/STA/PS/SS

Rubber washer
Code: RW19

Size: 19mm ø
Finishes: Black

Rubber washer
Code: RW30

Size: 30mm ø
Finishes: Black

1   

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
aluminium  Finish code SA

Brass anodised
aluminium  Finish code BA

Stainless anodised
aluminium  Finish code STA

Mirror polished stainless
steel  Finish code PS

Satin polished stainless
steel  Finish code SS

19mm Through hole panel support
For 2-12mm panel thickness.
Panels require 12mm ø holes.

Code: 6627
Size: 19mm ø, 50mm standoff

Finishes: SA/BA/STA/PS/SS

Flush mount button fixing

Through hole panel support

Button

Through hole panel support

SIGN CONNECTIONS

T H E R E ' S  E V E N  M O R E  O N  O U R  W E B S I T E  – W W W. A L B I O N - M A N U FA C T U R I N G .C O M



S I G N  C O N N E C T I O N S

Wall/ceiling panel grip
For up to 5mm panel thickness.

Code: 6535
Size: 12mm ø

Finishes: SA/BA/STA

Wall/ceiling panel grip
For up to 8mm panel thickness.
Supplied with nylon tipped screw.

Code: 6521
Size: 19mm ø

Finishes: SA/BA/STA

Wall/ceiling panel grip
For up to 12mm panel thickness.
Supplied with nylon tipped screw.

Code: 6526
Size: 25mm ø

Finishes: SA/BA/STA

2

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Brass anodised
Finish code BA

Stainless anodised
Finish code STA

Wall mounted side grip panel support
For up to 3mm panel thickness.

Code: 6520
Size: 19mm ø with 25mm standoff

Finishes: SA/BA/STA

Wall mounted side grip panel support
For up to 6mm panel thickness.

Code: 6522
Size: 19mm ø with 25mm standoff

Finishes: SA/BA/STA

Wall mounted side grip panel support
For up to 6mm panel thickness.

Code: 6529
Size: 30mm ø with 20mm standoff

Finishes: SA/BA/STA

Wall mounted side grip panel support
For up to 12mm panel thickness.

Code: 6530
Size: 30mm ø with 20mm standoff

Finishes: SA/BA/STA

THE FINISHING TOUCH
Most components pictured have a Silver Anodised 
finish, but many are available in any of the three
finishes detailed below.

SA (Silver Anodised)
is a popular choice for many users,
as it combines the practicality and

versatility they require in constantly changing retail
environments.

BA (Brass Anodised)
is usually chosen for traditional
settings.   

STA (Stainless Steel Anodised)
is increasingly the finish of choice for
architects and interior designers.

It could be said that stainless steel is ‘the new black’.

Ceiling panel grip

Wall mounted side grip panel support

SIGN CONNECTIONS

Wall mounted side grip panel support

Wall panel grip



S I G N  C O N N E C T I O N S

3

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Stainless anodised
Finish code STA

SIGN CONNECTIONS

19mm ø 4-way panel connector
For between 4-8mm panels. For use with 6624/6627.

Code: 6631
Size: 19mm ø

Finishes: SA/STA

19mm ø 2-way panel connector
For between 4-8mm panels. For use with 6624/6627.

Code: 6632
Size: 19mm ø

Finishes: SA/STA

30mm ø 4-way panel connector
For between 4-10mm panels. For use with 6628/6531/6532.

Code: 6638
Size: 30mm ø

Finishes: SA/STA

30mm ø 2-way panel connector
For between 4-10mm panels. For use with 6628/6531/6532.

Code: 6639
Size: 30mm ø

Finishes: SA/STA

19mm ø double panel support
With 10mm spacer to accept 2 no. 3-8mm panels.
Panels require 12mm ø holes.

Code: 6633
Size: 19mm ø with 25 + 10mm standoff

Finishes: SA/STA

19mm ø double panel support
With 20mm spacer to accept 2 no. 3-8mm panels.
Panels require 12mm ø holes.

Code: 6634
Size: 19mm ø with 25 + 20mm standoff

Finishes: SA/STA

INSTALLATION TIP

Fully assemble and secure bottom two supports.
Locate panel between them before securing top two
supports for easy installation.

19mm ø 4-way

30mm ø 4-way

30mm ø 2-way

19mm ø double panel support

Dimension from edge of panel
to hole centre
6631 – 5.0mm (a)
6638 – 6.5mm (b)

ab

ab

ab

Dimension from edge
of panel to hole centre
6632 – 7.5mm (a)
6639 – 9.5mm (b)

ab

L O O K I N G  F O R  I N S P I R A T I O N ?  U S E  O U R  D E S I G N  S E R V I C E



This fully customised solution display was designed and manufactured for the
Isaac Newton Centre in London. Based on the Sign Connections range, the static
display comprises stainless steel components with a 200mm standoff, which
support special acrylic pockets containing replaceable graphics. The Centre’s
plasma screen is flush mounted in the centre of the display and two sidepieces
give continuity with the wall.



Glass shelves mounted floor to ceiling on stainless steel cable make an
eye-catching window display and offer a useful means of presenting products at
Steve Hilliard Hairdressing. 



1 . 5 M M  C A B L E

Combining strength with subtlety, 1.5mm cable is the
acknowledged favourite of many customers. The stainless
steel cable is complemented by anodised aluminium
components, available from stock in silver, brass and
stainless steel effect finishes. In common our other cable
and rod systems, the very wide choice of components
confers almost limitless design possibilities.

You can opt to configure and install your system, or use
our design and installation service, if you prefer. In both
cases, you will benefit from unsurpassed quality, with a
one-year guarantee against defects.



Wall mounted track kit
Comprises: Angled top and and bottom sliding track fixings
with 4M x 1.5mm dia. stainless steel cable
and tensioner. Allen key supplied.

Code: 6045
Finishes:   SA/STA

1.5MM CABLE

Kit for fixing between floor and ceiling
Comprises: 19mm ø ceiling - floor fixing with 4M x 1.5mm ø
stainless steel cable and tensioner. Allen key and fixing screws
supplied.

Code: 6000
Finishes: SA/BA/STA

Ceiling, floor or wall mounted kit
Comprises: 40mm ø top and bottom swivel rose with 4M x 
1.5mm ø stainless steel cable and tensioner.
Allen key and fixing screws supplied.

Code: 6005
Finishes: SA/BA/STA

Floor to ceiling track mounted kit
Comprises: 19mm ø top and bottom sliding track fixings with 
4M x 1.5mm ø stainless steel cable and tensioner.
Allen key supplied.

Code: 6040
Finishes: SA/STA

Wall mount shelf kit
Comprises: 40mm ø top and bottom swivel rose, 225mm
long distance rod, 2 x 4M lengths of 1.5mm ø cable.
Allen key and fixing screws supplied.

Code: 6022
Finishes:   SA/BA/STA

Hanging kit for 3mm panel
Comprises: 19mm ø top fixing and hanging support,
2M x 1.5mm ø stainless steel cable.
Allen key and fixing screw supplied.

Code: 6003
Finishes: SA/BA/STA

Hanging kit for 6mm panel
Comprises: 19mm ø top fixing and hanging support,
2M x 1.5mm ø stainless steel cable.
Allen key and fixing screw supplied.

Code: 6004
Finishes: SA/BA/STA

1 . 5 M M  C A B L E  C O M P O N E N T S

1

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Brass anodised
Finish code BA

Stainless anodised
Finish code STA

INSTALLATION TIP

7.5mm

When using 1.5mm cable, the distance between the cable
centre and the edge of the panel should be 7.5mm.
If using swivel supports (6018/6019), this dimension is 
increased to 12.5mm.

The dimension shown
remains the same,
irrespective of the panel size.

6000 kit

6005 kit
6045 kit

6040 kit

6022 kit

6003/6004 kit

N E E D  A  D I G I T A L  S C R E E N ?  W E  C A N  H E L P

6014/SA fixing track



1 . 5 M M  C A B L E  C O M P O N E N T S

2

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Brass anodised
Finish code BA

Stainless anodised
Finish code STA

Twin side grip
For up to 3mm panel.

Code: 6008
Size: 19mm ø

Finishes: SA/BA/STA

Twin side grip
For up to 6mm panel.

Code: 6068
Size: 19mm ø

Finishes: SA/BA/STA

Swivel side grip
For up to 6mm panel.

Code: 6018
Size: 19mm ø

Finishes: SA/BA/STA

Twin swivel side grip
For up to 6mm panel.

Code: 6019
Size: 19mm ø

Finishes: SA/BA/STA

Cable frame support
Requires AK5 allen key

Code: 6016
Size: 19mm ø

Finishes: SA/BA/STA

Slimline side grip
For up to 4mm panel.

Code: 6011
Size: 12mm ø

Finishes: SA/BA/STA

Slimline twin side grip
For up to 4mm panel.

Code: 6012
Size: 12mm ø

Finishes: SA/BA/STA

Side grip
For up to 3mm panel.

Code: 6006
Size: 19mm ø

Finishes: SA/BA/STA

Side grip
For up to 6mm panel.

Code: 6066
Size: 19mm ø

Finishes: SA/BA/STA

Side grip
For up to 10mm panel.

Code: 6186
Size: 19mm ø

Finishes: SA/BA/STA

Slimline side grip

Side grip

Cable frame support

Track mounted cable kit

Slimline twin side grip

Swivel side grip

1.5MM CABLE



Shelf support
Shelf requires a 9mm ø hole.

Code: 6007
Size: 19mm ø

Finishes: SA/BA/STA

Shelf grip
For up to 6mm thickness.
Supplied with nylon tipped grubscrew.

Code: 6010
Size: 19mm ø

Finishes: SA/BA/STA

Shelf grip
For up to 8mm thickness.
Supplied with nylon tipped grubscrew.

Code: 6080
Size: 19mm ø

Finishes: SA/BA/STA

Twin shelf grip
For up to 6mm thickness. Supplied
with nylon tipped grubscrew.

Code: 6026
Size: 19mm ø

Finishes: SA/BA/STA

Through hole panel support
For 3mm to 10mm panel thickness.
Panels require 12mm ø holes.

Code: 6087
Size: 19mm ø

Finishes: SA/BA/STA

Twin through hole panel support
For 3mm to 10mm panel thickness.
Panels require 12mm ø holes.

Code: 6088
Size: 19mm ø

Finishes: SA/BA/STA

1 . 5 M M  C A B L E  C O M P O N E N T S

3

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Brass anodised
Finish code BA

Stainless anodised
Finish code STA

Hanging rail
Includes two end caps and universal grips.
Up to 1250mm long.

Code: 6013
Size: 25mm ø

Finishes: Chrome plated/stainless steel

Crossover support
For a 6mm horizontal rod between cables.

Code: 6077
Size: 19mm ø

Finishes: SA/BA/STA

Stainless steel rod
Flush ends.

Code: 4506 (500mm), 4507 (1000mm),
4508 (1500mm)

Size: 6mm ø
Finishes: Stainless steel

Decorative aluminium end cap
For 6mm rod.

Code: 4504
Size: 15mm ø

Finishes: SA/BA/STA

Banner pole
Includes two end supports and 15mm ø
aluminium tube. Up to 1M long. Sizes over 1M P.O.A.

Code: 6020
Size: 15mm ø

Finishes: SA/STA

Banner pole

Shelf grip

Through hole panel support

1.5MM CABLE

Shelf support

W E  C A N  T U R N  Y O U R  S P E C I A L  D I S P L A Y  I D E A  I N T O  R E A L I T Y



3 M M  C A B L E

Our 3mm cable range is designed for use in heavy-duty
display applications, where the flexibility and particular
visual appeal of stainless steel cable is still required. As
with 1.5mm cable, a very wide choice of anodised
aluminium components is available from stock in silver,
brass and stainless steel effect finishes.

You can opt to configure and install your system, or use
our design and installation service, if you prefer. In both
cases, you will benefit from unsurpassed quality, with a
one-year guarantee against defects.



3 M M  C A B L E  C O M P O N E N T S

1

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Brass anodised
Finish code BA

Stainless anodised
Finish code STA

Kit for fixing between floor and ceiling
Comprises: 19mm ø ceiling and floor fixings with 4M 3mm ø 
stainless cable and tensioner.
Allen key and fixing screws supplied.

Code: 6300
Finishes: SA/BA/STA

Ceiling, floor or wall mounted kit
Comprises: 40mm ø top and bottom rose with 4M 3mm ø
stainless cable and tensioner.
Allen key and fixing screws supplied.

Code: 6305
Finishes: SA/BA/STA

Track mounted cable kit
Comprises: 19mm ø top and bottom slide track fixings with 
4M 3mm ø stainless cable and tensioner.
Allen key supplied.

Code: 6340
Finishes: SA/STA

Side grip
For up to 6mm panel.

Code: 6366
Size: 19mm ø

Finishes: SA/BA/STA

Twin side grip
For up to 6mm panel.

Code: 6368
Size: 19mm ø

Finishes: SA/BA/STA

Swivel side grip
For up to 6mm panel.

Code: 6318
Size: 19mm ø

Finishes: SA/BA/STA

Twin swivel side grip
For up to 6mm panel.

Code: 6319
Size: 19mm ø

Finishes: SA/BA/STA

INSTALLATION TIP

7.5mm

When using 3mm cable, the distance between the cable
centre and the edge of the panel should be 7.5mm.

Except when using swivel
supports 6318 or 6319.
This will increase to
12.5mm each side.

3MM CABLE

6300 kit

6305 kit

6340 kit

Side grip

G I V E  Y O U R  B U S I N E S S  A  B O O S T  -  B E C O M E  A N  A L B I O N  T R A D E  P A R T N E R



3 M M  C A B L E  C O M P O N E N T S

2

Through hole panel support
For 3mm to 10mm panel thickness.
Panels require 12mm ø holes.

Code: 6379
Size: 19mm ø

Finishes: SA/BA/STA

Twin through hole panel support
For 3mm to 10mm panel thickness.
Panels require 12mm ø holes.

Code: 6378
Size: 19mm ø

Finishes: SA/STA

Hanging rail
Includes two end caps and universal grips.
Up to 1250mm long.

Code: 6013
Size: 25mm ø

Finishes: Chrome plated/stainless steel

Shelf support
Shelf requires a 9mm ø hole.

Code: 6307
Size: 19mm ø

Finishes: SA/BA/STA

Shelf grip
For up to 6mm thickness.
Supplied with nylon tipped grub screw.

Code: 6310
Size: 19mm ø

Finishes: SA/BA/STA

Twin shelf grip
For up to 6mm thickness.
Supplied with nylon tipped grub screws.

Code: 6312
Size: 19mm ø

Finishes: SA/BA/STA

Cable frame support
Requires AK5 allen key

Code: 6316
Size: 19mm ø

Finishes: SA/BA/STA

Banner pole
Includes two end supports and 15mm ø
aluminium tube. Up to 1M long. Sizes over 1M P.O.A.

Code: 6320
Size: 15mm ø

Finishes: SA/STA

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Brass anodised
Finish code BA

Stainless anodised
Finish code STA

Shelf support

Through hole panel support

Banner pole

3MM CABLE



C A B L E  A C C E S S O R I E S

1

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Stainless anodised
Finish code STA

Ceiling and floor track
Cut to size.
Available in up to 3M lengths.

Code: 6014
Size: 11.5mm x 20mm

Finishes: SA

Stainless steel cable
Code: 6500

Size: 1.5mm ø

Top boss

Code: 6000/3
Size: 19mm ø

Finishes: SV/BR/STA

Top universal cable grip
Code: 6512/1

Size: 10mm ø
Finishes: SV

Ceiling shield
For use with suspended ceiling

Code: 6514
Size: 19mm ø

Finishes: SA/BA/STA

Floor universal cable grip with spring

Code: 6512/15
Size: 10mm ø

Finishes: SV

Allen key
For use with all 1.5mm components.

Code: AK2

Allen key
For use with 6016 frame support

Code: AK5

Grub screws
Box of 10. 

Code: GS4-4ZP Size:   M4 x 4
Code: GS4-5ZP Size:   M4 x 5
Code: GS4-6ZP Size:   M4 x 6

Finishes: Silver

Nylon tipped socket set screws
For use with glass shelves. Box of 10.

Code: GS4-8NTZP
Size: M4 x 8

Finishes: Silver

Woodscrews
Box of 10.

Code: WS8-11/2
Size: 8 x 11/2”

Finishes: Zinc

1.5mm cable accessories

Ceiling and floor track
Cut to size.
Available in up to 3M lengths.

Code: 6014
Size: 11.5mm x 20mm

Finishes: SA

3mm cable accessories

Stainless steel cable
Code: 6501

Size: 3mm ø

Ceiling shield
For use with suspended ceiling.

Code: 6515
Size: 19mm ø

Finishes: SA/BA/STA

Top universal cable grip
For 3mm ø cable.

Code: 6512/2
Size: 10mm ø

Finishes: SV

Floor universal cable grip
For 3mm ø cable.
Complete with spring.

Code: 6512/30
Size: 10mm ø

Finishes: SV

Allen key
For use with 6316 frame support

Code: AK5

Grub screws
Box of 10.

Code: GS6-6ZP Size:   M6 x 6
Code: GS6-8ZP Size:   M6 x 8
Code: GS10-10ZP Size:   M10 x 10

Finishes: Silver

Nylon tipped grub screws
For use with glass shelves. Box of 10.

Code: GS4-8NTZP
Size: M4 x 8

Finishes: Silver

Woodscrews
Box of 10.

Code: WS8-11/2
Size: 8 x 11/2”

Finishes: Zinc

Universal wire cutters
Code: WC-1

Allen key
For use with all 3mm components.

Code: AK3

CABLE ACCESSORIES

Silver anodised
Finish code SA/SV

Brass anodised
Finish code BA/BR

D I S P L A Y  L I G H T I N G  A D D S  I M P A C T .  T U R N  T O  T H E  P I N K  S E C T I O N



6 M M  R O D

Making the choice between rod and cable Suspended
Display Systems can involve both practical and aesthetic
considerations. Our 6mm stainless steel rod system gives
a deliberately understated impression compared with its
10mm sibling, while at the same time offering greater
system rigidity than cable. In line with the other ranges in
this series, the rod is complemented by a very wide
choice of components in silver, brass and stainless 

steel effect anodised finishes, offered from
stock.

You can opt to configure and install your system, or use
our design and installation service, if you prefer. In both
cases, you will benefit from unsurpassed quality, with a
one-year guarantee against defects.



Wall mount rod holder
Code: 4522

Size: 19mm ø
Finishes: SA/BA/STA

INSTALLATION TIP

10mm

When using 6mm rod, the distance between the rod centre
and the edge of the panel should be 10mm.

6 M M  R O D  C O M P O N E N T S

1

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Brass anodised
Finish code BA

Stainless anodised
Finish code STA

Kit for fixing between floor and ceiling
Comprises: 19mm ø ceiling and floor fitting with tensioner. 
Allen key and fixing screws supplied.

Code: 4000
Finishes: SA/BA/STA

Ceiling, floor or wall mounted kit
Comprises: 40mm ø top and bottom swivel rose with 
tensioner. Fixing screws supplied.

Code: 4005
Finishes: SA/BA/STA

Track mounted kit
Comprises: 19mm ø track mounted rod fixing kit.

Code: 4040
Finishes: SA/STA

Threaded stainless
steel rod
Rod length 1M.

Code: 4500
Size: 6mm ø

Finishes: Stainless steel/BA

Stainless steel rod, flush ends
Code: 4506 (500mm)

4507 (1000mm)
4508 (1500mm)

Size: 6mm ø
Finishes: Stainless steel

Top grip
For up to 6mm panel thickness.

Code: 4004
Size: 19mm ø

Finishes: SA/STA

Decorative aluminium end cap
For 6mm rod.

Code: 4504
Size: 15mm ø

Finishes: SA/BA/STA

Frame support
Code: 4016

Size: 19mm ø
Finishes: SA/BA/STA

Slimline side grip
For up to 4mm panel.
Must be inserted over end of rod – non-removable.

Code: 4011
Size: 12mm ø

Finishes: SA/STA

The dimension shown
remains the same,
irrespective of the panel size.

Except when using
swivel fixings 4018/4019. This is
increased to 13.5mm each side.

6MM ROD

4000 kit

4005 kit

4040 kit

Top grip

T H E R E ' S  E V E N  M O R E  O N  O U R  W E B S I T E  – W W W. A L B I O N - M A N U FA C T U R I N G .C O M



6 M M  R O D  C O M P O N E N T S

2

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Brass anodised
Finish code BA

Stainless anodised
Finish code STA

Through hole panel support
For 3mm to 10mm panel thickness.
Panels require 12mm ø holes.

Code: 4525
Size: 19mm ø

Finishes: SA/BA/STA

Twin through hole panel support
For 3mm to 10mm panel thickness.
Panels require 12mm ø holes.

Code: 4628
Size: 19mm ø

Finishes: SA/BA/STA

Banner pole
Includes two end supports and
15mm ø aluminium tube. Up to 1M long.
For sizes over 1M P.O.A.

Code: 4020
Size: 15mm ø Finishes:    SA/STA

Swivel grip
For up to 6mm panel.

Code: 4018
Size: 19mm ø

Finishes: SA/BA/STA

Twin swivel grip
For up to 6mm panel.

Code: 4019
Size: 19mm ø

Finishes: SA/BA/STA

Shelf grip
For up to 6mm panel.
Supplied with nylon tipped grub screw.

Code: 4010
Size: 19mm ø

Finishes: SA/BA/STA

Twin shelf grip
For up to 6mm panel thickness.
Supplied with nylon tipped grub screw.

Code: 4012
Size: 19mm ø

Finishes: SA/BA/STA

Side grip support
For up to 6mm panel thickness.

Code: 4066
Size: 19mm ø

Finishes: SA/BA/STA

Side grip support
For up to 10mm panel thickness.

Code: 4076
Size: 19mm ø

Finishes: SA/BA/STA

Twin side grip support
For up to 6mm panel.

Code: 4068
Size: 19mm ø

Finishes: SA/BA/STA

Top and bottom grip
For up to 10mm panel thickness.

Code: 4009
Size: 19mm ø

Finishes: SA/BA/STA

Crossover support
For 6mm horizontal rod.

Code: 4077
Size: 19mm ø

Finishes: SA/STA

6MM ROD

Crossover support

Top and bottom grip

Side grip



Already widely used as a stylish medium in retail and corporate display, our
Suspended Display Systems have now been developed to offer multi-purpose
solutions for interior partitions, where privacy and the creative use of space are
the primary considerations. These individually sized, coloured acrylic panels and
10mm stainless steel rod rise stylishly from floor or ceiling, secured by
reinforced fixings and side grips. 



1 0 M M  R O D

Systems utilising 10mm stainless steel rod benefit from
exceptional strength and rigidity, while at the same time
making a bold aesthetic statement. Since its introduction,
our 10mm rod range has won many plaudits from
architects and designers, who have recognised the many
and varied creative opportunities that it opens up. In this
instance, components with a choice of silver and stainless 

steel effect finishes are available from stock.

You can opt to configure and install your system, or use
our design and installation service, if you prefer. In both
cases, you will benefit from unsurpassed quality, with a
one-year guarantee against defects.



1 0 M M  R O D  C O M P O N E N T S

1

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Stainless anodised
Finish code STA

Kit for fixing between floor and ceiling
Comprises: 25mm ø top and bottom fixings. Allen key and
fixing screws supplied.

Code: 3000
Finishes: SA/STA

Heavy duty ceiling fixing
Includes fixing screws.

Code: 3003
Size: 50mm ø

Finishes: SA/STA

Ceiling fixing/top boss
Includes universal grip and fixing screw.

Code: 3002
Size: 25mm ø

Finishes: SA/STA

Floor fixing /anchor sleeve and collar
Includes fixing screw.

Code: 3001
Size: 25mm ø

Finishes: SA/STA

Wall mount rod holder
Code: 3522

Size: 25mm ø
Finishes: SA/STA

Rod with threaded ends
Rod length 1M.

Code: 3500
Size: 10mm ø

Finishes: Stainless steel

Side grip
For up to 6mm panel thickness.

Code: 3066
Size: 19mm ø

Finishes: SA/STA

Side grip
For up to 10mm panel thickness.

Code: 3086
Size: 19mm ø

Finishes: SA/STA

Twin side grip
For up to 6mm panel thickness.

Code: 3068
Size: 19mm ø

Finishes: SA/STA

Decorative aluminium end cap
Code: 3504

Size: 19mm ø
Finishes: SA/STA

Rubber end cap
For 10mm rod.

Code: 3505
Size: For 10mm rod

Finishes: Grey

Shelf grip
For up to 8mm panel thickness. Supplied with nylon tipped 
grub screw.

Code: 3010
Size: 19mm ø

Finishes: SA/STA

10MM ROD

Heavy duty ceiling fixing

Heavy duty ceiling fixing

Side grip

Decorative aluminium end cap

Wall mounted rod holder

3000 kit

L O O K I N G  F O R  I N S P I R A T I O N ?  U S E  O U R  D E S I G N  S E R V I C E



1 0 M M  R O D  C O M P O N E N T S

2

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

Stainless anodised
Finish code STA

Twin shelf grip
For up to 8mm panel thickness.
Supplied with nylon tipped grub screw.

Code: 3021
Size: 19mm ø

Finishes: SA/STA

Rod frame support
Code: 3022

Size: 19mm ø
Finishes: SA/STA

Crossover support
For 10mm horizontal and vertical rod.

Code: 3077
Size: 19mm ø

Finishes: SA/STA

Through hole panel support
For 3-10mm panel thickness. Panels require a 12mm ø hole.

Code: 3525
Size: 19mm ø

Finishes: SA/STA

Twin support
For 3-10mm panel thickness. Panels require a 12mm ø hole.

Code: 3528
Size: 19mm ø

Finishes: SA/STA

Top grip support
For up to 6mm panel thickness.

Code: 3004
Size: 19mm ø

Finishes: SA/STA

Suport for 10mm horizontal rod between 
vertical rods

Code: 3076
Size: 19mm ø

Finishes: SA/STA

Banner pole
Includes two end supports and 19mm ø
aluminium tube. Up to 1M long. For sizes over

Code: 3020 1M P.O.A.
Size: 19mm ø

Finishes: SA/STA

INSTALLATION TIP

12mm

When using 10mm rod, the distance between the rod centre
and the edge of the panel should be 12mm each side.

The dimension shown remains
the same, irrespective of the
panel size.

Rod frame support

Top grip support

Through hole panel support

10MM ROD



ROD ACCESSORIES

R O D  A C C E S S O R I E S

1

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Stainless anodised
Finish code STA

Ceiling and floor track
Cut to size.
Available in up to 3M lengths.

Code: 6014
Size: 11.5mm x 20mm

Finishes: SA

6mm rod accessories

Ceiling shield
For use with suspended ceilings.

Code: 6516
Size: 19mm ø

Finishes: SA/BA/STA

Top boss
Code: 6000/3

Size: 19mm ø
Finishes: SV/BR/STA

Top universal rod grip
Code: 4000/2

Size: 10mm ø
Finishes: SV

Rod collar
Code: 4000/1

Size: 10mm ø
Finishes: SV

Rubber end cap
Code: 4505

Finishes: Black

Allen key
For use with all 6mm rod components.

Code: AK2

Grub screws
Code: GS4-4ZP Size:   M4 x 4
Code: GS4-5ZP Size:   M4 x 5
Code: GS4-6ZP Size:   M4 x 6

Finishes: Silver

10mm rod accessories

Allen key
For use with all 10mm rod components.

Code: AK3

Grub screws
Code: GS6-6ZP Size:   M6 x 6
Code: GS6-8ZP Size:   M6 x 8

Finishes: Silver

Nylon tipped grub screws
For use with glass shelves

Code: GS6-6NTZP
Size: M6 x 6

Finishes: Silver

Silver anodised
Finish code SA/SV

Brass anodised
Finish code BA/BR

N E E D  A  D I G I T A L  S C R E E N ?  W E  C A N  H E L P

We are very pleased with the services provided by the team.
They  produced a fantastic result and come highly recommended”.
(MRM Worldwide)

“



S T A R B U R S T  D I S P L A Y  P R O D U C T S

Colourful cable and side grips without any grub screws?
That's different! Bring a choice of nine vibrant colours to
the all-important detail of your displays and signage with
Starburst slim-line aluminium components. Even better,
they don’t require grub screws for tensioning cables or
securing acrylic pockets, signs etc. Our unique system
(patent pending) grips tightly and reliably, yet is easy to 

install, adapt or re-configure.



S T A R B U R S T  D I S P L A Y  P R O D U C T S

1 STARBURST DISPLAY PRODUCTS

T H E R E ' S  E V E N  M O R E  O N  O U R  W E B S I T E  – W W W . A L B I O N D I S P L A Y . C O . U K

When ordering, insert a forward slash after the code, followed by the finish code. e.g. 1211/CO.

Panel grips
Fits 1.5mm cable. For 3mm panels.
                          Code:     1211
                               Size:     15mm ø
                       Finishes:     BK/CO/CR/EM/GO/PU/SA/STA/TA

Panel grips

Floor to ceiling cable kit

Floor to ceiling cable kit
Comprises top anchor, 4M x 1.5mm dia.
galvanised steel cable and bottom anchor with clutch
tensioning mechanism. Fixing screws supplied.
                          Code:     1200
                       Finishes:     SA

Wall mount side grips
For 3mm panels.
Remove edge grip profile for a through hole panel support.
                          Code:     1222
                              Size:     15mm ø, 25mm standoff
                       Finishes:     BK/CO/CR/EM/GO/PU/SA/STA/TA

Unique Starburst profile* holds cable and pocket in parallel

Concealed clutch tensioning mechanism eases installation

Starburst wall mounts colour coordinate with any display
*patent pending

(BK)

(CO)
(CR)

(SA)

(EM)

(PU) (STA)

(GO)

(TA)



A C R Y L I C  F A B R I C A T I O N

We manufacture an extensive range of acrylic poster
pockets and leaflet dispensers to complement our
Suspended Display Systems and Sign Connections ranges,
as well as meeting generic slatwall and panel-mounted
requirements. Many standard sizes are available from
stock and anti-reflective, opal, tinted, coloured and
etched finishes can be made to order. Special requirements 

for these or any other type of acrylic item can be met 
utilising the latest CNC design and fabrication
technologies.



A C R Y L I C  F A B R I C A T I O N

1

Double A4 leaflet holder
Supplied with aluminium spacers.
Can fit under A1 portrait or A2 landscape pockets.

Code: 6132
Size: 624mm wide,

30mm fill
Finishes: 4mm clear

acrylic

Triple A4 leaflet holder
Supplied with aluminium spacers.
Can fit under A1 landscape or A0 portrait pockets.

Code: 6133
Size: 871mm wide,

30mm fill
Finishes: 4mm clear

acrylic

Triple one-third A4 leaflet holder
Supplied with aluminium spacers.
Can fit under A2 portrait or A3 landscape pockets.

Code: 6134
Size: 450mm wide,

30mm fill
Finishes: 4mm clear acrylic

Double A4 portrait easy access pocket
Code: 6128

Size: 475mm
overall width

Finishes: 3mm clear acrylic

Easy access display pockets
Portrait

Codes: To hold A5 – 6100
To hold A4 – 6101
To hold A3 – 6102
To hold A2 – 6106
To hold A1 – 6107
To hold A0 – 6110
Landscape

Codes: To hold A5 – 6103
To hold A4 – 6104
To hold A3 – 6105
To hold A2 – 6108
To hold A1 – 6109

Finishes: 3mm clear acrylic

Triple A4 portrait easy access pocket
Code: 6129

Size: 711mm
overall width

Finishes: 3mm clear
acrylic

Pocket clamp
For use with easy access poster pockets A3 size +.

Code: 6119
Size: 45mm long

Finishes: High impact acrylic

A4 leaflet holder
Supplied with aluminium spacers.
Can fit under A4 portrait pockets.

Code: 6131
Size: 240mm wide, 30mm fill

Finishes: 4mm clear acrylic

Easy access display pocket

5 x one-third A4 leaflet holder

Custom made angled acrylic shelves

Triple A4 portrait easy access pocket

ACRYLIC FABRICATION

Partition/logo panel

W E  C A N  T U R N  Y O U R  S P E C I A L  D I S P L A Y  I D E A  I N T O  R E A L I T Y



A C R Y L I C  F A B R I C A T I O N

2

Leaflet dispenser – injection moulded
Can be used freestanding or wall mounted (please state 
when ordering).

Portrait
Codes: To hold A4 – 3014

To hold A5 – 3015
To hold 1/3 A4 – 3016

Finishes: Clear acrylic

Slat wall system leaflet dispenser –
injection moulded

Portrait
Codes: To hold A4 – 3214

To hold A5 – 3215
To hold 1/3 A4 – 3216

Finishes: Clear acrylic

Sloping acrylic shelf

Size: To specification
Finishes: To specification

Glass shelves
With keyholes, drilled holes
or plain. From 6mm to 25mm
thickness.

Size: To specification
Finishes: To specification

Timber shelves
Veneered, laminated or
painted.

Size: To specification
Finishes: To specification

5 x one-third A4 leaflet holder
Supplied with aluminium spacers.
Can fit under A1 portrait or A2 landscape pockets.

Code: 6135
Size: 624mm wide,

30mm fill
Finishes: 4mm clear

acrylic

Double A5 portrait leaflet holder
Supplied with aluminium spacers.
Can fit under A2 portrait or A3 landscape pockets.

Code: 6136
Size: 450mm wide,

30mm fill
Finishes: 4mm clear

acrylic

Triple A5 portrait leaflet holder
Supplied with aluminium spacers.
Can fit under A1 portrait or A2 landscape pockets.

Code: 6137
Size: 624mm wide,

30mm fill
Finishes: 4mm clear

acrylic

Custom made flexi pocket

Glass shelf

ACRYLIC FABRICATION

Custom made header panel

Custom made easy access pocket



McDonald’s restaurants in the UK feature these ‘Did You Know?’ boards.
They were specially designed and manufactured to display A2 posters and A5
literature, and form part of a bespoke product family. 



L I T E S T Y L E  L E D  P R O D U C T S

Our innovative LiteStyle™ range enables you to add the
brilliance of LED lighting technology to your cable and
rod display concepts - without it costing the earth to run.
These products are available in many standard ‘A’ sizes, or
to special order and typically offer incredibly low power
consumption and a projected service life of up to 

100,000 hours.

● VM ONE super bright LED light products with stylish 
chrome finish

● VM TWO high brightness LED light products, the most 
flexible product available

● LiteStyle Power Beam, the latest and most advanced 
lighting source for cable and rod displays

● Special projects capability, embracing LiteStyle 
technology, including shelving and low-level window 
displays

N
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V M  O N E  L E D  L I G H T  P O C K E T S

1 LITESTYLE LED PRODUCTS

VM ONE LED Pocket A4
Comprises: Super bright, cable mounting LED poster holder, 
illuminated on both sides.

Code: VMONE-1000-A4P (A4 portrait)
Code: VMONE-1000-A4L (A4 landscape)

Finishes: Chrome one side, white one side.

VM ONE LED Pocket A3
Comprises: Super bright, cable mounting LED poster holder, 
illuminated on both sides.

Code: VMONE-1000-A3P (A3 portrait)
Code: VMONE-1000-A3L (A3 landscape)

Finishes: Chrome one side, white one side.

VM ONE LED Pocket A2
Comprises: Super bright, cable mounting LED poster holder, 
illuminated on both sides.

Code: VMONE-1000-A2P (A2 portrait)
Code: VMONE-1000-A2L (A2 landscape)

Finishes: Chrome one side, white one side.

VM ONE LED Header Pocket
Comprises: Super bright, cable mounting LED poster holder, 
illuminated on both sides.

Code: VMONE-CH-A4 (suits A4L or A4P)
Code: VMONE-CH-A3 (suits A3L or A2P)

Finishes: Chrome one side, white one side.

Mix A4 and A3 pockets to add
interest to your window display

Don’t forget the Backlit paper!
This special paper enhances your graphics
(see page 3)

youtube.com/AlbionDesignUK

Watch the video!

http://www.youtube.com/AlbionDesignUK


V M  T W O  L E D  L I G H T  P O C K E T S

2LITESTYLE LED PRODUCTS

VM TWO LED Pocket A4
Comprises: Super bright, cable mounting LED poster holder, 
illuminated on both sides. Hybrid display can be mounted
portrait or landscape. 

Code: VMBUD-1000-A4
Finishes: Silver one side, white one side.

VM TWO LED Pocket A3
Comprises: Super bright, cable mounting LED poster holder, 
illuminated on both sides. Hybrid display can be mounted
portrait or landscape. 

Code: VMBUD-1000-A3
Finishes: Silver one side, white one side.

VM TWO LED Pocket A2
Comprises: Super bright, cable mounting LED poster holder, 
illuminated on both sides. Hybrid display can be mounted
portrait or landscape. 

Code: VMBUD-1000-A2
Finishes: Silver one side, white one side.

VM TWO Illuminated Island Display
2 x A3P, 1 x A4P
Comprises: Sleek stainless steel base
and uprights. With 2 x A3 portrait and
1 x A4 portrait LED light pockets. 

Code: ID23P14P
Finishes: Stainless steel.

VM TWO Illuminated Island Display
2 x A3P, 1 x A3L
Comprises: Sleek stainless steel base
and uprights. With 2 x A3 portrait and
1 x A3 landscape LED light pockets. 

Code: ID23P13L
Finishes: Stainless steel.

VM TWO Illuminated Island Display
2 x A4P, 1 x A3L
Comprises: Sleek stainless steel base
and uprights. With 2 x A4 portrait and
1 x A3 landscape LED light pockets. 

Code: ID24P13L
Finishes: Stainless steel.

VM TWO Illuminated Island Display
3 x A4P
Comprises: Sleek stainless steel base
and uprights. With 3 x A4 portrait
LED light pockets. 

Code: ID34P
Finishes: Stainless steel.

Concealed cable connector

LANDSCAPE
OR PORTRAITOR POR
LANDSCAPE

TRAITOR POR
LANDSCAPE

Pockets can rotate between
portrait and landscape

The ideal alternative where pockets can’t
be hung from ceiling fixed cables. The VM
TWO island is easy to install and provides
a strong visual presence day and night.



V M  L I G H T  P O C K E T  A C C E S S O R I E S

3 LITESTYLE LED PRODUCTS

Track
Electric track. 1100mm length.

Code: C2M-TRACK
Finishes: Etched satin anodised.

Track extension
Electric track extension. 1100mm length.

Code: C2M-TRACK-EXT
Finishes: Etched satin anodised.

Cable fixing kit
Pair of track cable kits, plus interconnection cables.

Code: C2M-FIXKIT
Finishes: Chrome

Backlit paper - laser
100gsm paper suitable for laser printers.

Code: C2M-LP100-A4 (A4)
Code: C2M-LP100-A3 (A3)

Backlit paper - inkjet
125gsm paper suitable for inkjet printers.

Code: C2M-IP-A4 (A4)
Code: C2M-IP-A3 (A3)

150W power supply (24V)
Direct power supply (24V).

Code: C2M-PS-150W-150V

Electric linking cable
Cable for linking power supply and track.

Code: C2M-PS-CABLE-100/200W

Patented electric track

Power supply

Unique interconnecting cables

65mm



L I T E S T Y L E  P O W E R  B E A M

4LITESTYLE LED PRODUCTS

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Etched Satin
Finish code ES

Power Beam for 1.5mm cable – A4 portrait
Code: PBC9040S (single-sided)

PBC9040D (double-sided)
Finishes: ES

Power Beam for 1.5mm cable

Light source
rotates 360º

Double-sided connector

You can also
order acrylic
display pockets,
cable or rod kits,
from this guide.

Power Beam for 6mm rod – A3 landscape
Code: PBR9031S (single-sided)

PBR9031D (double-sided)
Finishes: ES

Power Beam for 1.5mm cable – A3 landscape
Code: PBC9031S (single-sided)

PBC9031D (double-sided)
Finishes: ES

Power Beam for 1.5mm cable –
A4 landscape/A3 portrait

Code: PBC9041S (single-sided)
PBC9041D (double-sided)

Finishes: ES

Power Beam for 6mm rod – A4 portrait
Code: PBR9040S (single-sided)

PBR9040D (double-sided)
Finishes: ES

Power Beam for 6mm rod –
A4 landscape/A3 portrait

Code: PBR9041S (single-sided)
PBR9041D (double-sided)

Finishes: ES



L I T E S T Y L E  L E D  P R O D U C T S

5

When ordering, insert a forward slash after the
code, followed by the finish code. e.g. 6011/SA.

Silver anodised
Finish code SA

LITESTYLE LED PRODUCTS

1.5mm cable kit (floor to ceiling)
Comprises: 19mm ø ceiling - floor fixing with 4M x 1.5mm ø 
high conductivity stainless steel cable and tensioner.
Allen key and fixing screws supplied.

Code: 5000 Finishes: SA

1.5mm cable kit (floor or wall mounted)
Comprises: 19mm ø ceiling - floor fixing with 4M x 1.5mm ø 
high conductivity stainless steel cable and tensioner.
Allen key and fixing screws supplied.

Code: 5005 Finishes: SA

Power supply
12V 3.3amp adaptor with 3M lead
and 3 pin plug.

Code: LS901

Power connectors (pair)
Code (1.5mm cable): LS902

Code (6mm rod): LS903

6mm rod kit (floor to ceiling)
Comprises: 19mm ø ceiling and floor fitting with tensioner. 
Allen key and fixing screws supplied.

Code: 4000 Finishes: SA

6mm rod kit (ceiling, floor or wall mounted)
Comprises: 40mm ø top and bottom swivel rose with 
tensioner. Fixing screws supplied.

Code: 4005 Finishes: SA

Isolated track fixing
For use with 5000/SA and 4000/SA only.

Code: 5301
Size: 19mm ø

Finishes: White acetyl

Ceiling and floor track
Available in up to 3M lengths.

Size: 11.5 x 20mm
Code: 6014/SA
Finish: SA

6mm stainless steel rod,
threaded ends
Code (2M length): 4509/SS
Code (3M length): 4510/SS

Finish: Stainless steel

Power supply

Power connectors

Single sided
Power Beam for
1.5mm cable

High conductivity
1.5mm cable kit
(5000SA)

Typical system



F R E E S T A N D E R S

Freestanders extends the benefits of our cable and rod
display systems by adding a strong, but lightweight,
aluminium framework that can be used freestanding or
fixed to a wall. Its eye-catching elliptical profiles have
been designed to combine strong aesthetic appeal with
a versatile display capability that is also exceptionally
price competitive. Users can choose the shelves,
pockets, holders, dispensers and lighting required to
complete their display from the extensive range shown

in this guide.



F R E E S T A N D E R S

Single bay freestanding frame
Supplied with freestanding feet.
Part no. Internal Overall

width height
E4101 550mm 2050mm
E4102 700mm 2050mm
E4103 850mm 2050mm
E4104 1000mm 2050mm
E4105 1250mm 2050mm
E4106 1500mm 2050mm

Freestanding extension bay
Supplied with freestanding foot.
Part no. Internal Overall

width height
E4107 550mm 2050mm
E4108 700mm 2050mm
E4109 850mm 2050mm
E4110 1000mm 2050mm
E4111 1250mm 2050mm
E4112 1500mm 2050mm

Freestanding adjustable foot
Part No. E4701

Freestanding foot
with castors
Part No. E4702

Freestanding flat base
Part No. E4703

FREESTANDERS1

Sidegrip*

* See 1.5mm cable range
* * See acrylic fabrication

Triple A5 portrait leaflet holder**

H A V E  Y O U  T H O U G H T  A B O U T  A D D I N G  L I G H T I N G  T O  Y O U R  D I S P L A Y ?

Adjustable foot
Part No. E4023

Foot (for use with lighting)
Part No. E4005

6040



Freestanding Unipost
4 prong
Part No. E4301
Oval
Part No. E4302
Overall height 2M.

1.5mm cable
track kit
Part No: 6040/SA

F R E E S T A N D E R S

1.5mm cable
shelf kit
Part No: E4401

6.0mm rod
track kit
Part No: E4406

6.0mm rod
shelf kit
Part No: E4402

FREESTANDERS 2

Floor to ceiling
upright kit complete
Part No. E4015
3M length of vertical extrusion
complete with adjustable foot
top and bottom.

Direct fix shelf kit

Freestanding flat base

Four prong base for
freestanding Unipost
Part No. E4006

Oval base for
freestanding Unipost
Part No. E4007

Freestanding adjustable foot



FREESTANDERS

F R E E S T A N D E R S
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Vertical extrusion
Part No. E4710 (6000mm)
Part No. E4705 (3000mm)

Wall extensions
Part No. E4019 (75mm)
Part No. E4003 (200mm)

Joint assembly – upright to cross rail
(pair)
Part No.E4800

Plastic end cap for
vertical extrusion
Part No. E4022

12V lighting 300mm arm
Part No. E4601

Powder coated option
Wide range of RAL and
BS colour options available.

75mm
200mm

Transformer housing
Part No.   E4602

N E E D  A  D I G I T A L  S C R E E N ?  W E  C A N  H E L P

Cross rail extrusion
Part No. E4720 (6000mm)
Part No. E4715 (3000mm)

Vertical extrusion clamp
Part No: E4016
19mm ø button.
Panels will require 6mm ø holes.

Direct fix panel grip
Part No: E4040
For up to 8mm
panel thickness.

Direct fix shelf kit
(pair)
Part No: E4501
For up to 8mm
panel thickness.

COMPONENT CUTTING GUIDES

930 mm

1000 mm

945 mm

908 mm

1000 mm

Cutting guide for horizontal extrusion bar
for non-standard sized frames

Cutting guide for shelves using direct shelf kit



FR A M ELESS D ISPL AYS AN D LED LI GHT BOX ES

Only the merest hint of a fine aluminium edge gives
away the fact that something rather clever has  happened
to textile graphic display systems. Frameless does it all
with such style that you simply don't realise it's there.
Ideal for exhibitions, wall graphics and many other uses,
the system can be supplied in single- or double-sided
formats or as an LED light box.

HOW DOES IT WORK?
It’s easy. A stretch fabric with a stitched keder pushes into
the aluminium extrusion. Simply select the frame for
either wall mounted, ceiling hung or freestanding, give us
the dimensions and we'll work out what you need. Our
LED light box versions can add a stunning 3D illusion of
room depth.



Single sided extrusion: FL5ECO
Display single sided graphics in this frameless
extrusion. Suitable for wall mounted frames.
To a maximum 3M x 3M.

Code: FL5ECO
Finishes: SA

Double sided extrusion: FL6
Suitable for freestanding. Large frame sizes may
require additional internal supports –
please contact our sales team for details.

Code: FL6
Finishes: SA

Double sided slimline extrusion: FL6ECO
Display two prints back-to-back in the double sided
slimline extrusion. Suitable for ceiling hung displays
to a maximum 700 x 700mm.

Code: FL6ECO
Finishes: SA

FR A M ELESS D ISPL AYS AN D LED LI GHT BOX ES

1 FRAMELESS

Silver anodised
Finish code SA

W E  C A N  T U R N  Y O U R  S P E C I A L  D I S P L A Y  I D E A  I N T O  R E A L I T Y

Hanging kit for frame FL6ECO
Pair of ceiling mounted cable kits.
Supplied with 2M of cable for
each drop.

Code FL6ECO-1

Single sided extrusion

Double sided slimline

FL6ECO

FL5ECO

A L L  F R A M E S  N E E D  T O  B E  M I T R E D  – C O N T A C T  O U R  S A L E S  T E A M  F O R  D E T A I L S

Foot for freestanding FL6
Mild steel flat foot. Powder coated regal silver for
use with the FL6 freestanding extrusion.
Sold individually.

Code FL6-FOOT

Both wall mounted and suspended
versions are available

The keder is  stitched on all sides
and fits precisely in the groove in
the extrusion

Above: Light boxes can illuminate otherwise
poorly lit areas and the image can be readily
changed to mirror the season’s fashions.
Left: Merchandising areas can be greatly
enhanced with an illuminated feature wall. 
Below: With a well placed light box any room
setting can be given the illusion that it extends
further into another brightly lit display area.



E A S I  F I X

Our innovative Easi-Fix sign system features unique
Grip-Flex® technology, which holds up to 3mm Dibond,
acrylic pockets and Foamex (2mm recommended),
securely at any angle. The system works with vertical,
horizontal or curved graphic formats and allows
individual graphics to be changed quickly and easily. 

Choose from anodised or painted finishes.

HOW DOES IT WORK?
Use Easi Fix for mounting graphics on walls, ceilings,
floors, or as a freestanding display. The system is available
with one-, two- or       four-way extrusions, as

appropriate, in order to provide a
high degree of versatility in any
situation. Panels simply push into
the extrusion and are held firmly in

place by a hidden rubber seal,
without the requirement for

screws or other fixings.



E A S I  F I X

1

Silver anodised
Finish code SA

EASI FIX

G I V E  Y O U R  B U S I N E S S  A  B O O S T  -  B E C O M E  A N  A L B I O N  T R A D E  P A R T N E R

EF2 slimline floor to ceiling

Totem using EF11 maxi

Bespoke bases available

Hanging kit using EF1 slimline

Freestanding using EF44 maxi

Flush Wall mount using EF22 maxi

One-way slimline: EF1
Suitable for hanging signs, projecting signs, wall
mounted and floor to ceiling applications.

Code: EF1
Size: 18mm ø Finishes: SA

One-way maxi: EF11
Suitable for flush wall mounted applications and
freestanders.

Code: EF11
Size: 24mm ø Finishes: SA

Two-way slimline: EF2
Suitable for floor to ceiling and projecting
applications.

Code: EF2
Size: 18 x 30mm Finishes: SA

Two-way maxi: EF22
Suitable for flush wall mounted applications
and freestanders.

Code: EF22
Size: 34 x 24mm Finishes: SA

Four-way slimline: EF4
Suitable for ceiling hung signs only. 

Code: EF4
Size: 30 x 30mm Finishes: SA

Four-way maxi: EF44
Suitable for freestanding displays.
Inlays available.

Code: EF44
Size: 45 x 45mm Finishes: SA

Hanging kit
Pair of ceiling mounted. 2M drop. Suitable
for use with EF1 and EF11. Pair supplied.

Code: EF1-3
Finishes: SA

One-way floor to ceiling fixing
Floor and ceiling fixing brackets sold as a kit.
Suitable for EF1 extrusion.

Code: EF1-6
Finishes: SA

Wall mount for EF11 and EF22
Holds EF11 and EF22 extrusions flush
to the wall. Sold as a pair.

Code: EF11-2 (for EF11)
EF22-2 (for EF22)

Finishes: Regal silver

Inlay for EF44
Inserts into the hollows of the EF44 profile to
create a ‘rounded square’.
Powder coating available – contact sales.

Code: EF44INSERT Finishes: SA

Acrylic pockets (Manufactured in 3mm PETG)
Left fix:

A3 Code: EFLA3P (portrait)
EFLA3L (landscape)

A4 Code: EFLA4P (portrait)
EFLA4L (landscape)

A5 Code: EFLA5P (portrait)
EFLA5L (landscape)
Right fix:

A3 Code: EFRA3P (portrait)
EFRA3L (landscape)

A4 Code: EFRA4P (portrait)
EFRA4L (landscape)

A5 Code: EFRA5P (portrait)
EFRA5L (landscape)
Centre fix:

A0 Code: EFCA0P (portrait)
A1 Code: EFCA1P (portrait)

EFCA1L (landscape)
A2 Code: EFCA2P (portrait)

EFCA2L (landscape)
A3 Code: EFCA3P (portrait)

EFCA3L (landscape)
A4 Code: EFCA4P (portrait)

EFCA4L (landscape)

LEFT
FIX

RIGHT
FIX

CENTRE
FIX

Bespoke
sizes also
available.

Don’t forget, you will also need to order a pocket
clamp (6119 - see acrylic fabrication 1).

B E S P O K E  L I T E R AT U R E  H O L D E R S ,  S H E LV E S ,  S H O E  H O L D E R S  A N D  P O S T E R  P O C K E T S  AVA I L A B L E



Easi Fix projection flag extrusion: EF3
Recommended with 6533/SA flush mounts –
see Sign Connections page 1.
Code: EF3
Finishes: SA

Endcaps
EF1-1

Aluminium

EF2-1
Acrylic

EF4-1
Acrylic

‘Bus stop’ mount for EF2
Suitable for projecting and floor and
ceiling applications using EF2.

Code: EF2-2
Finishes: Regal silver

‘Bus stop’ mount for EF1
Bracket suitable for projecting signs
using EF1.

Code: EF1-2
Finishes: Regal silver

Oval base for EF22
Heavy mild steel base, 400 x 300mm.

Code: EF22-5
Finshes: Powder coated regal

silver
Maximum height 1.8M

E A S I  F I X

2

Silver anodised
Finish code SA

EASI FIX

Wall mount flexiboard system: EF7
Custom design your display. Choose the size you want and 
we'll supply acrylics, backboard (which can be
printed) and mitre the corners – contact sales.
Code: EF7   Finishes: SA

Easi Fix standard frames
Code: EFA4 (A4)
Code: EFA3 (A3)
Code: EFA2 (A2)
Code: EFA1 (A1)
Code: EFA0 (A0)  Bespoke sizes also available.

T I P :  G I V E  Y O U R  S C R E W  F I X I N G S  A  P R O F E S S I O N A L  F I N I S H  W I T H  6 5 3 3 / S A  F L U S H  M O U N T S

Key for removing graphics
Essential tool for safely removing panels from all
the extrusions. For use with all pockets and panels.
Code: EFK

Easi Fix standard frame

Projection flag using EF3

Wallmount flexiboard using EF7

Round base for EF11
Heavy mild steel base, 350mm diameter. 

Code: EF11-5
Finshes: Powder coated regal

silver
Maximum height 1.8M

Square base for EF44
Heavy mild steel base, 350 x 350mm.

Code: EF44-5
Finshes: Powder coated regal

silver
Maximum height 1.8M

Ceiling mount for EF4
Allows EF4 extrusion to be ceiling
mounted.

Code: EF4-8
Size: 100 x 100mm

Finishes: Powder coated regal silver

EF22-1
Acrylic

EF11-1
Aluminium

EF44-1
Acrylic

Wall mount kit for EF1
Pair of wall mount components suitable
for use with EF1 extrusion.

Code: EF1-4
Finishes: SA

Wall mount using EF1 slimline

‘Bus stop’ using EF2 slimline
6533/SA





E L E M E N TS : S I G N AG E  P RO D U C T  E SS E N T I A L S

The Elements range provides what many of our
customers - especially trade customers - require on a
day-to-day basis: high quality sign and display
components at straightforward, low prices. These
essential kits and components are manufactured with
care in the UK and supplied direct, so there are no long
distance shipping costs and they are readily available.

● High quality fittings optimised for the trade
● Advanced aluminium component technology 

combining lightness with strength
● Superb etched satin component finish
● Manufactured to ISO 9001- 2009 quality standard
● Available from stock with fast delivery



E L E M E N TS : S I G N AG E  P RO D U C T  E SS E N T I A L S

2

6mm shelf support
For up to 6mm shelf.
Complete with nylon tip grub screw.

Code: 1010 ES

Twin 6mm shelf support
For up to 6mm shelf.
Complete with nylon tip grub screw.

Code: 1026 ES

Large sign standoff
25mm ø x 20mm standoff. Panel thickness up
to 10mm. 
Panel requires a 12mm ø hole.

Code: 1024 ES

6mm panel hanging kit
For up to 6mm panel.
Comprises: 2 metres of cable, unigrip,
fixing screw and allen key.

Code: 1004 ES

6mm panel grip
For up to 6mm panel.

Code: 1066 ES

Twin 6mm panel grip
For up to 6mm panel.

Code: 1068 ES

Wall mount 6mm panel grip
Side grip for up to 6mm panel.

Code: 1022 ES

Small sign standoff
14mm ø x 20mm standoff. Panel thickness
up to 10mm. 
Panel requires a 10mm ø hole.

Code: 1023 ES

ELEMENTS

Wall mount 3mm panel grip
Side grip for up to 3mm panel.

Code: 1020ES

Twin 3mm panel grip
For up to 3mm panel.

Code: 1012 ES

3mm panel grip
For up to 3mm panel.

Code: 1011 ES

3mm panel hanging kit
For up to 3mm panel.
Comprises: 2 metres of cable, unigrip, fixing screw and
allen key.

Code: 1003 ES

Floor to ceiling 1.5mm cable kit
Comprises: 4 metres of cable, fixing screws, tension
spring and allen key.

Code: 1000 ES

Wall to wall 1.5mm cable kit
Comprises: 4 metres of cable, fixing screws,
tension spring and allen key.

Code: 1005 ES

Elements sample box
With a product this stylish, you’ll want to
show your customers. The full Elements range
is neatly packaged and available in an
unbranded sample box.



E L E M E N TS : S I G N AG E  P RO D U C T  E SS E N T I A L S
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A5 portrait acrylic poster pocket
Code: 1100

A5 landscape acrylic poster pocket
Code: 1103

A4 portrait acrylic poster pocket
Code: 1101

A4 landscape acrylic poster pocket
Code: 1104

A3 portrait acrylic poster pocket
Code: 1102

A3 landscape acrylic poster pocket
Code: 1105

A2 portrait acrylic poster pocket
Code: 1106

A2 landscape acrylic poster pocket
Code: 1108

A1 portrait acrylic poster pocket
Code: 1107

A1 landscape acrylic poster pocket
Code: 1109

Pocket clamp
Code: 1119

16 x A5 display kit
Kit includes cables, panel grips and sixteen A5
portrait pockets.

Code: WEB-A5E16

4 x A4 display kit
Kit includes cables, panel grips and four A4 portrait pockets.

Code: WEB-A4E

9 x A4 display kit
Kit includes cables, panel grips and nine A4 portrait
pockets.

Code: WEB-A4E9

3 x A3 display kit
Kit includes cables, panel grips and three A3 portrait pockets.

Code: WEB-A3E

2 x A2 display kit
Kit includes cables, panel grips and two A2 portrait pockets.

Code: WEB-A2E

Aluminium or brass?
Customers may often ask which is better. Many equate 
the heavier weight of brass with quality. The truth is,
aluminium is exceptionally strong and the material is
consistent all the way through. It is easier to post and can
be recycled time and time again.

ELEMENTS



There is no need to get too complicated when
describing Albion Retail Interiors. Just one word
sums it up – ‘Wow!’

If we can stop people in a retail space, excite,
inspire and motivate them to browse, try and
buy, we’ve done our job. It’s what big store
names and major retail designers increasingly rely
on us for, which is why Albion Retail Interiors is
one of the UK’s fastest-growing providers of
distinctive store fittings and displays.

Built around our company’s core manufacturing
capability in timber, metal and acrylics, Albion
Retail Interiors delivers complete projects from
initial briefing to final handover, including design,
project management, installation, checking and
quality assurance, not just here but overseas too. 

Projects can be on any scale, from national roll-
outs to modest one-offs. What they all have in
common is craftsmanship, flair and experience,
carefully integrated to take full advantage of the
power of the multi-faceted brand.

A L B I O N  R E T A I L  I N T E R I O R S



A L B I O N  R E T A I L  I N T E R I O R S

...they did the whole
project from design to
installation. First class
throughout, no
hesitation in
recommending them."  
Alan Hilditch - Satchells Estate Agents

“



V I S I T I N G  A L B I O N

We are always pleased to welcome visitors to our
headquarters in Bedfordshire. To arrange a tour of the
manufacturing centre, including our recently refurbished
showroom, please contact our sales team. 

The map above shows the usual approaches for those travelling by car, train or air.
We are located in Gosforth Close, Middlefield Industrial Estate, Sandy SG19 1RB.
The main A1 trunk road runs past Sandy, offering easy access to the rest of the UK
road network. Sandy rail station in on the East Coast Main Line, terminating in
London at King's Cross. Both Stansted and Luton Airports are within easy reach.

The service was friendly

and efficient. We are

very satisfied with the

quality and finish”

“

IF USING A SATELLITE
NAVIGATION SYSTEM
TO LOCATE ALBION,
PLEASE ENTER THE
POSTCODE SG19 1RB
(GOSFORTH CLOSE)



1. INTERPRETATION
In these conditions:-
“Buyer” means the person who accepts a quotation of the Seller for the sale of the Goods or whose order for the Goods is accepted by the Seller.
“Goods” means the goods (including any instalment of the goods or any parts for them) which the Seller is to supply in accordance with these
conditions.
“Seller” means Albion Design & Fabrication Limited of Units 4-16 Gosforth Close, Middlefield Industrial Estate, Sandy, Bedfordshire, SG19 1RB,
registered in England and Wales under Company Number 2359474.
“Conditions” means these standard terms and conditions of sale and (unless the context otherwise requires) includes any special terms and conditions
agreed in writing between the Buyer and the Seller.
“Contract” means the contract for the sale and purchase of the Goods.
“Writing” includes facsimile transmission and e-mail.

2. BASIS OF THE SALE
2.1 These Conditions shall apply to all contracts for the supply of Goods by the Seller to the Buyer to the exclusion of any terms and/or conditions
contained in any order or other communication from the Buyer which are inconsistent with these Conditions.
2.2 Any quotation given by the Seller shall constitute an invitation to the Buyer to place an order only and no contract binding on the Seller shall
come into existence until the Seller’s acceptance of the Buyer’s order in writing or otherwise.  Any quotation given shall remain valid for 28 days only
and shall thereafter be subject to written confirmation by the Seller.
2.3 No variation to these Conditions shall be binding unless agreed in writing between the authorised representatives of the Buyer and the Seller.
2.4 No representation concerning the Goods made by the Seller’s employees or agents shall be binding on the Seller unless confirmed by the Seller
in writing.  In entering into the contract the Buyer acknowledges that it does not rely on, and waives any claim for breach of, any representations which
are not so confirmed.

3. ORDERS AND SPECIFICATIONS
3.1 No order submitted by the Buyer shall be deemed to be accepted by the Seller unless and until confirmed in writing by the Seller’s authorised
representative or delivery of the goods.
3.2 It shall be the responsibility of the Buyer to ensure the accuracy of the terms of any order including any applicable specification submitted by the
Buyer and to give the Seller any necessary information relating to the Goods within sufficient time to enable it to perform its obligations under the
contract.
3.3 If the Goods are to be manufactured or any process is to be applied to the Goods by the Seller in accordance with any specification submitted by
the Buyer, the Buyer shall indemnify the Seller against all loss, damages, costs and expenses awarded against or incurred paid or agreed to be paid by
the Seller in settlement of any claim for infringement of any patent, copyright, design, trademark or other industrial or intellectual property rights of
any person which results from the Seller’s use of the Buyer’s specification.
3.4 The Seller reserves the right to make any changes in the specification of the Goods which are required to conform with any applicable safety or
other statutory requirements or where the Goods are to be supplied to the Seller’s specification, which do not materially affect their quality or
performance.
3.5 No order may be cancelled by the Buyer without the written consent of the Seller which shall only be given on terms that the Buyer shall
indemnify the Seller in full against all loss, (including loss of profit), costs (including the cost of all labour and materials used), damages, charges and
expenses incurred by the Seller as a result of such cancellation.
3.6 All orders are subject to a minimum invoice value of £20.00 exclusive of V.A.T.

4. PRICE AND PAYMENT
4.1 The price of the Goods shall be the price ruling at the date of despatch and shall be exclusive of V.A.T. and delivery charges.
4.2 In respect of non-account customers pro-forma invoice will be rendered prior to delivery and payment will be due against such invoice.  Payment
will be due from account customers before the end of the month following the month of invoice.
4.3 The Seller reserves the right to charge interest on any sum which remains outstanding after the due date at the rate of 4% per annum above the
base rate of Barclays Bank PLC from time to time to accrue daily from the due date until payment.

5. DELIVERY
5.1 Delivery of the Goods shall be made:
a) in the event of the Seller arranging delivery, by the Seller delivering the Goods to the Buyer’s premises or to some other agreed delivery address;
or
b) in the event of the Buyer arranging delivery, upon collection of the Goods by the Buyer or the Buyer’s nominated carrier or agent from the Seller’s
premises.
5.2 Unless otherwise expressly agreed in writing by the Seller, the Goods shall be deemed to have been accepted by the Buyer upon delivery.
5.3 All Goods specified in a delivery or consignment note shall be deemed to have been delivered in good condition unless the Buyer shall notify
the Seller in writing of any damage or short delivery within five days of the actual date of delivery and the Seller shall not be liable for any claim for
damage to the Goods unless such notification is received.
5.4 The Seller will use all reasonable endeavours to procure delivery of the Goods on or before any date of delivery quoted but time of delivery
shall be an estimate only and shall not be of the essence of the contract and Seller shall not be liable for any loss or damage whatsoever arising
directly or indirectly from any failure to deliver on such date.
5.5 The Seller expressly reserves the right to deliver Goods by instalments and furthermore to suspend deliveries of Goods to the Buyer and/or to
terminate without liability in the event of any failure by the Buyer to comply with any of these Conditions.
5.6 If the Buyer fails to take delivery of the Goods at the time stated for delivery then the Seller may, without prejudice to any other right or remedy
available to it, either store the Goods until actual delivery and charge the Buyer for the reasonable cost of such storage and for insurance of the
Goods or sell the Goods at the best price readily obtainable and charge the Buyer for any shortfall below the contract price.

6. RISK AND PROPERTY
6.1 Until all payments due from the Buyer to the Seller have been received in full the Buyer shall hold the Goods in a fiduciary capacity as bailee for
the Seller and:
(i) legal and beneficial ownership of the Goods shall remain with the Seller and the Buyer shall store the Goods in such manner that they are clearly
identifiable as the property of the Seller and as against any unpaid invoices of the Seller: and
(ii) the Seller reserves the right to dispose of the Goods and to retake possession thereof at any time and for that purpose may by its servants or
agents enter upon any land or premises occupied by the Buyer: and
(iii) without prejudice to the above the Buyer shall be entitled to sell the Goods in the normal course of business provided that if so required by the
Seller any proceeds of sale or otherwise (including insurance proceeds) received shall be held separately on behalf of the Seller in an account
opened for such purpose and the Buyer shall have a fiduciary duty to account to the Seller for such proceeds to the extent of its indebtedness to the
Seller.
6.2 Not withstanding the foregoing, risk in the Goods will pass to the Buyer on delivery as defined in clause 5.1 above.

7. WARRANTY
7.1 Subject to payment for the Goods having been made in full the Seller warrants that the Goods will correspond with any agreed specification and
will be free from defects caused by reason of faulty materials or workmanship for a period of 30 days from the date of delivery and in the event of
any such defects arising during such period the Seller will repair such defects or replace defective Goods free of charge. The Seller gives no warranty
that the Goods will be fit for any particular purpose unless specifically agreed by the Seller in writing.
7.2 All statements or representations as to weight, dimension, description or design and constitution of materials whether contained in catalogues,
advertisements, photographs or drawings or any other verbal or written representation or statement are approximate only unless otherwise
specifically agreed by the Seller in writing. The Seller shall not be liable for any failure of the Goods to correspond with description or sample nor
shall the Buyer be entitled to reject the Goods or treat the contract as repudiated unless such failures shall adversely affect the Buyer to a material
degree.
7.3 No warranty is given in respect of defects arising by reason of the misuse of any Goods within the warranty period or thereafter.
7.4 Save as expressly provided in these Conditions the Seller excludes all warranties and conditions, express or implied by law or otherwise, with
respect to the Goods and the Seller shall not be liable to the Buyer for any loss or damage whatsoever (including without prejudice to the generality
of the foregoing any liability in contract negligence or any other tort for any indirect consequential or economic loss or for loss of profit or
opportunity of any kind) arising directly or indirectly in connection with the contract, the Goods or otherwise except insofar as any exclusion or
limitation of the Seller’s liability hereunder is prohibited void or unenforceable by law.

8. FORCE MAJEURE
8.1 The Seller reserves the right to postpone delivery of the Goods or to cancel the contract by notice to the Buyer at any time and shall not be liable
to the Buyer or be deemed to be in breach of the contract if for any cause beyond its control (including strikes, lockouts or other industrial actions or
trade disputes whether involving the Seller’s employees or otherwise) it is hindered or prevented from obtaining or supplying the Goods or delivery
to the Buyer.

9. COPYRIGHT AND INTELLECTUAL PROPERTY
9.1 All copyright, letters patent, registered designs and other intellectual property rights in any tools or patterns manufactured by the Seller for the
Buyer or resulting from any design or other work carried out by the Seller in the course of performing its obligations under the order shall vest
exclusively in the Seller.  All tools and patterns shall be retained by the Seller and the Seller undertakes to keep the same in good condition and to
use the same solely on the Buyer’s orders.

10. INSOLVENCY OF BUYER
10.1 If the Buyer shall commit any breach of the contract or (being an individual) have no reasonable prospect of being able to pay his debts or at
any time appear to be unable to pay his debts or if an application is made to the court for an interim order in relation to the Buyer or a proposal is
made for a voluntary arrangement in relation to him or a petition is presented for a bankruptcy order to be made against the Buyer or if the Buyer
(being a limited company) shall go into liquidation (other than a voluntary liquidation for the purpose of amalgamation or reconstruction only) or
have a receiver or administrative receiver appointed or all or any part of its undertaking or assets or a proposal is made in accordance with section 1
of the Insolvency Act 1986 for a voluntary arrangement or a petition is presented to the court for an administration order to be made in relation to
the Buyer, then the Seller may without any liability to the Buyer suspend or determine the contract or any unfulfilled part thereof and stop any Goods
in transit, without prejudice to any other right or remedy which the Seller may lawfully enforce or exercise against the Buyer, and the price of any
Goods delivered to the Buyer and not paid for shall become immediately due and payable notwithstanding any previous agreement to the contrary.

11. GOVERNING LAW
11.1 These Conditions and any contract between the Buyer and the Seller incorporating these Conditions shall be governed by and construed
exclusively in accordance with English Law and the parties hereby submit themselves to the jurisdiction of the English Courts.

12. RETURNS AND REFUNDS
This is in addition to your statutory rights.
In the event of incorrect or damaged goods being delivered these may be returned for refund or replacement subject to notification within 7
working days of delivery, and obtaining a Customer Returned Goods Note (CRGN) number from our sales department. To obtain a CRGN number
contact our sales department on + 44 (0)1767-692313 (option 1) or e-mail info@albion-manufacturing.com with reason for return.
Incorrect goods must be returned in “as new” condition in original packaging.
A restocking charge may apply for return of incorrectly ordered goods.
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Taking a wider view of Albion

Adopting a flexible approach to design and manufacturing enables us to offer
our customers an unusually broad capability in both standard and custom
products, using a variety of materials. Here are some examples:

Acrylic fabrication is an essential aspect of the company's high quality
approach to display systems and can also add an important dimension to
many custom designs. Frequently, such projects combine all of the above
fabrication techniques as our customers utilize a multi-skilled resource that has
a reputation for providing the answers that others find too challenging.

Metal fabrication at Albion extends considerably beyond our
component catalogue to include an extensive portfolio of queuing
products, such as belt and rope barriers, fixed beam systems and
accessories, used in the retail, corporate and public sectors. Standard
ranges and custom design and manufacturing are both available. AV
mounts for projectors and screens are also produced in-house.

Timber fabrication is central to the creation of bespoke marketing suites for
housing developments. Albion works with some of the UK's leading
developers on projects that typically embrace freestanding furniture,
cabinetry and displays. Our craftspeople also apply their expertise to the
production of furniture for professional audio visual applications, marketed
under the Albion AV brand.

Images in this ordering guide are not necessarily shown to scale, or in proportion to each other. E&OE. Specifications and prices are subject to change without prior notification.
Elements® and System-AV® are registered trademarks of Albion Design & Fabrication Limited. The Albion device is a trademark of Albion Design & Fabrication Limited.
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