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Steel Utility Fence Panel

The durability and strength of hot dip galvanised tubular steel with

"™ sharp spears make The Chiefs panel range ideal for industrial and

commercial security applications. Choose from flat top in the shorter
panels or rod top in the taller panels for a strong hard wearing panel

for walkways and cycle paths.

Available ex-stock in hot dip galvanised (NZS 4680) finish or

black powder coated over a hot dipped panel.

Design Details

Details
Spear Top or Rod top options in the +1.7m high panels.
Flat top in the 1.2m, 1.5m and 1.8m panels.

Supplied with brackets and anti-tamper bolts.

Applications

+ Security Fencing with spear top
+ School fencing with flat or rod top

+ Swing, Slide and Cantilever gates
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DESIGN GUIDE 2023

Height A B 1.7

1.8m 190mm 1390mm Flat Top

Height A B Cc 1.7/2.0
1.8m 200mm 190mm 1190mm  Spear Top
2.1Tm 200mm 390mm 1290mm  Spear Top
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Specifications - -
= =
Rails: HDG Steel 40 x 40mm Square
s §
Pickets: HDG Steel 16mm Round
Fixings: HDG Steel brackets and anti-tamper bolts
Dimensions
Post to post 2295mm (includes 19mm clearance)
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Height A B 1.2/1.5 Height A B Cc 1.7/2.0
1.2m 1060mm 100mm Flat Top 1.7m 100mm 190mm  1190mm  Rod Top
1.5m 1360mm 100mm Flat Top 2.0m 100mm 390mm  1290mm  Rod Top
Post to post 2295mm (includes 19mm clearance) Post to post 2295mm (includes 179mm clearance)
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