
PRODUCT CODE :

358DV-22x36

MATERIAL :

HDG Rigid Wire 4mm Dia

FINISH :

Hot Dip Galvanised

SHEET WEIGHT :

10.5 kg/m2

FIXINGS SUPPLIED :

Mesh Clips

Security Screws and Nuts

Bolt on Brackets and Rails

Closer Plates

Spike Razor Top (optional)

RECOMMENDED POST :

Steel 75 SHS x 3.0mm

T H E  M E T A L L I C A
358DV High Security Anti-scale 

Welded Mesh Panel with Bolt on 

Brackets

RAIL BRACKET DETAIL

INGROUND POST
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CONNECTION DETAIL
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Post to post 2155 mm MIN; 2165 mm MAX 

 Post centres (SHS 75): 2230 mm MIN; 2240 mm MAX

M8 STS 7.3mm ∅ holes
required in post 

Rail Bracket

Mesh clips with security 
screws and nuts

358DV Mesh 17
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Rail Length 2130mm

FLANGE POST
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Post Size: 75mm

Flange Thickness: 10mm
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75 X 5 mm Closer plate
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75 X 5 mm Closer Plate

Spike Razor Top (Optional)

Rail Bracket

Rail

M10 x 30 Coach bolt 
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RAIL END DETAIL


