
 

RS3 Grille Installation Instructions 

*Bumper should be removed at this point 

 

1. We recommend laying the bumper with the front facing down for working purposes 
2. Begin by removing the lower splitter. There is one T25 torx in the middle and one on 

either side (total 2). Remove the plastic end pieces. Once these three screws are out, 
remove the piece starting at sides and working toward the middle. 
 

 
 

 



 
 
3. With this piece removed, you will now remove the lower air dam. First remove the phillips 
screws holding it in, then gently unsnap the piece from the bumper. These screws will not be 
re-used on the new grille, so store them somewhere safe.  
 

 
 
 



4. You are now ready to remove the OEM grille. There are 6 T25 screws holding the OEM 
grille in (3 on either side). Remove these, then gently unsnap the grille from the bumper. 
We recommend unsnapping the bottom portion, then moving to each of the sides. It 
should look like the following picture when you are finished. Use this picture for reference 
when unsnapping the tabs. 
 

 
 

5. Installation is the reverse of removal, and the new grille will snap into the same tabs. 
There are also clips to mount the washer line. For those with park distance sensors, we 
recommend installing and starting the car before you bolt down the front bumper to 
ensure that the sensors are mounted properly so as not to cause false reads. We have 
found the best results by removing the rubber o-ring from the front of the sensor, which 
allows it to be pushed further into the grille. It is very important that the sensor body is 
seated fully into the slots so that the sensor has a wide enough view. Please use the 
pictures below as a reference point for sensor location.



 
 



 
6. If you are using the included S3 badge adapter, clip the badge before installing the 

bumper. Once you are satisfied with the badge placement, we recommend putting a 
small dab of glue on the holder to keep it from moving. 
 
 
 


