
Weight
Dimensions

Product type

Input impedance
Output impedance

Frequency response
Total harmonic distortion

Maximum input level
PAD

0.2 kg,  0.44 lbs
43.5  x 93 x 78.5 mm
1.7    x 3.6  x 3.1   in
Passive device equipped 
with Carnhill transformer 
Balanced 3K Ohms   
Unbalanced 10k Ohms  
20Hz to 20kHz 
0.01% at 1kHz 
+24 dBu 
-9dB 

Congratulations and thank you for purchasing the z101. 
This Passive Re-Amplifier was designed to inspire you and elevate the quality of your 
recordings and to make it possible to reach your sonic goals faster and with ease. 
We really went out of our way to bring you this highly refined quality and extremely 
clean Swedish design using only the highest quality components available. 
As any other of our devices , this one requires very little care and just a little bit of 
attention to our recommendations regarding maintenance. Please spend a 
couple of minutes to read this manual so you can get the most out of the 
product. Remember and implement these few recommendations for handling 
the product and you will be able to operate it and enjoy it for many years to come.  
The choice we made for the z101 production was incorporating a light shielded 
design due to sonic superiority of frequency response and openness in the top 
end spectra of the sonic landscape. There is a trade off with this open design 
where it can be more sensitive to external interference. Do not place the unit 
close to other electronic products that might radiate from their transformers, 
witch will cause hum and crackling noise due to the open design of our light 
shielded components inside this passive Re-Amplifier. At extreme gain settings 
on devices placed later on in the signal chain interference will get amplified and 
bring up unwanted noise. If you need this specific function but in a more high 
gain style of music recordings we recommend that you look into our other 
products that are designed specifically for that purpose. 

We hope you’ll enjoy this product just as much as we enjoyed 
designing and making it

SAFETY INFORMATION
- Pollution Degree 2
- Maximum Relative Humidity: <80%
- Operation temperature range: 10 °C to 35 °C
- Ordinary Protection: This equipment should 
  not be exposed to dripping or splashing.
- Avoid placing objects filled with liquids, 
  such as vases or glasses, on this equipment.
- Storage and transportation temperature 
  range –25 °C to 45 °C
- Equipment suitable for continuous operation

This product complies with the 
(2012/19/EU) WEEE Directive. The affixed 
product label indicates that you must not 
discard this electrical/electronic 
product in domestic household waste.

No user serviceable parts inside Refer 
all servicing to qualified service personnel. 

By affixing the CE marking to a product,
a manufacturer declares that the product
 meets all the legal requirementsfor CE 
marking and can be sold throughout the EEA. 

Keep away from rain or moisture. 
No dripping or splashing. 
No objects filled with liquids 
should be placed on or near the product.Visit www.zutagroup.com

for more information and
to register. Warranty void if
not registered within 14
days of original purchase

Meta4 AB, Datavägen 25
436  32   ASKIM,  Sweden-5
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DAW
GROUND LIFT reduces or eliminates ground 
related noise arising from ground loops.
BALANCED INPUT The XLR connector that 
supports balanced or unbalanced line level 
signal. The signal is typically fed from the 
output of a recording device or mixing console.
+9dB If the output signal is too low for the next 
stage you can use this function to give it 
an additional boost.

OUTPUT LEVEL fine tunes the level of your 
output signal
HI-Z/10 KΩ is an output jack socket. Standard 
connector for ¼” audio jack, instrument level 
INVERT PHASE Reverses the polarity of the 
output signal for 180°.
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