
Part Number CCT (Kelvin) Power Consumption Luminous Flux Voltage Viewing Angle Weight Dimension

5000K SMD 5730 / 36 LEDs 2,160lm 12V DC 120° 1.98 lbs. 23'' x 1'' x 1-1/4''

5000K SMD 5730 / 48 LEDs 2,880lm 12V DC 120° 2.76 lbs. 36'' x 1'' x 1-1/4''

5000K SMD 5730 / 72 LEDs 4,320lm 12V DC 120° 3.53 lbs. 48'' x 1'' x 1-1/4''

LED Type / PCS
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LED LINEAR LIGHT

5000K SMD 5730 / 96 LEDs 5,760lm 12V DC 120° 5.08 lbs. 72'' x 1'' x 1-1/4''

Highly Effective Projection Lighting

Ultra Bright 5730 SMD LED Technology

Designed for Indoor/Outdoor Use

Rated IP68 for Dry and Damp Locations

Heavy Duty Glass Cover Protection
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AC POWER

Model:

Input:

Output:

MDS27760-12

100~277V AC 50/60Hz

12V DC 5A, 60W  MAX 

Class 2 Power Supply

LED POWER SUPPLY

For Dry, Damp and Wet Locations

UL 879 Standard

UL 1310 Standard

San Jose, CA. 95112  USA

www.maxbriteled.com
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Made in China

12V DC OUTPUT

Drive Series

12V DC

WIRING DIAGRAM

Output (W) 30W 40W 45W 60W

Model
Specific

Info

24” (18W) 1 1 2 2

36” (24W) 1 1 1 2

48” (36W) 0 0 1 1

72” (48W) 0 0 0 1

30ft 50ft 75ft 100ft

INSTALLATION
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