
Instructions

EUCLID KILNS

Euclid’s Elements

Standard Die Operation

Loosen the die ring bolts and insert a 
die with rubber mask, positioned to 
expose the desired shape. 
If the die ring has been 
removed and is being reattached, 
be sure to mount the ring so that the 
“F” sticker is at the front.   Note: For 
very small extrusions, it can be beneficial to 
extrude without using the mask - to minimize 
extruding effort. Tighten the die ring bolts.  
Do not over-tighten.  Fill the barrel with soft clay, insert the 
plunger into the barrel and pull down on the lever. Continue 
extruding until the arm is low.  Raise the arm, remove the pin, 
raise the arm higher and insert the pin through the lower holes. 
Continue extruding until the arm is low again.  To refill, raise 
the arm, remove the pin, lower the arm a little, insert the pin 
through the lower holes, raise the arm and remove the plunger 
from the barrel.  Refill with clay.    

Remove the Z-brace nut and 
washer.  Slide the hollow die 
centre over the Z-brace bolt so 
that the die slit fits 
onto the Z-brace.  
Replace the washer
and secure in place 
by tightening the nut.  
Fit assembly into the Z-groove on the face of the die.  Position 
the completely assembled hollow die under the extruding 
barrel with the Z-brace facing up.  Secure in place by tighten-
ing the die ring. Follow “Standard Die Operation” instructions 
to extrude. 

Mount the extruder on a sturdy
wall using the lag bolts or concrete 
anchors supplied so that the top 
is 50” - 60” above the floor (allow
32” free space above for lever arm 
movement). If using concrete 
anchors, drill a 3/8” hole, insert the 
anchor and tighten.  
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Secure the plunger assembly to the 
upper plunger arm by inserting the 
plunger arm pin* through the upper-
most holes of each part. 

* 5/16” SAE washer and 5/16” X 2 3/4” plunger arm pin are
  supplied in a separate bag. 

Using Hollow Dies

Included with extruder: 
Z-brace, standard dies, mask  

Optional blank and hollow dies  
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