
EAF Bracket for Feathertouch Focusers

Starizona's  EAF Bracket  for  Feathertouch Focusers  allows you to  attach a  ZWO EAF
autofocus motor to a Feathertouch SCT MicroFocuser or a Feathertouch 2" Crayford
focuser.  The machined aluminum bracket provides a solid attachment of the EAF.

Included Parts

Bracket with Clamp Screw
Flexible Shaft Coupler
2.5mm Hex Wrench
1/16" Hex Wrench



Installation

Use the included 1/16" hex  wrench to remove both the brass  fine-focus  and black
coarse-focus  knobs  from  the  Feathertouch  Focuser.   Note  the  position  of  the  flat
surface on the brass collar.

Slide the larger opening on the shaft coupler over the brass collar on the focuser.  Lock
one of the set screws onto the flat surface of the focuser.  You can use the 2mm wrench
included with the EAF for these screws.



Slide the bracket over the silver portion of the Feathertouch focuser housing.  Do not
lock the clamp screw yet.  Rotate the bracket until one of the set screws on the shaft
coupler is accessible through the U-shaped cutout in the bracket.

Insert the EAF shaft into the coupler and lock one of the shaft coupler set screws onto
the flat on the EAF shaft.  Rotate the EAF motor until the second set screw is accessible
through the cutout and tighten that screw.

Now rotate the motor until the mounting holes line up with the holes in the flat plate
on the bracket.  You may have to slide the bracket back a bit to line up the flat plate and
front of the EAF motor.

Use two of the M4 socket heard screws included with the EAF to mount the motor to
the bracket.  Once the motor screws are tight, you can engage the clamp screw. on the
bracket with the included 2.5mm wrench.  It should be snug but not overly tight.


