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Chromaflect Chrome Paint 
Complete User and Application Guide 

(1.0 Last	revised	March	5	2021)	
 
 

GENERAL SAFETY, LIABILITY AND SUITABILITY 
 

Chromaflect is an advanced level, specialty paint.  This product is not suitable for all users.  Please only use this product if you are 
confident in your ability to closely read and follow instructions.  If the product is misused or instructions are not followed, there can 
be consequences to not only the user’s vehicle but the user as well.  Pay close attention to the required safety and spray equipment 
needed to properly apply the product.  Customer shall be solely responsible for making a final determination as to the suitability and 
compatibility of this product for Customer's intended use. Distributor takes zero responsibility or liability for the process, usage or end 
result of the products purchased.  Please test all materials and confirm your ability to properly install before applying to a vehicle. 
Please wear proper safety material and use in well ventilated areas.  Distributor will provide support and help as appropriate – but will 
supply zero refunds, replacements or financial support in the event of a failed installation.  Any and all end results are the sole 
responsibility of the end user. Please be aware that Chromaflect Paint in its current form has not yet completed long term exposure 
testing. It’s ability to be durable, resist UV exposure, hold up to the elements, etc. is still unproven so install at your own risk. A gloss 
topcoat is in the final phase of testing and should help remedy any existing vulnerabilities.  

 
 

GENERAL INFO AND EQUIPMENT 
 
 

Product System Components: 
 

- Chromaflect	pigment,	liquid	form.		Ready	to	spray	
 
Equipment Required for Application: 
 

Chromaflect can be applied via one of the following options.  As with any paint or coating, higher quality 
sprayers will produce a better end result. 
 
- DYC	Advanced	DipSprayer	System	
- HVLP/RP	spray	gun	(1.2	tip)	
 

Safety Equipment Required for Application: 
 

- Auto	Painting	Respirator	(Example	3M	07163)	
- Always	ensure	proper	air	flow	and	ventilation	during	the	use	of	any	sprayable	paints	or	coatings	
 

 
 
 

BASE COAT INFORMATION 
 
Base Coat Compatibilities: 
 

- Chromaflect	must	be	applied	over	a	gloss	surface	to	generate	a	true	Chrome	effect.		The	intensity	of	
the	Chrome,	the	reflections	of	the	Chrome,	the	clarity	of	the	Chrome	are	all	directly	dependent	on	the	
quality	of	the	gloss	base.	

- The	higher	the	gloss	level	of	the	base,	the	higher	the	gloss	level	of	the	Chrome.		Higher	gloss	levels	will	
produce	better	reflectivity,	shine,	clarity	and	depth.		Lower	level	gloss	bases	will	result	in	reduced	
shine,	reduced	clarity,	reduced	reflections.	

- The	quality	of	the	overall	Chrome	effect	is	also	directly	related	to	how	flat	and	smooth	the	base	is.		
Increased	texture	and	orange	peel	will	dramatically	reduce	the	Chrome	effect.	

- Professional	Install,	Best	Result:		Chromaflect	applied	over	fully	sanded	and	polished	AutoFlex	Gloss.	
- DIY	Install,	Moderate	Result:		Chromaflect	applied	over	Plasti	Dip	and	Glossy	DipPearl	TopCoat.	
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Base Coat Best Practices: 
 

- Ensure	the	base	is	perfectly	clean	of	all	contaminants,	dirt,	oil,	residue,	sanding	dust,	etc.		Wipe	with	
isopropyl	alcohol	and	a	clean	microfiber	towel	before	applying	first	coat	of	Chromaflect.	

 
 
 

MIXING CHROMAFLECT 
 

 
Mixing Instructions: 
 

- Simply	shake/blend	Chromaflect	thoroughly	before	pouring	into	gun	
- Ensure	to	pass	Chromaflect	through	a	cone	filter	as	it	passes	into	gun	cup	

 
 

 
 

SPRAYING CHROMAFLECT 
 

 
We always recommend applying full base coats and Chromaflect to a test panel before attempting a full vehicle for 
your first time.  Practice can go a long way towards avoiding mistakes. 
 
Spraying Chromaflect with the Advanced DipSprayer: 
 

- If	gun	was	used	for	base	coats,	flush	gun	multiple	times	with	Naphtha	thinner.		Disassemble	and	clean	
thoroughly.	

- Dial	in	your	gun	to	a	spray	fan	approximately	4-5”	tall	
- You	want	a	THIN,	LIGHT	spray	fan.		The	particle	size	needs	to	be	small,	creating	a	mist	
- Spray	Chromaflect	in	THIN,	LIGHT,	FAST	passes.		Do	not	attempt	to	wet	out	the	surface	
- Apply	3-4	light	coats	until	the	chrom	effect	as	become	solid.		Do	not	over	apply	
- Use	the	air	bleeding	from	the	gun	to	help	the	pigment	flash	quickly	after	each	coat	

 
Spraying Chromaflect with a HVLP/RP Sprayer: 
 

- 30-40	PSI	is	recommended,	but	PSI	can	be	adjusted	by	preference	if	desired	
- 1.2	tip	is	recommended	
- You	want	a	THIN,	LIGHT	spray	fan.		The	particle	size	needs	to	be	small,	creating	a	mist	
- Spray	Chromaflect	in	THIN,	LIGHT,	FAST	passes.		Do	not	attempt	to	wet	out	the	surface	
- Apply	3-4	light	coats	until	the	chrome	effect	as	become	solid.		Do	not	over	apply	
- Use	the	air	from	the	gun	to	help	the	pigment	flash	quickly	after	each	coat	

 
Chromaflect Dry Times: 
 

- The	pigment	will	dry	and	flash	quickly	
	

Chromaflect Best Practices and Troubleshooting: 
 

- You	must	apply	the	pigment	in	light	coats.		If	you	over-wet	the	surface,	or	apply	too	much,	it	will	result	
in	more	of	a	brushed	aluminum	look	vs	the	desired	chrome	effect.		Take	it	slow,	apply	it	lightly.	

- If	by	chance	you	make	a	mistake	and	ruin	a	panel,	Chromaflect	can	be	carefully	removed	but	lightly	
buffing	with	isopropyl	alcohol	and	a	soft	microfiber.		Use	gentle	pressure,	over	time	it	will	come	off.	
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CHROMAFLECT CLEANING AND AFTERCARE 

 
 

- No	not	seal,	wax,	polish	or	otherwise	apply	anything	on	top	of	Chromaflect	
- Hand	wash	the	surface	with	a	simple,	PH	neutral	wash.		Use	LIGHT	PRESSURE	with	a	soft	microfiber	

washing	mitt.		Too	much	pressure	or	friction	can	damage	the	chrome	surface.	
- Avoid	all	solvents	such	as	alcohol,	bug	removers,	tar	removers,	gasoline,	etc	
- If	applied	correctly,	Chromaflect	is	reasonably	durable.	Like	many	other	coatings	and	films	however,	it	

can	be	damaged.		Care	for	it	as	you	would	any	other	delicate	surface.			
 

LONG TERM TESTING 
 

- UV	testing	has	not	been	completed	yet	and	is	still	ongoing.	
- Long	Term	testing	has	not	been	completed	yet	and	is	still	ongoing.	

 
 

 
 
 


