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ICC-ES PMG Product Certificate PMG-1587 
Effective Date: September 2022 

 This listing is subject to re-examination in one year. 

www.icc-es-pmg.org | (800) 423-6587 | (562) 699-0543 A Subsidiary of the International Code Council® 

CSI: DIVISION: 22 00 00—PLUMBING 
Section: 22 40 00—Plumbing Fixtures 
Section: 22 09 00—Instrumentation and Control for Plumbing 

Product certification system: 

The ICC-ES product certification system includes testing samples taken from the market or supplier’s 
stock, or a combination of both, to verify compliance with applicable codes and standards.  The system 
also involves factory inspections, and assessment and surveillance of the supplier’s quality system. 

Product: EPA WaterSense – Lavatory Faucets 

Listee: Westover, Inc. 
13305 B Street 
Omaha, NE 68144 
www.artos.us.com  

Compliance with the following standards: 

EPA WaterSense High-Efficiency Lavatory Faucet Specification (V1.0) 

Identification: 

Lavatory Faucets shall be marked with: 

(a) The manufacturer’s recognized name, trademark, or other mark; or
(b) In the case of private labeling, the name, trademark, or other mark of the customer for whom the
fitting was manufactured.

Packaging shall be marked with: 
(a) the manufacturer’s recognized name, trademark, or other mark as well as the model number; or
(b) in the case of private labeling, the name, trademark, or other mark of the customer for whom the
fitting was manufactured as well as the model number.

The faucet and/or the faucet packaging shall be marked with the maximum flow rate in gpm and 
L/min and the EPA WaterSense logo.  

Marking shall be in gpm and L/min in two-digit resolutions (e.g., 1.5 gpm [5.7 L/min]). 

Installation: 

Plumbing Supply fittings shall be installed in accordance with the manufacturer's instructions and the 
applicable codes. 

http://www.icc-es-pmg.org/
http://www.artos.us.com/
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Models:  

 

Certification 
Date 

Brand Name Model Name Model Number Type Maximum 
Rated Flow 
Rate (gpm) 

9/14/20 Artos  CF521**1.2 Faucet 1.2 

9/14/20 Artos  F201-1** Faucet 1.2 

9/14/20 Artos  F201-2** Faucet 1.2 

9/14/20 Artos  F201-3** Faucet 1.2 

9/14/20 Artos  F201-4** Faucet 1.2 

9/14/20 Artos  F201-6** Faucet 1.2 

9/14/20 Artos  F201-7** Faucet 1.2 

9/14/20 Artos  F301-2** Faucet 1.2 

9/14/20 Artos  F301-3** Faucet 1.2 

9/14/20 Artos  F301-4** Faucet 1.2 

9/14/20 Artos  F301-6** Faucet 1.2 

9/14/20 Artos  F401-5** Faucet 1.2 

9/14/20 Artos  F401-6** Faucet 1.2 

9/14/20 Artos  F401-7** Faucet 1.2 

9/14/20 Artos  F501-3-1** Faucet 1.2 

9/14/20 Artos  F501-4-1** Faucet 1.2 

9/14/20 Artos  F501-5-1** Faucet 1.2 

9/14/20 Artos  F501-7-1** Faucet 1.2 

9/14/20 Artos  F501-8-1** Faucet 1.2 

9/14/20 Artos  F501-9-1** Faucet 1.2 

9/14/20 Artos  F501-32L** Faucet 1.2 

9/14/20 Artos  F701-1** Faucet 1.2 

9/14/20 Artos  F701-2** Faucet 1.2 

9/14/20 Artos  F701-3** Faucet 1.2 

9/14/20 Artos  F701-4** Faucet 1.2 

9/14/20 Artos  F701-5** Faucet 1.2 

9/14/20 Artos  F801-1** Faucet 1.2 

9/14/20 Artos  F801-2** Faucet 1.2 

9/14/20 Artos  F801-3** Faucet 1.2 

9/14/20 Artos  F801-5** Faucet 1.2 

9/14/20 Artos  F100133** Faucet 1.2 

9/14/20 Artos  FS034** Faucet 1.2 

9/14/20 Artos  FS035** Faucet 1.2 

9/14/20 Artos  FS307** Faucet 1.2 

9/14/20 Artos  FS308** Faucet 1.2 

9/14/20 Artos  FS309** Faucet 1.2 

9/14/20 Artos  FS310** Faucet 1.2 

 
** represents Finishes: 

BK = Black 
BN = Brushed Nickel 
CH = Chrome 

 
Conditions of listing: 
 

1. The products recognized in this listing must be installed in accordance with the manufacturer’s 
published installation instructions and the applicable codes. 

2. The products recognized in this listing are manufactured under a quality control program with 
annual surveillance inspections by ICC-ES. 


