
 

12 31 022 Replace generator

+ 12 31 673

Preparatory work

=> Removing and installing the rear-wheel stand special 
tool (motorcycles without centre stand) (Description in 
item: 46 52 510, Billed as a separate item) 

Removing crankshaft cover

Remove the screw from bore for locating pin

Locking crankshaft in TDC position.

Remove the front seat

Removing complete fuel-tank cover

Removing fuel tank

Removing side panel, left complete with engine spoiler

Disengaging selector rod

Disengaging pinion cover

Remove the left crankcase cover

Core activity 

(-) Removing stator  

   

  Remove the following components:

  Screw (1)

  Bracket (2)

  Rubber grommet (3)

  Screws (4)

  Stator (5)

(-) Removing rotor  

   

  Remove screw (1).

  Heat rotor (2) on the taper (arrow) and remove it with puller (No. 12 5 
522).

 Technical data

Release temperature
 

200 °C  
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(-) Cleaning rotor and crankshaft taper  

   

  Clean the contact faces (arrows) of rotor (1) and crankshaft taper (2).

 Fluids and lubricants

Brake cleaner Cleaner 83 19 2 154 
780

(-) Installing rotor  

 Applying adhesive to crankshaft taper

   

  Apply adhesive (1) as a single blob at a point midway along crankshaft 
taper (2).

 Fluids and lubricants

Loctite 648 Jointing compound 07 58 9 067 
732

   

  Push rotor (1) on to the taper and turn it 360 °.

  The adhesive is spread uniformly over the crankshaft taper and the 
contact face of the rotor.

  Wipe carefully with cloth (2) to remove all traces of excess adhesive.

 
  Install screw (1).

 Tightening torques

Rotor to crankshaft

M12 x 40 x 1.5 - 10.9 120 Nm
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(-) Installing stator  

   

  Install stator (5) and position it correctly.

  Install screws (4).

 Tightening torques

Stator to housing cover

M6 x 25 9 Nm
 

   

  Clean rubber grommet (3) and sealing face on engine cover.

  Apply sealant to the sealing face (arrow) of rubber grommet (3) and install 
the rubber grommet.

 Fluids and lubricants

Dow Corning Surface sealant 07 58 0 397 
777

  Set holder (2) in position and install screw (1).

Finishing work

Install the left crankcase cover

Securing pinion cover

Securing selector rod

Installing side panel, left, complete with engine spoiler

Installing fuel tank

Installing complete fuel-tank cover

Installing front seat
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Removing tool from crankshaft

Installing crankshaft cover

Installing screw in bore for locating pin

Final check of work performed
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