
GREATER ACOUSTIC FREEDOM 

A rather striking feature of the design is the acoustic  
lens on top of BeoLab 3. One advantage of the Acoustic Lens 

Technology is that it disperses the sound evenly in a 180 degree 
angle in front of the speaker allowing you to sit anywhere and 
still get a great sound experience. Creating such a big sound 
with such small loudspeakers was possible only by using a 

combination of Bang & Olufsen skills in the field of acoustics. The 
sides of the loudspeaker function as additional, passive speaker 
units and allow BeoLab 3 to move greater quantities of air than 
would otherwise be possible in such a small, compact cabinet.

BEOLAB 3
Impressive little numbers
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SPECIFICATIONS

Designer Placement options Weight

David Lewis Floor stand, Table stand, Wall bracket or Table ring 2.6 kg

Drivers Amplifiers

1 x ¾" tweeter (mounted in the Acoustic Lens)
1 x 4½" woofer
2 x 4½" passive radiators

1 x 125 watts, Class D ICEpower, treble
1 x 125 watts, Class D ICEpower, woofer

Customisation options

Aluminium cabinet

Black Dark grey White

Aluminium floor stand and table stand

Natural

Wall bracket and table ring

Black

FEATURES Acoustic Lens Technology (ALT)
The benefit of ALT is a 180-degree horizontal dispersion of the upper 
frequencies, leading to uniform sound characteristics in the area in front 
of the loudspeaker allowing you to place yourself more freely and still 
get an optimal experience.

Adaptive Bass Linearization (ABL)
Continuously adapts the bass response to the input signal, resulting in a 
significantly improved bass performance, without the risk of damaging 
the driver.

Room adaptation
A three-position switch controls the bass response of the speaker 
depending on the placement of the speaker in the room.

Thermal protection
The temperature of all driver units is constantly monitored to keep the 
speaker at top performance all the time.

Line sense 
Auto on/off - for connecting non-Bang & Olufsen equipment.

Connections
•   1 x Power Link (DIN)
•   1 x Line in (via Power Link adaptor)
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