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"Necessary service must be performed 
only by qualified technicians. Users
are not permitted to service this
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Cautions 

Explosive hazard—DO NOT use the 
OxyKnight Watch in environment 
with inflammable gas such as some 
ignitable anesthetic agents. 

DO NOT use the OxyKnight Watchwhile 
the user is under MRI or CT scanning. 
This device is NOT MRI Compatible. 

Warnings 
Discomfort or pain may occur if 
using the sensor of this device 
continuously on the same location 
for a long time, especially for the 
users with poor microcirculation. 

Misapplication of a SpO2 probe with 
excessive pressure for prolonged 

!The OxyKnight Watch must not be
 used together with devices and
 accessories not specified in the User
 Manual.

device.
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 periods can induce pressure injury.
!Place the SpO 2probe on the finger too
 tightly will cause venous pulse and
 effect blood circulation, and lead to
 interstitial edema, hypoxia and
 inaccurate measurement.
!Biocompatibility tests have been
 performed on all the applied parts.
 Hand eczema may occur. Some
 exceptional allergic users may get
 anaphylaxis. Stop using immediately
 and consult a doctor if you have any
 allergic reaction.
!For the individual users, there should
 be a more prudent inspecting in the
 placing process.
 The sensor cannot be placed on the
 edema and soft tissue.
!The local law should be followed when
 disposing of the expired device or its
 accessories.
!DO NOT operate in the environment
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!Please pay attention to the SpO 2probe
 cable and the USB cable to avoid
 strangulation and choking.

Attentions
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Declaration of Conformity 
  

  

 
      

     
      
    
   

        
  

     
     
       
     
      
    
     
    
       
     
 

The manufacturer hereby declares that 
this device complies with the following
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Figure 1 Front view

1. Working status indicator LED.

2. LCD display screen: Display measurement result, 

Perfusion Index, plethysmograph waveform, etc.

!"! #$$%&'&()%

!"#$%&$'%(
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3. Power on/off key “   

on/off the device 
    

 
   

 

   
 

    

    !"#$%& ' ("#)* +",& -"&.

5

Figure 3 Left side view

   

      
           

   

!" #$%& $'()* +(,,*+-('"

”: Press and hold to power

." /01'23,2 4('-5 /(,,*+- 63-0 -0* 
3,+789*9 :#; +1)7* -( 1 .< $(6*' 191$-*' (' 4/ -( 
+01'2* -0* %>?@,320- A1-+0



User Manual for OxyKnight Watch 
 

               3 

 
1.2 Product Name and Model 

Name: OxyKnight Watch 

 

1.3 Structure 

    
 

  

 Bluetooth connectivity (pair with the 
OxyKnight Watch App for report and alarm) 

    
  

 

  

 

  

   
  

 

Model: OK-10

It consists of main unit, SpO  
sensor and Bluetooth module.

! 
!

Lightweight, small in size and easy to wear; 
1.44 inch color LCD to display parameters 
and plethysmogram

Body activity recording and analysis 
function is available;

!

 
 

     
   

       
       

     
   

       
       

0 .1$23, *##3631*"'$%

1.4 Features

! 
! 
!
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2.1 Power Supply
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-(0 3#.230)(* +"# 15(.+)2(-6 2%&*#( /-+53-+)2( 
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and OxyKnight Watch is shown in figure 2.1.

 

Figure 2.1Oxyknight Watch with Finger sensor 
connected

3 Measure Oxygen Level and Pulse
 Rate

3.1 SpO 

! !"#$%"&' ()*$% +,(('-. /,0'#10" '0#20,3 

/&##$%-456789::3;25

! <=#$%"&' ()*$% +,(('- >)% ?2&%@0"@ A0& BCD 

?&/'$. #2$ ()*$% +),%?$ >%)3 BCD ?&/'$

+2),'E (%)E,?$ #2$ ?&(&?0#- )> 97 FG8H5I;5

 
!"# $%%&'()*($+, +- .+,,#.($+, */+,0 123! "#$%&'
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3. Wear the Watch on your left hand. 

4. Insert the finger (index finger is preferred, the 
nail should be not too long) into the probe until 
the fingernail tip rests against the stop at the 

  

  

1. Press and hold the power on/off key to turn on
 the device.

    
          
      
     
         
  

     
    

    

8" 9+((%7--*%:.;8.$+<%-+ -*% 7+((%7-+$= >
 +( -*% &6)% +1 -*% )%567%? -*% $%) <,6(26(@ ,6@*-
 1$+A -*% .$+<% 6()67'-%& ' &477%&&14,
 7+((%7-6+(" BC+-%D E*%( )6&7+((%7-6(@ -*%
 7+((%7-+$? <% &4$% .4,, +(,3 -*% *%') +1 -*%
 SpO2 7+((%7-+$F"

     
    

Rubber SpO2 Finger Sensor

!"#$%& '() *+,- +%./& 0.11&02".1

Head of the SpO2 connector
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                                                                   Fingertip sign 

 
 

 
The right placement of probe is as shown in 
figure3.3A. 

 

 
 

 
 

        
          

         

Note: If the index finger cannot be positioned 
correctly, or is not available, another finger can be 
used.

!"# $% &'! ()$*! +%,-.)!/0120 3#4.5& &'! %,"-!) 
&$ *! (678!# !9!"6: $" &'! ;,##6! *75! $% &'! 
5!"5$) +;7<! 5.)! &'! %,"-!) ,5 ," &'! ),-'&
($5,&,$"20

!

Figure 3.3A

Figure 3.2 Placement illustration
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The wrong placement of probe is as shown in 
figure3.33B/3.3C.

    

   

!
Figure 3.3C Not deep enough

!
Figure 3.3B Fingertip out
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!"#$$% &$'"#()*(+%,

 
 

! 923:; <$40& %/=& 4/6&47

!" #$% &'()$ *+,, '-(./'(+)',,0 1('2(
/%'1-2%/%3( +3 4 1%).351 *$%3 6+37%2 +1
+31%2(%5" #$% 5+18,'0 1)2%%3 +1 '1 1$.*3 +3
6+7-2% 9":" ;1%2 )'3 2%'5 ($% <',-%1 '35 <+%* 
($% *'<%6.2/ 6.2/ ($% 5+18,'0 1)2%%3"

!"#$%& '() *+,- .&/0$%"1# 02%&&1 3"0+4/5

 

   
!"#$%&

  !""#$ %&''()*
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! “%PI”: Perfusion index label; “2.0”: current
PI value.

! “ ”: Pulse beat icon.

! “ ”: Pulse strength bar-graph.
! The displayed waveform is plethysmogram.

! “: Data storage indicator, details see Section“ 
3.4.

! “ ”: Battery voltage icon.

! “       
     

        
         

         
        
 

Key Operation:
                    

Short press: press the key for less than 1 second

   

!"     
!"#$%&'(&)* +)% ,)-"% &*.&$/()%0

!"#$ %&'(() %&'(( *#+ ,"-+ .,' /'0 1"& "2'& 3 ('4"#+5

#$% &'(%)     !"#!$%&'( !" #$%#&" '( )*+!(, charging.

 %& I,('1'++ ,8-.6 $) 9<' A,('1'++ 
JH1*'9--9< 8-BB*.,829,-.K 1,.L ,+ +'9*> 
+*88'++)*11@F 9<' ,8-. A,11 3' /,+>12@'/ -. 9<' 
+8(''.4 ,) 9<' ,8-. ,+ )12+<,.;F ,9 B'2.+ /':,8' 
,+ 1--L,.; )-( >2,(,.;6 $) 9<'(' ,+ .- A,('1'++ 
,8-.F ,9 B'2.+ 9<' /':,8' ,+ .-9 8-.),;*('/ 
A,9< H1*'9--9<6
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          !" #$%& '$% ()*%%& +,(-./0 ,( 1&2 '$% ,&+,)/'1* ,( 

1334

3) During measuring, short press the power on/off 

key, then the device will enter power saving mode, 

turning off the backlight and turning on the power 

indicator.

Short press the power on/off key again, the power

indicator will turn off and device screen display will

turn on.

Activate the device during standby status:

When the device is in standby status, then short 
press power on/off key“ ” can exit from standby 
status.

3.2 Setting Menu
!"#$%& '(")* *+,& -)&'' *(& -".&) "/0"11 2&3 

4 5 *" &/*&) 6&/# 7&**+/8 79)&&/: ;' '("./ +/ 

1+8#)&<=>=
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Figure 3.7 
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 Date: set current date; 

 Time: set current time; 

 SpO2 alm Lo: set SpO2 low limit; Setting range: 

85%~100%, default setting:85%; 

 PR alm Lo: set pulse rate low limit; Setting 

range: 25bpm~99bpm, default setting:50bpm; 

 PR alm Hi: set pulse rate high limit; Setting 

range: 100bpm~250bpm, default setting: 

120bpm; 

 Alert: enable/disable the function of over-limit 

indication by vibration of the OxyKnight Watch, 

factory default is “off”. 

 Power saving: turn on/off the power saving 

mode, factory default is “on”. 

 Delete record: select “Delete record” and long 

press   “  ” key to enter into Deletion 

Confirmation screen. Then, select “Yes” with 
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key to enter into Default Setting screen. Then

select “Yes” with“     

and long pressing “ ” key to carry out the

 action of resuming all items to factory setting. 

  

           

           

         

       

         

          

       

        

         

 

        

 ! " #$% &'()*+ +,-$ .*$''/0 123 4)25

 .*$'',25 !  " #$% +) 61**% )7+ +($ 

     3$4$+,25 16+,)28

! 9$:174+; '$4$6+ !9$:174+" 123 4)25 .*$''" ! 

  " #$% &'()*+ +,-$ .*$''/0

"

!"#$ %"&&'#( )*"+,&')#-

<()*+ +,-$ .*$'' ! " +) -)@$ +($ 67*')* +) +($ 

,+$- %)7 2$$3 +) '$+0 123 4)25 .*$'' ! " +) 

16+,@1+$ +($ '$++,25 ,+$-0 +($2 '()*+ .*$'' ,+ +) 

-)3,:% +($ '$++,25 .1*1-$+$*A B$C+0 4)25 .*$'' 

! " +) 6)2:,*- +($ -)3,:,61+,)2 123 $C,+ :*)- 

+(,' '$++,25 ,+$-8 D+ 41'+0 -)@$ +($ '$++,25 ,+$- +) 

!EC,+ '$++,25" +) $C,+ :*)- +($ '$+7. -$278
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Figure 3.8 

 

 “14:52:48”: the current time. 

 “00:23:45”: the measuring duration up to now. 

 “V1.0.7.5”: the software version. 

 “UID 00125”: unique ID for the device. 

3.3 Body Movement Measurement

      

        

        

   

!"#$%&' ()" *+,-&%')( !#(.) #&/ 0#1%&' 

0"#23$"0"&(4 %5 ,63 $6(#(" ,63$ 7$%2(4 ()"& ()" 

2.$""& "&("$ %&(6 ()" (%0" %&/%.#(%&' 2.$""&4 #2 

2)67& %& 5%'3$" 89:9
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3.4 Additional Information

! During measurement, if the memory is full,

then icon “ ” appears on the screen, and 
the device will not store the following 
measured data again.

! If “ ” appears on the screen, it indicates
 that battery power is not enough, please
 charge the battery. If you keep on using it,
 after a while the OxyKnight Watch will be off.
!      
    
!        
  
!         
   
! Do not let anything block the emitting light
 from device.
! Using enamel or other makeup on the nail may
 affect the measuring accuracy.
!       
     

!/ %/+ ')<( '()*"#('(%+
 =>0?%$&.+ @)+2. $* 2.)#&$%&9

8.(% +.(

A7/$6 *.)<$%& -$%&(# )* 5/**$;1( )* 0/" 2)%
 6"#$%& '()*"#('(%+9

!/ %/+ 8#)5 8(+ -$%&(# /# 5"+ 8(+ -$%&(#
 6$#(2+10 $%+/ *(%*/#9

:- +.( -$#*+ #()6$%&* )55()# 8$+.
 51(+.0*'/&#)' C$##(&"1)# /# %/+ *'//+.D,

5//#
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 Wait for a while for the more values.
! The measurement records will not be lost, and
 the settings will not be changed if the power
 supply of the Oximeter is interrupted. After
 connecting the power again and turn on the
 Oximeter, it will resume to normal working.

4 Technical Specification

A. Display Mode: 1.44 inch color LED display
B. SpO2measurement
 Transducer: dual-wavelength LED
 LED wavelength:

Red light: 660nm, Infrared light: 905nm 
Maximal optical output power: less than 
2mW maximum average
Measuring range: 0~100%
Display range: 0~100%

Measuring accuracy: Arms value (defined in 
ISO 80601-2-61) is not greater than 3% for 
SpO 2range from 70% to 100%.
Data update: <10s
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Atmospheric pressure: 70kPa~106kPa
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The type of protection against electric shock: 
Internally powered equipment.

The degree of protection against electric 
shock: Type BF applied part.

The degree of protection against harmful 
ingress of liquids: IP22.

Electro-Magnetic Compatibility:

Group I, Class B

  

1. Main unit x 1

    

3. USB Charging Cable x 1

4. Quick guide x 1

! "#$%%&'&($)&*+

! "#$%&'( )&*+

=9 ;+,.#) G#,/') F E
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The service life (not a warranty) of this device is 5 

years. In order to ensure its long service life, please 

pay attention to the maintenance. 
 Please charge the device when low battery 

voltage indicator lightens. 

 Please clean the surface of the device before 

using. Use cloth with alcohol to wipe the 

device first, and then let it dry in air or wipe it 

dry. 

 There commended storage environment of 

the device: 
Ambient temperature: -4F~140F, relative 

humidity 10%~95%, atmospheric pressure: 

50kPa~107.4kPa. 

  

 

 
  

 

   
7.1 Maintenance
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8. Troubleshooting 
Trouble Possible Reason Solution 

 

The 
SpO2and 
Pulse 
Rate 
display 
instable 

 
1. The finger is 
not placed far 
enough inside. 
2. The finger is 
not wrapped 
correctly 

  
 

 
  

 
 

 

 
Cannot 
turn on the 
device 

1. Low battery 
voltage 
2. The device is 
malfunctioning. 

 
1. Please charging. 
2. Please contact 
the local service 
center. 

  1. Adjust your finger 
 1. Your finger is location properly. 
 out of proper 2. Make sure there is 

Fragmental 
SpO2 
waveform 

location in the 
probe. 
2. Blood flow in 
the finger blocked. 

no object may 
occlude the blood 
flow. 
3. Extreme 

 3. Extreme movement may 
cause 

 movement invalid measuring 
  result. 

 
 

1. Place the finger 
correctly inside and 
try again.
2. Wrap the finger 
properly and make 
the emitter focus 
on receiver
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Knowledge !"#
SpO2

A Common
            Measurement
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1 .Meaning of SpO2
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3. Factors affecting SpO 2measuring accuracy 
(interference reason)

! Intravascular dyes such as indocyanine green 
or methyleneblue.
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B Wristband Installation and Disassembly 
Introduction: 

Velcro Buckle 
Wristband  

 
 
 
 
 
 

 
 
 

 
 

   
 

 

  
   

  

 
 
 
 

    

  
 

Fig. A

Velcro!

Step 1: Insert the wristband to the OxyKnight 
Watch from one side to the other side, as shown in 
Fig. C.

Installation Procedure:

The other 
side of
Watch

Fig. B The side of the OxyKnight Watch

One side 
of Watch

Fig. C
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Watch before cleaning the wristband.

              

!"#$##%&'()* !"# $%&'#(( &) *%+(,-./0 0+(.((#1-23 
+( (+1+2.% ,& ,"# +/(,.22.,+&/ 1#,"&04 -5, *+," 
%#6#%(# $%&'#05%#7
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Symbol Description 

 
 
 
 

Symbols 
on 
the 

enclosure 

 

 
 

With Type BF applied part 
 

 
 

See User Manual 

 
 Data interface 

SN Serial number 
 

 No alarm 
 

 
 

Do not litter at will 

 

 
 

Life span 

 
Symbols 

on 
the 

screen 

%SpO2 The oxygen saturation 

%PI Perfusion Index 

PR Pulse rate 

 Respiration rate 

C Key of Symbol
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Pulse beat 
 

 Wireless 

 Pulse strength bar-graph 
 

 
 

Low battery voltage 
 

 Memory full 
 

 
 

Memory error 

Note: the above symbol may appear on your 

device. 
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Tel: 1-800-864-5788

Email: info@telomedllc.com 

Website: www.telomed.us

Telomed LLC

5975 Shiloh Rd., Suite 114 

Alpharetta, GA 30005


	Check the device to make sure that there is no visible damage that may affect user’s safety and measurement performance. It is recommended that the device should be inspected minimally before each use. If there is obvious damage, stop using the device.
	Necessary service must be performed only by qualified technicians. Users are not permitted to service this device.
	The OxyKnight Watch must not be used with the devices and accessories not specified in User Manual.
	Explosive hazard—DO NOT use the OxyKnight Watch in environment with inflammable gas such as some ignitable anesthetic agents.
	DO NOT use the OxyKnight Watchwhile the user is under MRI or CT scanning. This device is NOT MRI Compatible.
	Discomfort or pain may occur if using the sensor of this device
	continuously on the same location for a long time, especially for the users with poor microcirculation.
	Misapplication of a SpO2 probe with excessive pressure for prolonged periods can induce pressure injury.
	Place the SpO2 probe on the finger too tightly will cause venous pulse and effect blood circulation, and lead to interstitial edema, hypoxia and inaccurate measurement.
	Biocompatibility tests have been performed on all the applied parts. Hand eczema may occur. Some exceptional allergic users may get anaphylaxis. Stop using immediately and consult a doctor if you have any allergic reaction.
	For the individual users, there should be a more prudent inspecting in the placing process.
	The sensor cannot be placed on the edema and soft tissue.
	The local law should be followed when disposing of the expired device or its accessories.
	DO NOT operate in the environment where strong electro-magnetic interference exists, such as radiogram, television, radiophone, etc.
	Please pay attention to the SpO2probe cable and the USB cable to avoid strangulation and choking.
	Keep the Watch away from dust, vibration, corrosive substances, explosive materials, high temperature and moisture.
	If the Watch gets wet, please stop using and do not resume using until it is dry and still work properly. When it is carried from a cold environment to a warm and humid environment, please do not use immediately. Allow at least 15 minutes for the Wat...
	DO NOT operate the button with sharp objects.
	DO NOT use high temperature or high-pressure steam disinfection on the Watch and probes. Refer to related chapter for instructions regarding cleaning and disinfection.
	The intended use of this device is not for therapy purpose.
	The equipment is IP22 with protection against harmful solid foreign objects and ingress of liquid. So that means the equipment is protected against solid foreign objects of 12.5mm and greater and protected against vertically falling water drops when ...
	Please pay attention to the effects of lint, dust, light (including sunlight), etc.
	The manufacturer hereby declares that this device complies with the following standards:
	IEC 60601-1:2005+A1: 2012, IEC60601-1-2:2014,IEC60601-1-11:2010,
	ISO 80601-2-61:2011 and follows the provisions of the council directive MDD93/42/EEC.
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