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FAILURE TO FOLLOW THESE INSTRUCTIONS WILL VOID WARRANTY!
HT
MODELS

DRAIN WATER TEMPERING KIT 

1/2”COLD 
WATER INLET
 

#20 MESH STRAINER 
(SUPPLIED BY OTHERS) 

HAMMER ARRESTOR 
(SUPPLIED BY OTHERS) 

BRAIDED HOSE
TO DRAIN 
(ø1”, 5FT LG)
  

HOSE 
CLAMP  
 

DRAIN 
HOSE

DRAIN TEMPERING VALVE
(DTV)
 

T-FITTING 
 

1” 3/4” 

COLD WATER INLET 

3/4 “NPT
HOSE ADAPTER

DRAIN HOSE
(FROM 
DISHWASHER)

DRAIN MUST BE
VENTED TO PREVENT
SYPHONING

1-1/2 IN. WYE
FITTING

*18IN.
OPTIMUM

DRAIN TEMPERING 
VALVE 
SEE BELOW 

DISCHARGE HOSE 

*3FT. MAX

Drain connection with dedicated waste strongly recommended

• extension added to drain hose
• syphon loop modified or removed
• supplied drain fitting not used

WARRANY VOID IF:

+
MODIFIED
DRAIN HOSE

! All plumbing connections must be made by qualified installers familiar with food service equipment in
accordance with all local plumbing codes.
All plumbing connections must be positioned to allow the unit to be removable for service and cleaning. 

3/4” NPT 
FITTING

1/2”cold water supply 
connect to tee fitting
Note: #20 mesh strainer & 
hammer arrestor are 
recommened with inlet 
cold water (not supplied)

Locate drain within 2’ of 
rear of machine  

Install ø1” drain hose 
(supplied) large side 
of tee fitting  
& fasten hose clamp   

Install drain hose from 
dish machine to 
ø3/4” inlet port 
on tee fitting & fasten 
hose clamp  

Connect 3/4” NPT hose 
barb into y-fitting drain 
piping 

Connect ø1” hose to 3/4” 
NPT hose barb
 

ASSEMBLY INSTRUCTIONS
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FROM 
DISHMACHINE

DUAL CHECK 
VALVE 

  
 


