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Instructions for 
SnapPower LumiDock

SnapPower’s LumiDock System is an easy and efficient way to improve 
your home.  The LumiDock includes a ring light with even light 
distribution for general illumination.  In the center of the LumiDock, a 
modular bay supports a wide range of smart speakers and cameras.  
The bay provides uninterrupted power to devices even when the lights 
are off.  This means that your music continues to play and your camera 
continues to stream while allowing you to control the lights from the light 
switch.  

SnapPower’s LumiDock is a perfect retrofit into existing 5" and 6" 
downlight cans.  Twin torsion springs ensure easy installation and an 
E26 adapter is provided.  The LumiDocks are certified to US and 
Canadian safety standards.  

Failure to turn OFF electrical power prior to 

installing or removing Recessed Lights can 

result in electrical shock, fires, and/or death.
WARNING

CAUTION: Please read all instructions and warnings before installing!

· Failure to follow these instructions can cause electrical shock, death or 
permanent injury.  Do not work on live electrical fixtures.  Test circuits to 
ensure electrical power has been turned OFF.

· SnapPower LumiDocks are replacements for 5" and 6" diameter can light 
trim with a minimum depth of at least 6".  The LumiDock will not work 
with ceiling fans.  The LumiDock must be controlled by standard toggle 
or rocker light switch(es).  It will not work in other installations.  

· Install the LumiDock System in accordance with all applicable electrical 
codes and regulations. 

· The LumiDock is not compatible with the SnapPower SwitchLight. The 
SnapPower SwitchLight will not illuminate when used over a switch 
controlling a LumiDock System.   

· If you are unsure about any part of these instructions, please consult an 
electrician. 

LumiDock Overview

Ring LightModular Bay

Torsion Springs

LumiDock
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The LumiDock System provides uninterrupted power to devices in the 

LumiDock bay, such as cameras or speakers, while still allowing you 

to control your lights from the light switch as usual.  Your camera and 

speakers continue to operate even when the lights are off. 

The LumiDock System includes three main parts:  

1. The LumiDock itself, which provides a ring light and modular bay to 

hold a device.   

2. Companion Bulbs which replace other light bulbs on the same 

circuit.  

3. Switch Returns that are placed on the light switches that control the 

circuit.  

LumiDock Instructions

How the LumiDock Works

The Switch Return allows a user to temporarily interrupt power to the 

circuit, which signals the LumiDock to turn off its ring light and signals 

the Companion Bulbs to turn OFF.  During this temporary interruption, 

the LumiDock continues to supply power to the camera or speaker in its 

bay.  As soon as the user releases pressure on the switch, the Switch 

Return moves the switch back into the ON position, but the room 

lighting remains OFF.

To turn the lights in the room back ON, the user again depresses the 

light switch, which again temporarily interrupts the power to the 

LumiDock and Companion Bulbs. The LumiDock ring light and 

Companion Bulbs sense this interruption and turn ON. 

2. Companion Bulbs

replace all other bulbs 

in the circuit 

3. Switch Return

Camera or Speaker

1. LumiDock

Switch
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LumiDock Instructions

Ring Indoor 
Wyze V2

Wyze V3

Wyze Outdoor

Blink Mini

Blink Outdoor

Google

Nest Cam 

Blink Indoor

Amazon Echo Dot 3

LumiDock

Camera 

Adapter

Speaker Ring Companion BulbsSwitch Returns 

Components of the LumiDock System

Socket Adapter

(Screw-in pigtail)

The LumiDock supports smart speakers and cameras

Amazon Echo Dot 4

Amazon Echo Dot 5

Google Home Mini

Google Nest Mini

You will need

Step Ladder

Flathead

Screw 

Driver

Gloves

· Never work on live electrical 

circuits.

· Be careful on ladders.

· Sheet metal used in can lights 

can be SHARP.  Protect your 

hands with well-fitting gloves.  

CAUTION

Toggle

Rocker

Select for your device and electrical circuit

And many 

more…..
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Congratulations on your purchase of the LumiDock System!  This 

manual will help you plan and install your latest home upgrade. 

Step 1: Planning your installation   

A)  Identify the room where you want to install your device(s). The 

LumiDock is only compatible with 5"- 6" can lights that are at least 6" 

deep.  Measure your can lights to ensure compatibility. 

Scan for video 

instructions:

C) How many can lights are in the lighting group?  You will need 

a LumiDock or Companion Bulb for each can light.  

 

5"- 6"

at least 

6"

B) Identify the type (toggle/rocker) and number of light switches that 

control the can lights in the room.  The LumiDock is compatible with 

standard toggle and rocker light switches.  When purchasing your 

LumiDock, you should order a Switch Return of the appropriate type 

for each light switch. 

OFF

Specialty Switches: dimmers, motion control, 

smart switches, outlet/switch combos, etc.

Compatible Not Compatible

Toggle     Rocker

Identify in which can(s) you want your device(s) to be installed.  For 

camera, choose a can that will allow you to point your camera toward the 

area you want to monitor.  Speaker(s) should be placed to achieve the 

desired sound throughout the room. 

LumiDock with camera 

goes here to watch entry

 Companion Bulbs in 

other cans

LumiDock Instructions

Example 

Installation
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Step 2: Preparing and installing your device in the LumiDock

    
A) Set up your camera or speaker according to the manufacturer’s 

instructions.  This may include installing an app, connecting the device 

to your WiFi, and other steps.  Test the device before you install it into 

the LumiDock to be sure that it functions as desired. 

B) The LumiDock supplies constant power to your device through a 

120V outlet on the back of the LumiDock.  Plug your device’s power 

adapter into the outlet and pass the cord through the opening into the 

bay area.  Bundle any extra cord together and secure it to the back of 

the LumiDock using the provided strap.  

LumiDock Instructions

Strap
120 V outlet

Opening for cord

Plug device adapter 

into the outlet

Route cord into the 

bay

Secure excess cord 

with the strap

Pigtail
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C) Installing a speaker: If you are placing a speaker into the bay of the 

LumiDock, plug the cord into the speaker, place the speaker into the dock 

area and secure the speaker into the dock using a Speaker Ring.  There 

are two rings: a thicker ring for smaller devices such as the Google Home 

Mini and Amazon Dot V3 and a thinner ring for larger devices such as the 

Amazon Dot V4/V5.  

Be sure that the Speaker Ring is securely connected to the LumiDock and 

its snap-in tabs are completely engaged in the slots/openings. 

Amazon 

Echo Dot 3

Google

Home Mini

Extensions

Thicker 

Ring

Amazon 

Echo Dot 4, 5

Thinner 

Ring

Insert power 

plug into device

Snap the ring tabs fully 

into slots/openings

LumiDock Instructions

Google

Nest Mini
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D) Installing a camera: If you are installing a camera, secure the camera 

base to the Camera Adapter using the screws provided with the 

LumiDock.  Don’t use screws that are provided by the camera 

manufacturer.  They may be the wrong diameter and length. 

For convenience, the Camera Adapter has a number of predrilled hole 

patterns.  You may select any appropriate hole(s) to mount the camera.  

Be sure that the camera is securely mounted to the Adapter and then 

snap the Camera Adapter into the LumiDock.  Be sure that the Camera 

Adapter tabs are completely engaged in the slots/openings in the 

LumiDock bay.  

Insert 

power cord 

through 

opening

Predrilled 

holes

Tabs

Locate camera 

mount for best view 

Use provided screws 

(do not overtighten)

Tabs need to be 

fully engaged in 

the bay slots/

openings

Attach camera to 

mount if 

necessary

Camera 

Adapter

Camera 

Adapter

Camera 

Power Cord

Camera 

LumiDock Instructions
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1. Turn off power.  Remove light bulb from the can.  

4. Tuck all wires into the 

can and carefully push 

the LumiDock into the 

can.  

1. Screw the Socket 

Adapter into the existing 

female socket.  

2. Remove trim by pulling down firmly on trim ring until the trim stops.  

3. Squeeze torsion springs together to remove the trim.  Disconnect 

the trim from the female socket. 

A) Remove existing light bulb and trim from the can. 

B) Then install the LumiDock

  3. Squeeze the torsion 

spring arms together and 

insert into the torsion 

spring slots of the can. 

2. Plug the female 

connector of the LumiDock 

into the male connector of 

the Socket Adapter.

Spring 

slots

Step 3: Install the LumiDock in the selected can. 

LumiDock Instructions
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A) Change out all other light bulbs controlled by the light switch(es) for 

Companion Bulbs.  This is as simple as removing the old light bulbs and 

screwing in the new Companion Bulbs.  

Step 4: Complete the Installation 

B) After you have installed your LumiDock and Companion Bulbs, turn 

the power back on.  Turn your new lights ON!  It may take a couple of 

flips of the switch, but make sure that the lights in every can are on.  

With all the LumiDock and Companion Bulbs ON and your switch(es) in 

the ON position, it is time to install the Switch Returns to keep the light 

switch(es) in the ON position.    

Remove the screw 

where the Switch 

Return will be located.

Using the screw 

provided, fasten the 

Switch Return to the 

cover plate.

Companion Bulbs

For lighting that is controlled by a single 

toggle switch, the Switch Return will likely 

be attached using the bottom screw. 

Camera

LumiDock

Switch

LumiDock Instructions
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Companion Bulbs

For lighting that is controlled by two or 

more switches, the Switch Returns may 

be on the top or the bottom. 

Camera

LumiDock

Switch

During normal use, the Switch Returns remain in place and you simply 

turn the lights on and off by pressing the light switch to the OFF position 

and then release.  The Switch Return moves the light switch back into 

the ON position.  The LumiDock ring light and Companion Bulbs sense 

the temporary disruption in power and turn ON if they were OFF or turn 

OFF if they were ON. 

If you need to have the light switch remain in the OFF position to 

perform maintenance or other reason, simply rotate the Switch 

Return(s) out of the way and turn the light switch off.  When you are 

ready to resume using the LumiDock System, you can return the switch 

to the ON position and rotate the Switch Return(s) back to the original 

position. 

LumiDock Instructions
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Having difficulties?  Here are some tips that 

might help.  It is unlikely that the LumiDock 

itself is malfunctioning.  We’ll walk you through 

some of the common issues that you might 

encounter. You can also visit our website at 

www.snappower.com/pages/resources/

LumiDock for FAQs and troubleshooting 

videos. 

QUICK OVERVIEW OF POSSIBLE INSTALLATION ISSUES

Troubleshooting

TROUBLESHOOTING STEPSISSUE

WARNING
Failure to turn OFF electrical power prior to 

installing or removing the LumiDock can 

result in electrical shock, fires, and/or death.

The device I 

want to use is 

not held 

securely in the 

bay of the 

LumiDock

Is the device on the compatible list?  If not, 

the LumiDock isn’t designed to hold it. 

If you are using a speaker, did you order the right 

retention ring?  The thicker ring is for the smaller Alexa 

Dot 3 and Google Home/Nest and the thinner ring is 

for the larger Alexa Dot 4/5. 

Are the tabs on the ring or camera mount securely 

engaged with the slot/opening in the LumiDock bay?  

You can check this by looking at the outside of the 

LumiDock to see if the textured tab fits all the way into 

the slot/opening. 

The light 

bulbs are not 

behaving as 

expected.

Did you replace all your light bulbs in the circuit with 

Companion Bulbs?  Normal light bulbs are not 

compatible with the LumiDock System and will stay ON 

all the time. 

There are times when Companion Bulbs can get out of 

sync.  To reset the System, press the light switch to the 

OFF position and hold it for 10 seconds, then release.  

The System should reset and be back in sync. 

Have you correctly installed the Switch Returns to 

keep all the light switches in the ON position?  

Did you turn the power back on?

Are the light switches standard toggle or rocker 

light switches?

Scan for trouble- 

shooting videos:
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TROUBLESHOOTING STEPSISSUE

My smart 

speaker/

camera is not 

operating as 

expected. 

If your device is not responding at all, its adapter may 

have come unplugged from the back of the 

LumiDock.  Turn off the power at the breaker, gently 

pull the LumiDock down out of the can, push the 

adapter back into the plug, then push the LumiDock 

back into the can. 

It may be easier to troubleshoot your device before it is 

installed in the LumiDock.  Refer to the manufacturer 

instructions/app for setup and troubleshooting.  

Try resetting the System by depressing the light 

switch to the OFF position for 10 seconds.  This will 

cut power to the System and reboot your devices.

If your camera image is upside down, refer to the 

manufacturer instructions to flip the image rightside up. 

The Switch 

Return is not 

returning the 

switch to the 

ON position.

Troubleshooting

SNAPPOWER LUMIDOCK LIMITED ONE-YEAR WARRANTY

SnapPower warrants that the LumiDock accompanied by this 

limited warranty is free from manufacturing defects in materials 

and workmanship for a period of one (1) year from the original 

purchase.  For more information about the warranty and 

limitations it includes go to: www.snappower.com/pages/warranty 

or scan the QR code. 

The switch cover plate may be concave.  This may 

cause the toggle Switch Return to catch on the frame 

surrounding the toggle. 

Try loosening the screw holding the toggle Switch 

Return.  If the screw is overtightened it can pinch the 

mechanism and prevent it from pushing the switch 

back into the ON position. 

The switch may be very stiff or damaged.  You may 

need to replace the switch.  Be sure to mount the 

switch and cover plate so that the cover plate is flat. 

Do not overtighten the screws holding the cover plate. 

I have a wrong 

or missing

 part. 

Send an email with your order number and 

the part you need to 

support@snappower.com
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