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LumiDock Specification

SnapPower’s LumiDock System is designed to provide constant power to 
devices such as cameras and smart speakers.  The LumiDock System allows 
these devices to be unobtrusively installed in ceiling can light fixtures while still 
allowing full control of the lighting in the room using standard light switches.  
The camera and speakers continue to operate even when the lights are off.

2. Companion Bulbs 

replace all other bulbs 

in the circuit.

3. Switch Return

Camera or Speaker

1. LumiDock

The installation of the LumiDock System is straightforward.  No changes to 
the existing wiring are required.  One or more can light trims in the selected 
lighting group are replaced with the LumiDock. Light bulbs in the other cans 
are replaced by Companion Bulbs.  A Switch Return is mounted on the face 
plate of the light switch(es) that control(s) the lighting group. 

The LumiDock System includes three main parts: 

1. The LumiDock itself, which provides a ring light and modular bay to hold a 

device.  

2. Companion Bulbs which replace other light bulbs on the same circuit. 

3. Switch Return(s) that are placed on the light switches that control the circuit.  

LumiDock with camera 

goes here to watch entry
 Companion Bulbs in 

other cans

Switch Return is mounted on light switch

LumiDock Overview

Switch

Installation Example
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LumiDocks are designed to fit in can lighting enclosures with an inner 
diameter of 5" or 6" and minimum interior height of 6" with a maximum flange 
diameter of 7.5".

LumiDocks and associated components are ETL listed in both US and 
Canada.  LumiDocks are suitable for use in damp locations, comply with 
Title 20 energy standards, and are RoHS compliant.

The LumiDock modular bay is designed for:

· Smart Speakers: Google Home Mini/Nest Mini, Amazon Echo Dot 
versions 3, 4, 5

· Cameras: Blink (Outdoor, Indoor, Mini), Ring Indoor, Google Nest Cam, 
and Wyze (v2, v3, Outdoor)

· Two Speaker Adapters and one Camera Adapter are available to secure 
various speakers and cameras in the modular bay. 

· Other devices may be compatible and additional adapters may be 
available. 

The Ring Light produces distributed illumination below the LumiDock. 

· Color temperature: 3000-3500K (Warm White)

· Power: 9W (65W replacement) 

· Efficacy: 72 lumens/watt 

· Life Time: 50,000 life hours (20 years, 6 hours of operation per day)

· Cost to operate: light only $1.92 per year (4 hours of operation per day)

     with 12W load in modular bay $3.85 per year

· The LumiDock is not compatible with dimmers, switches with motion 
sensing, SnapPower SwitchLights or smart switches. 

LumiDocks

Ring LightModular Bay: usable interior 

volume: 4" diameter, 2" deep

Torsion Springs

LumiDock Specification
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Strap
120V outlet

Opening for cord

Plug device adapter 

into the outlet

Route cord into the 

bay

Secure excess cord 

with the strap

The LumiDock supplies constant power to a device in the modular bay 

through a polarized two slot 120V outlet on the back of the LumiDock.  The 

maximum recommended power draw from the 120V outlet is 30W.  

The device’s power adapter is plugged into the outlet and the cord is passed 

through the opening into the bay area.  When plugged in, the power adapter 

should seat against the back of the LumiDock and not interfere with the 

pigtail wires.  Bundle any extra cord together and secure it to the back of the 

LumiDock using the provided strap.  

LumiDock Specification

Pigtail
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Using the screw provided, fasten the 

Switch Return to the cover plate.

Socket Adapter (Screw-in pig tail): E26 medium base screw-in adapter to 

connect to the can light female socket, 8" long, rated for 660W, 660V, 105C, 

UL listed for US and Canada.  

Companion Bulbs: PAR 30 body size, rated for 9W, 120VAC, 0.11A, ETL 
listed for US and Canada. Conforms to UL 1993 and Certified to CSA C22.2 
#1993.  Replacement for 65W, color temperature matches LumiDock Ring 
Light (Warm White), 650 nominal lumens, not compatible with dimmers, 
nominal 50,000 life hours.

Camera Adapter: Predrilled hole patterns for Wyze, Google, Ring, and Blink 
cameras.  Max weight: 3 lbs.  Be sure mounting tabs are completely engaged 
with corresponding slots/openings in the LumiDock modular bay.  See 
LumiDock Instructions for additional details. 

Speaker Adapters: Thicker adapter has a smaller interior diameter to support 
smaller smart speakers (Google Home Mini, Nest Mini, Alexa Dot v3).  Thinner 
adapter has larger interior diameter for larger devices (Alexa Dot v4/v5).  Be 
sure mounting tabs are completely engaged with corresponding latches in 
LumiDock modular bay.  See LumiDock Instructions for additional details. 

LumiDock Specification

Switch Returns: Switch Returns are installed to bias the light switches 
toward the ON position while allowing the user to depress the switch to the 
OFF position to signal the LumiDock ring light and Companion Bulbs to 
change state.  They are compatible only with standard toggle and rocker 
switches. 

To disable the Switch Return(s) 

simply rotate them out of the way.

LumiDock

Camera 

Adapter

Speaker Adapters

Companion 

Bulbs

Switch Returns 

Components of the LumiDock System

Socket Adapter

(Screw in pigtail)

Toggle

Rocker

Select for your device and electrical circuit
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CAUTION: Please read all instructions and warnings before installing!

· Failure to follow the LumiDock instructions can cause electrical shock, 
death or permanent injury.  Do not work on live electrical fixtures.  Test 
circuits to ensure electrical power has been turned OFF.

· SnapPower LumiDocks are drop in replacements for 5" and 6" diameter 
can light trim with a minimum depth of at least 6". The LumiDock will not 
work with fan lights unless Companion Bulbs are installed in the fan 
lights. 

· The LumiDock must be controlled by a standard toggle or rocker light 
switch(es).  It will not work in other installations such as dimmers, motion 
controlled switches, or smart switches because the Switch Return will be 
unable to guarantee that the switch is consistently returned to the ON 
position. 

· If installing LumiDock in a damp location, confirm the device mounted in 
the LumiDock bay is rated for damp locations. 

· LumiDock is not compatible with the SnapPower SwitchLight. The 
SnapPower SwitchLight will not illuminate when used over a switch 
controlling a LumiDock System.    

· Install the LumiDock System in accordance with all applicable electrical 
codes and regulations. 

Failure to turn OFF electrical power prior to 

installing or removing Recessed Lights can 

result in electrical shock, fires, and/or death.
WARNING
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