
How to install

DIGISCAPE® WALLPAPER 
(17 & 9 mil)

Wall Preparation:

The wall surface should be clean, dry, structurally sound and free of mildew, grease, or other stains, 
and free of irregularities in order to achieve the best hanging performance and complete removal 
when redecorating.

To apply on drywall:  For best results, apply to a wall surface that has been painted with one coat 
of wallcovering primer and one coat of latex paint (a wall surface that has been painted with a 
single coat of primer or a coat of satin or gloss paint is acceptable). The wall surface should be 
clean, smooth, and free of debris or contaminants. If the paint is old, damaged, or flaking, priming 
is highly recommended.

To apply to a wall previously covered with wall paper:  Any old wall paper remaining should be re-
moved as well as the old adhesive (remove by sanding or using adhesive remover). Primer should 
be applied to the wall surface that is clean, smooth, and free of the old adhesive.

To apply to a wall currently covered with wallpaper: Not recommended. 



Before you begin:

If the surface has been freshly painted, please wait 
at least 1 week for the paint to fully cure. Bubbles 
can occur if the paint is still outgassing/flashing off.

Installation is recommended no longer than 2 
weeks after receipt. No warranty will be valid if in-
stallation is past 4 weeks.

Tools you might need:

A trimming tool (Xacto knife).

A rubber or soft squeegee.

A short ladder or step stool.

A dry cloth.

A measuring tape.

STEP 1: ADHESIVE SELECTION
There are many types of wallcovering adhesives, each formulated for various performance characteristics. These characteristics fall in 
three general categories:
 o How they bond the wallcovering to the wall surface.
 o How they apply to the wallcovering - this is a major consideration for you or your installer.
 o How easy they are to clean up.

Adhesives vary in level of wet-tack, solids, open-time, strip ability and ease of application. All wallcovering adhesives contain a biocide 
system. These systems are designed to prevent bacteria contamination and mildew / fungal infestation both “in-the-can” and in the 
dried adhesive. Wallcovering adhesives are generally applied on the back of the wallcovering either by roller or pasting machine.

Clear Adhesives are generally considered to have more open-time and are easier to clean up than clay based adhesives. Clear ad-
hesives are designed for both the retail customer and commercial installer.  We recommend Zinsser®-Plus Sure Grip Heavy Duty Clear 
Adhesive, a product of the Rust-oleum Corporation for easy installation and quick clean up.

STEP 2: ADHESIVE APPLICATION
Apply adhesive to the back using a pasting machine or roller. Work the adhesive to cover the back completely, especially near the 
edges. Fold each end forward, pasted sides together, aligning edges carefully so they do not dry out. 

CAUTION: Do not crease your wallcovering. Allow to “relax” or book for 6-8 minutes. This will allow the adhesive to penetrate the wall-
covering fabric which is important for successful installation.
Note: Do not install wallcovering unless a temperature above 65º degrees F is maintained in both areas of installation and storage for 
at least 48 hours prior to and after installation.

STEP 3: INSTALLATION
Align the top of the panel to the top of your wall, along the ceiling line. This is the easiest place to start. Unfold your wallpaper.

Using a smoothing tool or squeegee, smooth the panel downward and outward. Please use a plastic or cloth squeegee (4”-6” felt 
wrapped) when installing as only using your hands can create and leave bubbles (especially on texture surfaces.) Put good pressure 
on the material (especially on slightly textured walls) to help get the adhesive into those crevasses.

Do not use too much pressure to avoid any scratches. Most installers like to squeegee from the center out when you cannot reach from 
side to side. 

STEP 4: ADDITIONAL PANELS
Start by aligning Panel#2 to Panel#1. Simply apply the panel against the edge of the first one, by matching the pattern of the mural 
(“butt joint”). 
Note: In the case an overlap was requested by you or your client, the first 0.5” or 1” of Panel#2 will match the last 0.5” or 1” of Panel#1. In 
this case, you will need to overlap Panel#2 onto Panel#1, as opposed to butt joint the panels. You or your installer may choose to do a 
“double cut” once the mural is installed. A double cut is the process of cutting and removing the overlap in between 2 panels.

Follow STEP 3 above to apply the rest of Panel#2.  Repeat the same process to apply all additional panels.

STEP 5: TRIM OVERAGE
Once all panels have been applied, SLOWLY trim all the overage with a utility knife with a sharp blade (ie: Xacto knife). Follow the edges 
of your wall or ceiling to do so. You can also use a ruler to cut through a straight line. 
If needed, repeat this process to cut around outlets (if not removed prior to installation), fuse boxes, windows, doors, etc.


