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Leather Driver Glove
Product Sheet

Suggested Applications
Oil + Gas // Manufacturing // Material Handling // Glass 
Handling // Automotive // Steel Handling

Glove Breakdown

Type: Leather Driver
Material: Grain Goatskin
Grade: Premium
Pattern: Gunn
Thumb: Wing
Cuff: Hook + Loop Closure
Liner: Para-aramid
TPR: 5mm Hi-vis Thermo Plastic Rubber

Packaging

Pack: 6 pair
Case: 72 pair
Country of Origin: Indonesia

Glove Sizing

Small Medium Large X-Large 2X-Large 3X-Large
7 8 9 10 11 12

Premium grain goatskin  // Reinforced wing thumb // 
Gunn cut // Para-aramid liner // TPR //  Hi-vis // Hook + 
loop closure

GL 3 0 0 4 C W S – 3XL

Grain | Goatskin | TPR
GL3004CW

Goatskin Abrasion Cut Tear

Puncture TPR High-visibility

Product markings 
may vary. Refer to 
the product sheet 
for the most current 
test report results. 

ANSI/ISEA 105-2016 – CUT A7 | ABRASION 4 | PUNCTURE 5 
ANSI/ISEA 138-2019 – IMPACT 1 
EN388: 2016 – 3X43FP

Testing Performance

EN388: 2016 – 3X43FP
Abrasion 1 2 3 4
Circular Blade Cut 1 2 3 4 5 X

Tear 1 2 3 4

Puncture 1 2 3 4
Cut TDM-100 A B C D E F
Impact Rated P F X

ANSI/ISEA 105-2016
Cut 1 2 3 4 5 6 7 8 9
Abrasion 1 2 3 4 5 6
Puncture 1 2 3 4 5

ANSI/ISEA 138-2019
Impact 1 2 3

All sizes comply with EN ISO 21420 for comfort, fit and dexterity. Only 
wear the correct size for your hand. Gloves that are too loose or too 
tight will restrict movement and will not provide the optimal level of 
protection.




