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Manufactor: 

navn Autovice A/S 

adr. Kornmarksvej 6 1 

by. 2605 Brøndby 

land Denmark 

Product description: 

Autovice ooono led update      

CBS job number: 

     267167 

Product number: 

H18011-1 

Serial number: 

NA. 

Test performed date: 8/2-2019 

 

Test performed by:      JAS    

Final result of measurement:  

The product fulfills the listed standards *See note. 

  

 

Signature date: 11/2-2019  

 
Signature 

 

NAVN 

CB Svendsen A/S 

 

 
Standard:  Measurement Type: Result of measurement: 

 

Ant. Horizontal.  

 

EN 55032:2015 

Radiated, 30MHz-1000MHz 

PASSED      

Ant. Vertical. 

 

EN 55032:2015 

Radiated, 30MHz-1000MHz 

PASSED      

RF FIELDS 

 

EN 61000-4-3:2006 Level 1: 

80MHz-1000MHz 

3V/m,  80%, 1kHz, AM      

PASSED      

ELECTROSTATIC DISCHARGE ESD 

 

EN 61000-4-2 Level 3 

6kV CONTACT 

8kV AIR      

PASSED* See note 

      

 

            

      

 

            

      

 

            

      

 

            

      

 

            

      

 

            

 
    * note: Require reconnect with app 
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PICTURE OF TESTED UNIT 

 
 

 
Low Voltage Directive 2014/35/EU 

No high voltage in DUT, maximum voltage is 3volt  
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EN 55032:2015 Radiated, 30MHz-1000MHz Ant. Horizontal.  Active DUT 
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EN 55032:2015 Radiated, 30MHz-1000MHz Ant. Vertical  Active DUT 

 

 
 

Picture of EN 55032 Radiated test 
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EN 61000-4-3 

RF FIELDS 30MHz-1GHz, 3V/m, 80%, mod 1kHz, AM. 

 
 
Antenna #2 Cavity 
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EN 61000-4-2 

ESD 8KV AIR DISCHARGE 4KV CONTACT DISCHARGE 
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Equipment used: 
Analyzer: 

• Manufacturer:  Agilent CXA signal analyzer. 

• Model:   N9000A-507. 

• SW ver:   A.08.55. 

• EMI SW:   W6141A-2FP, 1.3.50021.19558. 

• SN:    CBS-I-0344 

 

Antenna #1: 

• Function:   Receive. 

• Manufacturer:  AARONIA 

• Model:   20600 EMI 

• Type:   HyperLOG 20-6000 MHz. 

• SN:    201835/CBS-x-xxx 

 

Antenna #2 Cavity: 

• Function:   Irradiate. 

• Manufacturer:  Amplifier Research  

• Model:   AT2000  

• Type:   30-1000 MHz. 

• SN:    16742/CBS-I-210 

 

RF Amplifier Radiated: 

• Manufacturer:  Amplifier Research 

• Model   10W1000A  10W  500kHz to 1000MHz 

• SN:    CBS-I-204 

 

Cables: 

• Irradiate:   10m  BNC RG58                

• Radiated:    10m AIRCOM PLUS Type-N   30-1000MHz. 

 
RF Signal Generator: Radiated : 

• Manufacturer:  Agilent 

• Model:    8648B 9KHz-2000MHz 

• SN:    CBS-I-203 

 
Fieldmeter: 

• Manufacturer:  Chauvin Arnoux 

• Model:    C.A 43, 100kHz to 2.5GHz, 0.1 to 10V/m +/-0.5V/m 

• SN:    CBS-I-200 

 
Static Discharge Simulator (ESD Gun): 

• Manufacturer:  Schaffner 

• Model:   NSG 430 

• SN.    1023/CBS-I-186 

 


