
 

 

 
 

Data Sheet 

 METALLO PURO 
  

Description 

Decorative finish with strong appeal, which reproduces the nobility of metals. 
Ideal for minimal and contemporary environments, you will immediately 
appreciate the brightness and malleability given by the selected metallic 
powders contained within. Metallo Puro is available in three color variants: Tin, 
Copper and Brass. 

Uses Universal use on plaster of all types: gypsum-based, containing lime, fiber-
cement, etc, on plasterboard and wood surfaces. 

Surface preparation 

New surfaces 
Make sure the surface is totally dry and clean from dust and dirt. Pre-fill any 
depressions and smooth the surface. Apply a coat of acrylic primer, properly  
diluted, and let it dry for 12 hours. 
Previously painted surfaces 
Clean from dust, dirt, old paints that tends to peel and salt efflorescence. Fill 
any irregularities and/or imperfections and smooth the surface. 
Clear up the surface from alga, mold it with Bioattiva solution and let it dry for 
at least 24 hours. Apply a coat of acrylic primer diluted as the instructions and 
let it dry for 12 hours. 

Application 

Base:  
After sanding, clean the excess powder and leveled from every imperfection 
the support, apply, by roller or brush, a coat of BASE R. Allow it to dry for at 
least 8 hours.  
Finish:  
Mix well the liquid components B and C, then add the metal powder, 
component A. Mix it mechanically and apply by using a steel trowel within 1 
hour. After 48 hours mechanically sand it using the 
150/320/500/800/1500/3000 abrasive discs. Clean well the surface with water 
and a degreaser. Apply by sponge the metal wax and then polish by using a 
woolen cloth, or a polishing machine. 

Technical Data 
 

Color 
Appearance 

Packaging 
 
 

 
Vehicle type 
Gloss/Sheen 

pH 
Granulometry 

Application 
Temperature 

Adhesion on ceramics 
Adhesion on concrete 

Yeld 
 
 
 

Dilution            
Clean up tools 

Brass, Copper, Tin 
Creamy 
Metallo Puro A: 1KG 
Metallo Puro B: 350GR 
Metallo Puro C: 150GR 
Metallo Cera: 250GR 
Synthetic resins in emulsion 
semi-opaque (5-10 @ 85°) 
8 +/- 0,5 
Max 0,3 mm 
 
from 5 ° to maximum 35 ° 
MPa >2 (ASTM D 4541) 
MPa >1,5 (ASTM D 4541) 
Metallo Puro A: 1 sqm/1,5 kg (A+B+C) 
Metallo Puro B: 1 sqm/1,5 kg (A+B+C) 
Metallo Puro C: 1 sqm/1,5 kg (A+B+C) 
Metallo Cera: 10 sqm/kg 
water 3% 
Water  



V.O.C.  
Content 

UE limit value  fot this product:  since 2010=200 gr/litro 
Base Crack Paint: less than 200 gr./lt 
Napoli Finish: less than 200 gr./lt 
Crack Solution: less than 200 gr./lt 
Crack Paint: less than 200 gr./lt 
Colorants: VOC FREE 

Limitations 

Recommended not to apply the product at temperatures below +10 ° C or 
above +35 ° C and relative humidity above 75%. 
Use the product on clean and dry surfaces. 
When using the product we always advice to wear properly safety 
equipment (e.g. mask, goggles and gloves). In case of contact with eyes, 
rinse with clean water and seek medical advice if irritation persist. 
Keep the product away from frost and excessive heat. 
Application on surfaces with salt efflorescence is subject to rising damp does 
not guarantee a perfect adhesion of the coating, it is necessary to restore the 
previously surface. 
Avoid application in direct sunlight. 
It is recommended wash hands, tools and equipment immediately after use 
with hot water. 
Consistency in the original unopened containers: 12 months undiluted. 

The technical information herein are provided to the best of its technical and scientific knowledge and based on its experience; 
nonetheless, the Company may not be held liable for the results obtained using these product, as application conditions are beyond 

its control. 
 
 
 

Industria Colori 

duriplastic s.r.l. 
73015 Salice Salentino (Lecce) 

Tel. +39 0832 731840 Fax +39 0832 733841 
www.duriplastic.com 

www.italyacolour.com 
 


