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Rigenera 

Air-purifying photocatalytic paint for exterior. 

Siloxane water-based paint, water-resistant and highly vapour permeable that, thanks 

to its photocatalytic activity, generated by the special raw materials of which it is  

composed, it has an anti-pollution and self-cleaning action. 
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7.5 – 10 m2/l 

per coat 

 
Dilution 

1st coat 0-10% 

2nd coat 0-5% 

 
Exterior 

DESCRIPTION 
 
Rigenera is a highly vapour permeable paint that, thanks to its photocatalytic activity, generated 

by the special raw materials of which it is composed, is highly innovative: in the presence of 
artificial light  or sunlight, it purifies the air promoting the decomposition of bacteria, 

microorganisms, polluting agents. The purifying activity is virtually endless as the photocatalytic 
agent constantly regenerates. Developed for painting exterior walls in areas with high pollution 

level. Thanks to its action, it has also a very low dirt pick-up, together with a high vapour 
permeability and water resistance. 

USE Designed for the protection and decoration of exterior walls. Particularly suitable for buildings 
located in heavy traffic areas where smog, dust and gases compromise the aesthetics of the 

facades and cause air pollution. 

PROPERTIES  Reduces air pollution. 

 Prevents the proliferation of moulds and algae. 

 Increases durability of the facades. 

 Excellent vapour permeability and water-resistance.  
 

SUITABLE 
SUBSTRATES 

Cement plaster, concrete, precast concrete (without form-release agents), old paints.  

SURFACE 
PREPARATION 

Surface must be dry and cured, perfectly anchored to the substrate, free from dirt, grease, mould, 
algae, bacteria, fungi, efflorescence or anything that could compromise adhesion or the successful 

outcome of the work. Erect scaffolding so as to allow continuous application until architectural 
interruptions in order to avoid visible joints. Perform a high-pressure washing and treat 

beforehand any potential contamination by applying MUROSANO RISANANTE diluted 1:5 – 1:10 
with water. Apply by brush on the contaminated surface until full saturation. Let it act for at least 

24 hours. On synthetic paints and coatings, make sure the surface is sufficiently absorbent and 
that they are perfectly anchored to the substrate in order to guarantee good bonding of 

Rigenera. On new plaster apply 1 coat of PROTEXIL® ACQUA PRIMER diluted 1:1 – 1:3 with 
water, according to the absorption rate and soundness of the plaster. Apply by brush until full 

saturation of the surface. On old, deteriorated, chalky and/or irregular substrates, and on old 

mineral paint, carefully brush the surface, scrape and remove any deteriorated part, then apply 1 

coat of PROTEXIL® PRIMER, in order to consolidate the substrate and regulate the absorption. In 
the case of particularly rough, uneven plaster, touch-ups, hairline cracks, superficial cracks 

(provided they are not of dynamic-structural origin), apply 1 or more coats of PROTEXIL® 
STRUCTUR. If the irregularities of the substrate are widespread and extensive, we recommend to 

make a skimcoat with INTOCEM PLUS with the application of a 150 – 160 g/m2 fiberglass mesh. 
Make sure the substrate is perfectly cured before applying the subsequent coat. Effloresces must 

be neutralized in advance by brushing the surface and applying PROTEXIL® IMPERMEABILIZZANTE 
at full saturation of the surface. Rising damp should be properly treated with ARCADIA® 

RISANANTE. 
 

APPLICATION Rigenera is applied in 2 coats by brush or roller. Dilute the 1st coat max 10% with water and 2nd 
coat max 5%. Wait at least 6 hours between each coat. 
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TECHNICAL DATA 

CONSUMPTION 0.10 – 0.13 l/m2 per coat 

DRYING AT 20°C Touch dry 1 h ca., in depth 8-12 h 

SPECIFIC WEIGHT 1.60  0.05 kg/l 

VOLUME SOLIDS AT 105°C 60  1% 

pH 8.5  - 9 

WATER VAPOUR 

PERMEABILITY (DIN 52615) 

Sd = 0.323m (135 m thickness) 

 

STORAGE Minimum 1 year in perfectly sealed original package.  

Store at temperature > +5°C. 

COLOURS     White 

PACKAGES 10 l – 5 l 

Emission limits of Volatile Organic Compounds (VOC) according to directive 2004/42/CE: 

i) One-pack performance coatings. 
Limit value Phase II (since 01.01.2010) = 140 g/l 

Max VOC value in the product: 60 g/l. 
  

IMPORTANTS NOTES 

 Surface must be perfectly dry and cured and well-adherent to the substrate, free from dirt, grease, mould, 
bacteria, fungi, efflorescence or anything that could compromise adhesion or the successful outcome of the work. 

 Store away from frost (minimum + 5°C). 
 Store in a cool, dry place away from sunlight. 

 Use the product at room and substrate temperature between + 10°C and + 35°C and with relative humidity < 
75% 

 Avoid drying when room and substrate temperature is below +5°C. 
 Do not apply when rain is imminent, in full sunlight, when it is very windy or with persistent fogs. 

 Protect surfaces against driving rain until the product is fully cured. 
 Position scaffolding for continuous application as far as architectural interruptions so as to prevent the creation of 

joints, overlaps and colour differences. 
 Purchase the colour in a single batch in a sufficient quantity to complete the job or at least a sufficient portion of 

the job in order to avoid visible colour differences. 
 Wash the tools with water immediately after use.  

 Due to its high alkaline nature of the product, it could irritate the skin and eyes. Avoid contact. 
 For any issue not covered by TDS, please refer to the relevant safety sheet and/or contact our Technical Office. 
 

 

The above information has been obtained from scrupulously controlled tests, and represents our best and most recent knowledge. This 
information is provided for reference purposes only. It is not binding upon the manufacturer, and neither may it constitute grounds for 
any kind of complaint whatsoever associated with the use of the products described, also considering that the conditions of use are 

beyond our control. 
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