
Ensure the door is level. If 
the door is not level, mark 
the level with a sharpie.

Use the spacers to mark the
bottom panel at 1/4” from the
bottom of the door.

Place your panel on the 1/4”
mark. Ensure it is the same 
level as your door.

Using the pre-drilled holes
in the panels, pilot drill holes
into the door using the
provided 1/8” bit.

Mount the panel to the door 
using the supplied screws
and screw tip. 

Place the next panel on
top of the previous panel 
and repeat steps 4-6.
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SAFEHOME DOOR KIT
INSTALLATION

KIT INCLUDES
4 Pre-Drilled Panels
Screws
Screw Tip
1/8” Drill Bit
Level
Shim Spacers

TOOLS NEEDED
Drill
Pencil
Tape Measure



SafeWoodDesigns.com
sales@safewooddesigns.com

844-896-1800

Sizes

US Standard Sizing and European Standard Sizing
Custom Sizing Available - Contact us for details.

Warranty

Materials shall be warranted against construction 
defects for a period of one year from date of sale, 
but there are no other representations, guarantees
or warranties.

Our bullet resistant door panels allow for every 
home to have a cost effective solution to creating a 
safe area from home invasion. Our easy-to-install kit 
will have your door bullet resistant in under 30 
minutes.   

Performance Advantages

Military grade protection
Durability
Corrosion Resistance
Less than half the weight of a comparable steel panel

UL Rating

Level 3

Ammunition
Velocity

(fps)
No.

Shots
.44 Magnum lead
semi-wadcutter

gas checked
1350 3

Nominal Weight

Nominal
Thickness

0.500” (1/2”)

5.5 lbs/ft²

UL752 Level 3 Bullet Resistant SafeHome Door Kit

SafeHome
DIY DOOR KIT

Kit Includes
Level
Screws
Screw Tip
1/8” Drill Bit
Shim Spacers
4 Pre-Drilled Panels
Installation Instructions

UL752 Level 3

Finishes

White

Black

Maple

Chestnut

*Not recommended for hollow core doors.
  Use on doors with the handle centered at 36” from the ground.
  Ensure the door frame is properly secured to  the wall.  


