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Installation Manual

Specifications
Voltage: 240V - 12V Lumen (±5%): Warm White 3000K - 62lm

Neutral White 4000K - 73lm
White 5000K - 66lm

Operating Temp: -10º - 40ºC

Power: 3W CCT: 3000K - 4000K - 5000K CRI: ≥90

IP Rating: 54 Lifespan: 50,000hrs Dimmable: Yes

Note:  -The lamp must be installed by professional electrician
 -Ensure the power supply is switched off before fitting this product

-Do not touch the lamp when in use
-Keep away from hot steam and corrosive gas

CAMINO Series Date: March 30, 2022 2:52 PM

Variants
Item No.

Variants
Item No. Colour Temp240V 12V

Blk Wht Blk Wht
21747 21748 CAMINO-240V-RND-ASY 21766 21768 CAMINO-12V-RND-ASY

TRIO21741 21742 CAMINO-240V-RND-SLOT 21749 21780 CAMINO-12V-RND-SLOT
21745 21746 CAMINO-240V-SQR-ASY 21761 21762 CAMINO-12V-SQR-ASY
21743 21744 CAMINO-240V-SQR-SLOT 21781 21782 CAMINO-12V-SQR-SLOT
Thank you for purchasing your new Camino Steplight, Please take the time to read and understand the instruction sheet below. 
Failure to do so may void warranty.

1. Turn the power off 2. Drill a hole oin the wall 3. Install the faceplate 4. Connecting the L/N wires

Connecting the
(AC200-240) L/N wires

W= 5000K
WW= 3000K
N= 4000K

5. Select the CCT you prefer 6. Fit the luminaire into the hole 7. Finish Installation 8. Turn the power back on


