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Single Adjustable Pillar Lights (Copper)
●  Exterior surface mounted single adjustable wall pillar/spot lights
●  Input voltage: 
 ●  240V for SG1ACEC & SG1ACECA 
	 ●  12V for SM1ACEC & SM1ACECA
●  Material: solid copper (light weight)
●  Anti-glare honey comb louvre
●  Lamp holder: 
 ●  GU10 for SG1ACEC  & SG1ACECA
 ●  MR16 for SM1ACEC & SM1ACECA
●  Max 35W halogen globe for SG1ACEC & SG1ACECA
●  Max 20W halogen globe for SM1ACEC & SM1ACECA
●  Globe not included

Part No. Description Lamp
Holder

Max.
Watt

Back 
Plate Weight Box Carton

QTY

SG1ACEC WALL PILLAR SPOT S/ADJ (Brass Bracket) COP GU10 35W Ø78mm 0.6kg 9x8.5x17cm 1/20

SG1ACECA  WALL PILLAR SPOT S/ADJ (Brass Bracket) aged COP GU10 35W Ø78mm 0.6kg 9x9x19cm 1/20

SM1ACEC WALL PILLAR SPOT S/ADJ (Brass Bracket) COP MR16 20W Ø78mm 0.6kg 9x8.5x17cm 1/20

SM1ACECA WALL PILLAR SPOT S/ADJ (Brass Bracket) aged COP MR16 20W Ø78mm 0.6kg 9x9x19cm 1/20

SM1ACEC & SG1ACEC

SM1ACECA & SG1ACECA
BACK PLATE


