
Replace your 6-inch round recessed can lighting with 
these commercial grades, high-output LED fixtures from 
Sunlite. The aluminum body features a white finish and  
wires directly into your existing junction box. They are 
dimmable (100%-10%) and employ spring-loaded tabs 
for easy installation into your existing light openings. ETL 
Listed for damp location installation. Ideal for 
showrooms, retail locations, ballrooms, meeting spaces, 
atriums, entryways, hallways, or anywhere bright 
downlighting is needed.

General Characteristics
Fixture Life Hours 50000 Hours
Material Aluminum & PC
Lens Finnish Frosted
Finish White
Life (based on 3hr/day) 45.7000000000
Energy Star True
Dimmable True

Electrical Characteristics
Watts 33
Volts 120-277

Light Characteristics
Brightness 3000 Lumens
Color Accuracy (CRI) 90
Light Appearance CCT Tunable
Color Temperature 30K/35K/40K/50K

Product Dimensions
Size 8"
Diameter  (in) 10

Product Data
Item Number 87736-SU
Case Quantity 6.000000
Barcode on SKU 653703877365
Description LFX/CRD/SCT/8R/33W/8''
Energy Star File Number 2376128

Additional Features
ENERGY STAR CERTIFIED True

Fixture Characteristics
Mounting Recessed
Use Location Indoor
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