
WarningBefore installing, be sure to confirm this T8 Plug 
& Play lamp is compatible with your ballast.The Ballast 
Compatibility List can found on www.sunlite.com under 
the specific Item Number.Make sure the lighting fixture is 
wired correctly per the ballast or lamp instructions.Never 
install or remove the T8 lamp with the lighting fixture 
energized, or arcing at the pins may occur.Sunshine 
Lighting assumes no liability for incidental or 
consequential damages resulting from the misuse of 
this product.

General Characteristics
Bulb T8
Lamp Life Hours 50000 Hours
Material Glass
Bulb Finish White
Life (based on 3hr/day) 45.7000000000 Years
Safety Rating UL Listed - Damp Location

Electrical Characteristics
Watts 9
Ballast Ballast Compatible

Light Characteristics
Brightness 1150 Lumens
Color Accuracy (CRI) 82
Light Appearance Warm White
Color Temperature 3000K
Beam Angle 220°

Product Dimensions
Size 2 Foot
MOL (in) 23.67
Diameter  (in) 0.98
Item Dimensions (in) (W) 0.98 (H) 0.98 (D) 23.67

Product Data
Item Number 88076-SU
Case Quantity 10.000000
Pack Size 1 Pack
Barcode on SKU 653703880761
Brand Sunlite
Description T8/LED/2'/9W/IS/30K
DLC File Number PTZT779W

Additional Features

Item: 88076-SU 
 T8/LED/2'/9W/IS/30K
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