
 
SPECIFICATION 

 

MOUNTING KIT  
 

PART NUMBER HDMNT-90MM 
  

1. CONSTRUCTION  

  

INSTALLATION METHOD To Pole dia  2.0 ” – 4.5”   

AZIMUTH RANGE: COARSE 
                                       FINE 

±180° 

None 

TILT RANGE: COARSE 
                              FINE 

±10° 

None 

AZIMUTH RESOLUTION STEP None 

TILT RESOLUTION STEP None 

WEIGHT 2.2 kg 

PAY LOAD 20 kg (max) 

2. MATERIALS  

  

BRACKETS Steel, Zinc Plated per QQ-Z-325 type2 
class1 

CLAMPS  Steel, Zinc Plated per QQ-Z-325 type2 
class1 

FASTNERS Steel, Zinc Plated per QQ-Z-325 type2 
class1 

3. ENVIRONMENTAL  

  

TEMPERATURE -55°C  + 71°C 

VIBRATION IEC  60721-3-4  4M5 Random 

SHOCK MECHANICAL IEC  60721-3-4  4M5  

HUMIDITY 0-100% 

ICE LOADING 25 mm Radial 

SALT FOG IEC 68-2-11 Ka 96 h for 0% rust, 500 h 
survival 

WIND LOAD (SURVIVAL) LIMIT: * 
                        FRONT THRUST 
                            SIDE THRUST                                                                                   

 
103.6 kg 
    8.6 kg 

INSTALLATION INSTRUCTION DOCUMENT RD41184700C 

 

* FOR WIND UP TO 220km/hr AND 2’ x 2’ x2” ANTENNAS 


