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Hardware for mounting television: Refer to your television’s owners manual or select the appropriate bolt from the hardware provided. 

M4x12mm Bolt (4)M4 Lock Washer (6)

M4x30mm Bolt (4)

M5x12mm Bolt (4)

M5x30mm Bolt (4)

M6x12mm Bolt (4)

M6x35mm Bolt (4)

M4 M5 M6

Hardware for securing bracket: Select the appropriate length based on the thickness of your mounting surface.

1/4” x 1” Self-drilling Screw (8) 1/4” x 1” Lag Bolt (8) 1/4” x 1-1/2” Lag Bolt (8) 1/4” ID Washer (8)

M4/M5 Spacer (4) 
       Optional*

#10 Washer (6) M6 Spacer (4)
    Optional*

*Spacers are for televisions with recessed mounting holes.

M4/M5 M6 M8

< best for wood applications >< best for metal applications >

M5 Lock Washer (6) M6 Lock Washer (6)

M8 Lock Washer (6) M8x12mm Bolt (4)M8x35mm Bolt (4)



STEP 2 Secure the television to mounting plate: Line up the hole pattern on your television with the matching hole
pattern on the universal mounting plate as close to the center as possible. Using the appropriate mounting hardware, 
washers, and optional spacers, secure the television to the mounting plate. This can be done without removing the 
mounting plate, figures are shown without bracket for illustration purposes only.

Spacer (4)     
 Optional

Lock Washer (4)Bolt (4)

 CAUTION: This step may require two people to 
lift the television onto the bracket and secure. 
MOR/ryde is not responsible for property 
damage and/or personal injury.

STEP 1 Secure the wall bracket to mounting surface:
Pre-drill holes using a 1/8” drill bit for use with 1/4” lag 
bolts. Use lag bolts or self drilling screws (depending on 
your mounting surface) with 1/4” washers to secure base 
of bracket to the mounting surface.

 CAUTION: Using a screw or bolt length that is too 
long for your application may result in puncturing 
exterior structure.

Pull handle to 
release lock, 
extend and swivel.


