STRIKE

TEXNIKA XAPAKTHPIZTIKA - TECHNICAL SPECIFICATIONS

MEFZTO BAPOZ MOPTAL | MAX. GATE WEIGHT
TPO®OAOXIA | POWER SUPPLY
IZXYZ | MOTOR POWER
AYNAMH MOTEP | MAX THRUST
TAXYTHTA ANOIFMATOX | OPENING TIME
TAXYTHTA MOTEP | MOTOR SPEED
AEIKTHZ MPOXTAZIAY | PROTECTION RATING
BAPOX MOTEP | MOTOR WEIGHT

TYMBATOZ AYTOMATIZEMOX | COMPATIBLE CONTROL PANEL

MoTtép yia ocupopevn noépta €ws 800 KIAG
Motor for sliding gate up to 800 kg

To STRIKE ival taNiké Hotép nou evSeikvutal yia oupdpeves Néptes Ba-
pous PEXPI 800 KINV. Eival Suvard, aBdpupo pe kopwd oxediaoud. Eival
KATAOKEUAOWEVO E0WTEPIKG and Xutd ahoupivio Kal ypavdada and
Unpouvtdo. Eowrtepikd TO UOTEP MEPIEXEI CUVEESEUEVO TOV aUTOUATION)
s Profelmnet, napéxovtas OAES TS anapaitntes kai MEoV Suvatotnes
Y10 TN OWOTN AEITOUPYIa NS NAEKTPIKNS CUPOUEVNS NOPTas. AlatiBetal oe
800 81apopeTikd LOVIEAT, avéhoya e To BApos s ndptas. To Strike 5
eival yia oupopeves noéptes Bapous €ws 500 KNV Kal To Strike 8 £ws
800 KINV. To otép Slabétel 3 xpdvia eyydnon.

STRIKE is sliding gate automation for rack-driven gates up to 800kg. It is
powerful, quiet, with a compact design. Perfect for either wrought iron or
solid timber sliding gates. Embedded the pre-wired Profelmnet control
panel, with input for photocell, deceleration, auto-close function and partial
opening for pedestrian crossing. It is available in two different models,
depending on the gate's weight. Strike 5 is for sliding gates up to 500 kg
and Strike 8 up to 800 kg. The motor has 3 years guarantee.
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STRIKE S STRIKE 8

500 kg 800kg
230VAC 230VAC
250 Watt 300 Watt
350Nm 440Nm

10.5 mymin 10.5 m/min
1400 RPM 1400 RPM
P44 P44
8kg 8kg
3023 & 3033 3033




