
A countertop water purifier 
for your healthy lifestyle

NSF/ANSI 42, 53, and 372 certification
This system has been tested and certified by the Water Quality Association
according to NSF/ANSI 42 for the reduction of chlorine,taste and odor, chloramine, 
and NSF/ANSI 53 for the reduction of lead, mercury, cyst, turbidity and VOC.

Coway filters certified by WQA 
to reduce lead, aesthetic chlorine, chloramine, turbidity, VOC and more 

* System certified for cyst reduction may be used on disinfected water that may contain filterable cysts.
Aquamega 100 (Black & White)
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* Developed by



Clean and great-tasting water in your home 
and at your fingertips.

Model Aquamega 100 (Black or White) 

Filtration system A-1 Sediment filter- > A-2 Pre-Carbon filter -> A-3 Post-Carbon filter

Filtration capacity 500 gal (1 890 L) for Aesthetic Chlorine and Chloramine
300 gal (1 134 L) for VOC, Lead, Mercury, Cyst and Turbidity

Tank capacity Direct flow

Dimension (W x D x H) 12.1” x 5.1” x  15.8” (308 mm x  130 mm x  402.7 mm)

Weight 7.2 lb (3.3 kg)

Power consumption No power required

WQA certification NSF/ANSI 42,53,372

* Specifications of the above product may be changed without prior notice for the purpose of product enhancement. Please take note that the appearance/color of the actual product may be slightly different from what is shown in the photos.

Specification 

Modern design and easy maintenance

Simple filter replacement Easy to use Sleek countertop design

www.aquamega.com

Scan the QR code or visit
www.cowaymega.com/installation

Installation & filter
replacement videos

Register for your next filter replacement.
Scan the QR code or visit
www.cowaymega.com/reminders

Filter replacement reminders

Easy to install in minutes
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Faucet diverter installation Under-the-sink installation

* Adjustable wrench or 9/16” wrench and plumber’s tape required.

* Specifications may vary based on your environment.

Reliable filtration system certified by WQA

Superior 3-Stage water filtration

Pre-Carbon 
filter

Step2

Sediment  
filter

Step1

Post-Carbon 
filter

Step3
Reduces

Volatile organic
compound

Sand

MercuryLead Cyst Turbidity

ChloramineChlorine Odor Rust

*The rated capacities are 500 gallon (Chlorine and Chloramine reduction) and 300 gallon (VOC, Lead, Mercury, Cyst  and Turbidity reduction).
*Operating pressure : 20-120 psi (138 KPa ~ 827 KPa) /Water temperature : 41 ºF ~ 95 ºF (5 ºC ~ 35 ºC) / Rated service flow : 0.4 gpm


