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PREMIUM PRIMER 
 

Completely mat primer that can be sanded and that improves paint’s 
adhesion with surface, fills in small uneven places, prolongs drying period 
of paint, and is intended for interior works. 

 

GLOSSINESS  

COLOUR   

YIELD  

THINNER  

DUST DOES NOT ADHERE AFTER 

 PAINTING IS ALLOWED AFTER 

STORAGE 

PACKAGING 

 

PURPOSE 

Suitable for new and previously painted, plastered and concrete 
surfaces, bricks, painted wallpapers, various boards and other 
surfaces. Suitable for surfaces painted with alkyd paint. Suitable for 
surfaces ofzinced metal. It fills in small uneven places and can be 
sanded, so it suits perfectly for puttied surfaces. When smooth 
sheets of gypsum carton are painted, puttying may be avoided. It 
forms a dense membrane that prevents water penetration into 
substratum and thus it suits perfectly for bathroom and kitchen 
surfaces that need higher resistance to humidity. The paint applied 
on the top will take longer to get dry, so it would be simpler to paint 
evenly (it is especially relevant for large surfaces and ceiling). It 
adheres well to various surfaces and forms a membrane of rough 
surface, so it is recommended when it is necessary to improve 
paint’s adhesion with surface. 

SURFACE PREPARATION 

The painted surface has to be firm, dry and free of dirt. Use fine-
grained putty to correct the surface unevenness. Make the glossy 
surfaces rougher using the sandpaper and clean the sanding dust. It 
is recommended to coat the surface by one of “Topcolor” primers 
before painting. 

APPLICATION 
The paint is ready for application. Stir well before application. Apply 
one even layer on the surface. The primed surface has to dry for 6 
hours before painting (22°C 55% RH). It may be diluted with water 
or conditioner that prolongs drying period up to 10 %, but dilution 
reduces filling in of small uneven places on the surface. Paint when 
ambient temperature is +5…30°C. 

 

Completely mat. 

White, coloured in various shades. 

up to  12 m2 when painted once. 

Water. 

1-2 h (22 °C 55 % RH). 

6 h (22 °C 55 % RH). 

Keep in closed container at +5…30 °C temperature. 

1 L, 3 L, 5 L, 10 L. 

 

 

PAINTING MODE 
Roller, brush or sprayer. 

MAINTENANCE OF PAINTED SURFACE 
The surface’s membrane reaches full strength and may be 
cleaned after 28 days. Use soft side of sponge for cleaning 
with water or detergents. Rinse the surface cleaned with 
detergent by clean warm water. It is recommended to paint 
over the damaged surface or old stains. 

YIELD 
One litre could be used to paint 12 m2 when one layer of 
paint is applied. It is recommended to apply paint twice. 
The input may differ depending on the substratum’s 
characteristics and covering method. 

ENVIRONMENTAL PROTECTION AND 

WORK SAFETY 
Keep out of the reach of children. Do not allow to enter 
sewerage. It contains 1,2-benzisothiazol-3(2H)-one and 
mixture: 5-chlor-2-methyl-4-isothiazolin-3-one, 2-methyl-
4-isothiazolin-3-one (3:1) and 2-octyl-2H-isothiazol-3-one. 
May cause allergy. Wear protective gloves/protective 
clothes/ eye (face) protection/ airway protection. 

CLEANING OF TOOLS  
Wash with water.
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