
 
 
 
 

 

 

 

Automation Shade Motors (AMS) Obsolete / Replacement Motor Information: 

 

Obsolete Motors Replacement Motors 

 

Type of Motor 
Motor Description***if the motor is in a Flexi-Visor it is 

recommended the whole shade be replaced as the shade will 
be finicky to set up 

Replace with 

EL-4260-1230-AMS Side Adjust, mechanical limit, 12V 30 rpm 
EL-4280P-1230 & HA-

856 adapter 

EL-4265-1230-AMS Bottom Adjust, mechanical limit, 12V, 30 rpm EL-4280P-1230 

EL-4280-1230-AMS New gear, Bottom Adjust, mechanical limit, 12V, 30 rpm EL-4280P-1230 

EL-4260-1250-AMS Side Adjust, mechanical limit, 12V, 50 rpm 
EL-4280P-1230 & HA-

856 adapter 

EL-4265-1250-AMS Bottom Adjust, mechanical limit, 12V 50 rpm EL-4280P-1230 

EL-4260-2430-AMS Side Adjust, mechanical limit, 24V 30 rpm 
EL-4280P-2430 & HA-

856 adapter 

EL-4265-2430-AMS Bottom Adjust, mechanical limit, 24V, 30 rpm EL-4280P-2430 

EL-4267-1230-AMS RF, Bottom Adjust, mechanical limit, 12V, 30 rpm 
EL-4280P-1230 + EL-

217P 

EL-4285-1230-AMS RF, Bottom Adjust, mechanical limit, 12V, 30 rpm 
EL-4280P-1230 + EL-

217P 

EL-4269-1230-AMS High Torque, Bottom Adjust, mechanical limit, 12V, 30 rpm EL-4280P-1230 

EL-4270-1230-AMS Ignition Lock, Electronic limit, 12V, 30 rpm EL-4270P-1240 

EL-4275-1230-AMS RF, Ignition lock, Electronic limit, 12V, 30 rpm 
EL-4270P-1230 + EL-

217P 

 

 


