
6x6 Run
Assembly Plans
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Please Note that what is pictured is a 6x6 Run 
for Classic Model Coops. 6x6 Runs for Chateau 
Coops only differ in that they are roughly 12” 
taller than as shown.



Confirm that the site adjacent to the 
coop is graded level and flat. 

Assembly Instructions

1 - Align the Run Front Wall Panel (the panel 
with the Door) with the Inside Edge of the 
Corner Trim on the coop wall that has the 
Run Door(S).
2 - Assuring that the panel is seated tightly 
against that wall, attach the panel to the 
Coop using the 3” Screws included in the 
crate. 
3 - Align the Rear Wall Panel with the inside 
face of the Coop Corner Trim and fasten to 
the wall of the Coop. 
4 - Line up the Endwall Panel to the to the 
sides of the Front and Back walls of the Run. 
Make sure that the Endwall is BETWEEN the 
Front and Back Wall Panels. Once aligned, 
screw through the Front and Back walls into 
the sides of the Endwall. 
5 - With two people, lift the roof panel onto 
the wall panels. Install one screw through 
the roof panel into the Front Wall Panel next 
to the Coop. Next, Line up the roof panel with 
the Front Wall panel and screw down 
through at the Endwall side of the Roof 
panel. Next, align the rear and endwall 
panels with the edges of the roof panel. Once 
all panels align, install screws through the 
roof panel into all remaining panels. 

Endwall Panel 
Attaches BETWEEN
the Front and Back 
Panels

Roof Panel Sits on 
top of the wall panels

Please Note that what is pictured is a 6x6 Run 
for Classic Model Coops. 6x6 Runs for Chateau 
Coops only differ in that they are roughly 12” 
taller than as shown.


