
Chalet Coop Assembly Guide 
 

 

     You’ll Need: 
- Power Drill 
- Tin Snips 
- Tape Measurer  
- Rubber Mallet 
- Hammer 
- Sharp Edge  
- A Helper!  

 
 

 
 

 

 
 

Step One   Step Two   Step Three 

Line up the porch floor with the 
edges of the main coop floor. The 
porch will be lower than the coop 

floor. Fasten porch floor to the 
main floor using the long screws 

provided. 2 screws per floor 
opening. After securing the porch 

to the coop fill the porch floor gaps 
with the enclosed floor boards. 

Set the front and the back wall 
first. The back wall and the side 

walls should have the siding 
sticking below the bottom plate. 
This allows the siding to overlap 
the floor edge. Push or pull these 
walls in tight against the floor and 
fasten all walls to the floor. Fasten 

3" screws thru the bottom plate 
into the floor securing the wall to 

the floor. 

Place the side walls between the 
front and the back wall. Fasten to 
the floor and also to each other. 
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Step Four  Step Five A  Step Five B 

Temporary attach the front two 
upright posts on each side. (Final 
fastening will happen after the 

gable web and horizontal beams 
are attached) 

 
**Note: beams will overhang the 
front of the post. See final picture. 

There is a beam pocket provided in 
the front wall for these beams to 

set into. Push each beam into their 
pocket and fasten. The beams 
need to be flush on the outside 

edge of the posts allowing a small 
bearing space on the inside for the 

front gable truss to sit on top of 
the posts 

View of inside attachment of 
horizontal beams. 

Step Six A  Step Six B  Step Seven 
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Step Six A  (cont.)  Step Six B (cont.)  Step Seven (cont.) 

Place the gable web truss on top 
of the posts. The truss will extend 
over top of the horizontal beam as 
well. Proper fastening of this truss 
is essential to keep the porch tied 

together. 

View of gable web sitting on post. 
Plumb up the vertical posts. Be 

sure to fasten the angle brackets 
securely to the top beam and the 

post. 
 

View of gable web fastened, top 
and sides. 

 

Step Eight  Step Nine 

Now find your 2x4 "nailers". These 2x4's are cut to match the angles & 
length of the truss. Nail 1 set of these nailers to the face of the truss to 

give you a "nailer" for the overhang soffit. The other set of identical 
"nailers" will go on the rear exterior to hold that soffit in place. 

Next install the nailers for the 
(inside of the truss) Porch side of 

the ceiling. *these nailers are 
square cut and will be laid on TOP 
of the web beam. Leave at least 2" 
overhanging into the porch area. 
This is what you fasten the porch 

ceiling to. 
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Step Ten  Step Eleven 

Be sure to install one truss up against the exterior of the gable wall on 
the porch side so you have a nailer for the porch ceiling below. The 

outside end truss (farthest to the outside edge)will be a truss that has 
the exterior trim 1x6 already fastened to it. This is fastened again with 
angled fasteners and should allow for a 16" overhang. Attach the 1x8 

fascia board to the ends of the trusses as shown. Keep the outside edge 
of the fascia flush with the top of the trusses. 

Attach the soffit nailing brackets 
as shown here. 

Step Twelve   Step Thirteen 
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Step Twelve (cont.)  Step Thirteen (cont.) 

The roof sheathing is stacked sequentially. The first row for both sides 
will be stacked on top of the pile, second row next, etc. Both sides go up 
together, it is NOT stacked 1 side first and then the other. Hold boards 
even with the bottom, covering the fascia. A gap at the top is expected 
& normal. Fasten the boards to each rafter with 6 fasteners per rafter. 

Porch ceiling and trim pieces. 

Step Fourteen  Step Fifteen  Finished Front View 

Remove temporary fasteners from 
front vertical posts. Plumb and 

then fasten the posts to the floor 
with angled screws. 

Install the soffit in the eaves. The 
soffit will be flat the entire length 
of the wall. Sloped soffit on the 
porch. There are two 2x4's that 
get nailed against the back wall 

for the rear soffit. 
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Step Sixteen  Step Seventeen 

Install the rope and pulley for the run door as shown. Decide on the 
overall length of the rope and tie it to the O-ring provided. You will need 
to catch the O-ring when the door is closed and another catch holding 
the door open. – use a 3” screw with about 1 1⁄2” sticking out for your 

catch. 

Install the roosting blocks. These 
blocks have a pre-drilled hole to 

hold the roost in place with a 
carriage bolt. Make so the hole is 
up. These blocks are also marked 
to ensure the top roost is closer to 

the wall than the bottom roost. 
12” to the top of the bottom roost. 
28” to the top of the top roost. Use 
two 3” screws to fasten directly to 

the studs. 



 
 
 

 
 

 
 
 

 
Congratulations! 

 
You have completed your very own Cutest Coop! 

 It’s time to introduce your chickens to their new happy home! 
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Cupola 

Cupola sits on top of the existing roof. Once in place (most likely centered on the ridge) put screws in at the 
bottom of the base and into the roof itself. If installing on a metal roof, make sure to install the screw thru on 

of the ribs (the higher part) of the metal. 

Run 

Step 1: Identify the section of your new chicken run. Ex. Front (always has the door) back, side, etc. 
 

Step 2: Measure the side or the “end” of your run. This will determine the placement of the sides of the run 
against the exterior wall of the coop. 

 
Step 3: Place the back wall of the run against the corner trim of the coop. There should be some pre-drilled 
holes on the outside of the run. This run wall should be lined up with the siding of the coop NOT flush with 

the outside of the trim itself. * approximately 1” in from the outside edge of the trim. 
 

Step 4: Fasten the run into the trim piece using 3” screws into the pre-drilled holes. 
 

Step 5: Now use the measurement from step #2 and mark this measurement on the trim so the distance 
between this wall and the front wall measures the same as the end wall. 

 
Step 6: Fasten the front wall with the door using the same method you used in steps 3-4. * door should be 

on the far side of the coop. 
 

Step 7: Now place the end wall between the 2 sides and fasten through the side walls with 3” screws. 
 

Step 8: Place the top on the run. It should fit flush with the outside of the walls. Fasten with 3” screws 
through the top into the walls. 

 
Step 9: You will likely have to use the short pieces of 1x4’s (these should be in your kit) to close off the gap 

between the run and the coop at the very bottom of the corner trims. These will fasten directly into the 
bottom board of the run with the shorter wood screws provided. 


