
Charming Run Assembly Guide 
 

 

Step One  Step Two  Step Three 

Identify all of the pieces of the kit. 
Start with the 3 larger panels; one 

that houses the door, another 
panel that is of the same size as 

the wall with the door, and the top 
piece that is meant to bring these 
two large panels together.  Using 
the larger screws provided, put 
this part together by placing the 

top over the sides and adhere with 
3 screws on both edges.  

Then, center the run against the 
coop and screw in the large part of 
the run against the coop wall using 

the predrilled pilot holes.  (Imp: if 
you elect to leave the trim intact, 

be prepared for a small gap on the 
top which you may want to fill 

later. If you prefer a more snug fit, 
simply remove/leave off the trim 

pieces on the run side of the coop). 

Then take the smaller panels, 
 and put together the stepped 

down lower part of the run using a 
combination of the larger screws 

mostly.   
 

Note: Use the smaller screws by 
where the two boxes meet as the 
board is not deep enough to use 

the larger screws. 

 

 



 

Step Four  Step Five  Step Six 

Close in the side of the larger area 
of the run with a smaller panel 

while making sure it fits snug in 
between the large side panels, 

these panels should not overlap. 

Place the flower box on top of the 
smaller area of the run and secure 

it with the remaining available 
screws in the four corners of the 

flower box using the larger screws. 

 Finally, put the door handle in the 
hole on the door and with using 
the Allen key provided, secure it 

from the inside of the run. 

 
 

Cupola 

Place the cupola in the desired spot (typically in the center). 
Using the 4 predrilled holes as a guide make an indent on the metal roof with a drill. 

Remove the cupola and drill pilot holes with a drill bit. 
Put the cupola back on and use the smaller screws to secure the cupola. 
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